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1     Product Features

1.1     Features and Benefits

	• Elevated Efficiency - Up to 16 SEER2, up to 9.0 HSPF2

	• All aluminum evaporator coil for superior corrosion resistance

	• Constant torque multi-speed ECM blower motor - designed for enhanced 
humidity control

	• Easy to install – compatible with most standard 24 VAC heat pump 
thermostats

	• Factory-installed TXV metering

	• Casing available as accessory, "free return" configurable

	• Thermoplastic drain pan with primary and secondary condensate drain 
fittings

	• AHRI and ETL Listed

1.2     Limited Warranty

For Products installed in a one or two family residential dwelling, BTC warrants that 
all compressors and internal components incorporated into the Product at the time 
of shipment by BTC shall remain free from defects in workmanship and materials 
for ten (10) years* from the Commencement Date. If the Warranty Registration 
process has been completed and BTC determines that the Product or any part of 
the Product has a defect in workmanship or materials, BTC shall pay labor charges 
associated with the repair or replacement of the part in accordance with the 
Warranty Labor Allowance Schedule** for the period of ninety (90) days from the 
Commencement Date.

*   Please refer to www.bosch-homecomfort.us for full warranty terms and 
conditions.
** Warranty Labor Allowance Schedule details are available on http://claims.
bosch-homecomfort.us.

Online Help Resources

Visit our Service & Support webpage to find FAQs, videos,
service bulletins, and more; www.bosch-homecomfort.us/service or use your
cellphone to scan the code below.

Figure 1

http://www.bosch-homecomfort.us
http://claims.bosch-homecomfort.us
http://claims.bosch-homecomfort.us
http://www.bosch-homecomfort.us/service
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2     Nomenclature

B
1 2 

I C
3 4 

A —
5 6-7 

18 M
8 9 

C B
10 11 

— M
12 13-14 

16 X
15 

Compressor Type 
E   —   EVI Inverter Compressor
S   —   Standard Inverter Compressor
X   —   No Compressor

Efficiency 
16   —   16 SEER2

Power Supply
M  —   208/230V 1Ph, 60Hz

Refrigerant
N   —   R410A
B   —   R454B

Internet Connected
X    —   Non-Connected
T    —   Connected
C    —   Communication Capable (IDU)

Performance
M  —   Max Performance Heat Pump
R  —   Regular Heat Pump
X  —   AC Only

Nominal Capacity 
18   —   18x1,000BTU/H
24   —   24x1,000BTU/H
30   —   30x1,000BTU/H
36   —   36x1,000BTU/H

Series
A   —   A Series

Unit Type
W    —   Wall Mounted (Air Handler)
C     —   Ceiling Mounted (Air Handler)
V     —   Vertical multi-position (Air Handler)

Application
O   —   Outdoor
 I     —   Indoor
P    —   Packaged

Brand
B   —   Bosch

Figure 2     Model Nomenclature
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3     Product Specifications 

BICA-18 BICA-24 BICA-30 BICA-36

Cooling Capacity

Nominal Cooling (BTU/h) 18000 23400 27800 33800

Nominal Heating (BTU/h) 18000 23600 28000 33800

Blower

Diameter (in.) 7 (177.8 mm) 7 (177.8 mm) 7 (177.8 mm) 7 (177.8 mm)

Height (in.) 8 (203.2mm) 8 (203.2mm) 9 (228.6mm) 9 (228.6mm)

Fan Motor

Horsepower (HP) 1/3 1/3 1/3 1/3

Full Load Amps 2.6 2.6 2.6 2.6

Refrigeration System

Refrigerant Line Size¹

Liquid Line Size (O.D.) 3/8in 3/8in 3/8in 3/8in

Suction Line Size (O.D.) 3/4in 3/4in 3/4in 3/4in

Refrigerant Connection Size

Liquid Line Size (O.D.) 3/8in 3/8in 3/8in 3/8in

Suction Line Size (O.D.) 3/4in 3/4in 3/4in 3/4in

Expansion Device TXV [Thermal Expansion Valve]

Sound Rating dB(A)

High Speed 57 57 54 54

Electrical Data

Voltage-Phase-Hz 208/230-1Ph-60Hz 208/230-1Ph-60Hz 208/230-1Ph-60Hz 208/230-1Ph-60Hz

Minimum Circuit Ampacity ² 3.3 3.3 3.3 3.3

Max. Overcurrent Protection ³ 15A 15A 15A 15A

Min / Max Volts 187 / 253 V

Air Filter

Air Filter Sizes (in.) 44-9/10 x 30-9/10 x 13-4/5 44-9/10 x 30-9/10 x 13-4/5 57-1/10 x 30-9/10 x 13-4/5 57-1/10 x 30-9/10 x 13-4/5

Weight

Net Weight (without packaging)(lbs) 116 116 142 142

Gross Weight (including packaging)(lbs) ⁴ 139 139 146.5 146.5

Dimensions

W x H x D (in.) 37-1/4 x 26-3/8 x 10-1/4 37-1/4 x 26-3/8 x 10-1/4 49-1/4 x 26-3/8 x 10-1/4 49-1/4 x 26-3/8 x 10-1/4

Unit W x H x D (in.)(with pallet & packaging) 40-9/16 x 29 x 13-15/16 40-9/16 x 29 x 13-15/16 52-5/16 x 29 x 13-15/16 52-5/16 x 29 x 13-15/16

Indoor Coil

Net face area-sq.ft. 3.4 3.4 4.8 4.8

Tube diameter 9/32" (7mm) 9/32" (7mm) 9/32" (7mm) 9/32" (7mm)

No. of rows 3 3 4 4

Fins per inch 17 17 17 17

Table 1

¹ Tested and rated in accordance with AHRI Standard 210/240.

²   Wire size should be determined in accordance with National Electrical Codes; 
     extensive wire runs will require larger wire sizes.

³ Must use time-delay fuses or HACR-type circuit breakers of the same size as noted.

⁴ Weight shown includes packaging
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Inverter Ducted Split AHRI 210/240-2023 Performance Data

System Configuration Outdoor Unit Model Indoor Unit Model
Cooling Capacity (BTU/h) Heating Capacity (BTU/h)

CFM
Total EER2¹ SEER2² Hi HSPF2-IV 3 HSPF2-V 3 Low

BOVA 15 with BICA 16

BOVA-24RXB-M15S BICA-18RXB-M16X 18000 11.7 16 18000 9 6.6 14800 650

BOVA-24RXB-M15S BICA-24RXB-M16X 23400 11.7 16 23600 8.5 6.6 20200 790

BOVA-36RXB-M15S BICA-30RXB-M16X 27800 10.6 16 28000 8.5 6.6 21000 950

BOVA-36RXB-M15S BICA-36RXB-M16X 33800 10.5 16 33800 8 6 24200 1050

Table 2

1 Energy Efficiency Ratio 2; Certified per AHRI 210/240-2023

2 Seasonal Energy Efficiency Ratio 2; Certified per AHRI 210/240-2023

3 HSPF = Heating Seasonal Performance Factor 2; IV is mild climate, V is cold 
climate, certified per AHRI 210/240-2023

 Items in bold boxes meet the requirements for ENERGY STAR v6.1
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4     Dimensional Data

4.1     Uncased Unit Dimensions

Figure 3

F

C

E

B

A

D

Auxiliary drain connection 3/4” [20mm]
male pipe thread (npt)

Primary drain connection 3/4” [20mm]
male pipe thread (npt)

High voltage connection
1-3/8” [35mm]
dia knock outs

Liquid line
connection
(sweat)

Vapor line
connection (sweat)

Low voltage
connection

     Uncased unit dimensions

Model 
Size

Dimensions Inch [mm]

Unit Length A Unit Height B Unit Width C Supply Air Height D Supply Air Length E Mounting F Liquid Line/ Vapor 
Line

18 37-1/4 [946] 10-1/4 [260] 26-3/8 [670] 6-1/2 [165] 30 [762] 34-11/16 [881] 3/8 [9.5] 
3/4 [19]

24 37-1/4 [946] 10-1/4 [260] 26-3/8 [670] 6-1/2 [165] 30 [762] 34-11/16 [881] 3/8 [9.5] 
3/4 [19]"

30 49-1/4 [1251] 10-1/4 [260] 26-3/8 [670] 6-1/2 [165] 42 [1067] 46-11/16 [1186] 3/8 [9.5] 
3/4 [19]"

36 49-1/4 [1251] 10-1/4 [260] 26-3/8 [670] 6-1/2 [165] 42 [1067] 46-11/16 [1186] 3/8 [9.5] 
3/4 [19]"

Table 3
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4.2     Cased Unit Dimensions

Refrigerant Line Connection

E

Mounting Bracket

B

F
A

D

C

G

H

Handling Bracket
(Not for mounting)

Drain Connection

Drain Connection

Drain Connection

Electrical Connection

Refrigerant Line Connection

Electrical Connection

Figure 4   Cased unit dimensions

Casings are sold separately as an accessory.

Model 
Size

Dimensions Inch [mm]						    

Unit Length A Unit Height B Unit Width C Supply Air Height D Supply Air Length E Mounting F Return Air Cutout 
Length G

Return Air Cutout 
Height H

Liquid Line/ Vapor 
Line

18 43-3/8 [1101] 11 [282] 27-3/4 [704] 6-7/8 [174] 30-3/8 [771] 39-3/4 [1010] 28 [711] 7 [178]
3/8 [9.5] 
3/4 [19]

24 43-3/8 [1101] 11 [282] 27-3/4 [704] 6-7/8 [174] 30-3/8 [771] 39-3/4 [1010] 28 [711] 7 [178]
3/8 [9.5] 
3/4 [19]

30 55-3/8 [1406] 11 [282] 27-3/4 [704] 6-7/8 [174] 42-3/8 [1076] 51-3/4 [1315] 40 [1016] 7 [178]
3/8 [9.5] 
3/4 [19]

36 55-3/8 [1406] 11 [282] 27-3/4 [704] 6-7/8 [174] 42-3/8 [1076] 51-3/4 [1315] 40 [1016] 7 [178]
3/8 [9.5] 
3/4 [19]

Table 4
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5     Extended Performance

BOVA15-24 + BICA16-18  For Cooling
Indoor  
Airflow 
(CFM)

Outdoor 
DB(°F)

IWB (°F) 59 63 67 71

IDB (°F) 70 75 80 85 70 75 80 85 70 75 80 85 70 75 80 85

550

65
TC 14.0 14.2 14.6 14.7 14.4 14.7 14.8 14.9 15.2 15.5 15.7 15.9 / 19.7 19.9 20.2 
S/T 0.89 0.94 0.97 0.98 0.64 0.83 0.94 0.95 0.40 0.57 0.73 0.91 / 0.39 0.53 0.69 
kW 0.86 0.86 0.87 0.87 0.87 0.87 0.87 0.88 0.87 0.88 0.88 0.89 / 1.08 1.09 1.10 

75
TC 14.1 14.3 14.7 14.8 14.6 14.8 14.9 15.1 15.4 15.7 15.8 16.1 / 19.4 19.6 19.9 
S/T 0.89 0.94 0.97 0.98 0.64 0.83 0.94 0.95 0.40 0.57 0.73 0.91 / 0.39 0.53 0.69 
kW 0.97 0.98 0.99 0.99 0.99 0.99 1.00 1.01 1.01 1.01 1.02 1.03 / 1.27 1.28 1.30 

85
TC 14.1 14.3 14.7 14.8 14.6 14.8 14.9 15.1 15.4 15.7 15.8 16.1 / 19.4 19.6 19.9 
S/T 0.89 0.94 0.97 0.98 0.64 0.83 0.94 0.95 0.40 0.57 0.73 0.91 / 0.39 0.53 0.69 
kW 1.12 1.13 1.14 1.14 1.14 1.15 1.16 1.16 1.16 1.17 1.18 1.18 / 1.38 1.39 1.41 

95
TC 14.0 14.2 14.6 14.7 14.5 14.7 14.9 15.0 15.3 15.7 15.8 16.1 / 19.3 19.5 19.7 
S/T 0.89 0.94 0.97 0.98 0.64 0.83 0.94 0.95 0.40 0.57 0.73 0.91 / 0.39 0.53 0.69 
kW 1.31 1.32 1.33 1.33 1.33 1.34 1.35 1.36 1.36 1.37 1.37 1.38 / 1.64 1.65 1.66 

105
TC 13.9 14.2 14.5 14.7 14.4 14.7 14.8 14.9 15.3 15.6 15.8 16.0 / 18.5 18.8 19.0 
S/T 0.90 0.95 0.98 0.98 0.65 0.84 0.95 0.96 0.41 0.58 0.74 0.92 / 0.40 0.54 0.70 
kW 1.52 1.52 1.54 1.54 1.53 1.54 1.57 1.57 1.58 1.59 1.60 1.61 / 1.91 1.92 1.93 

115
TC 13.0 13.3 13.6 13.8 13.6 13.8 14.0 14.2 14.7 14.9 14.9 15.1 / 18.4 18.5 18.9 
S/T 0.92 0.97 0.98 0.98 0.67 0.86 0.97 0.98 0.43 0.60 0.76 0.94 / 0.42 0.56 0.71 
kW 1.71 1.73 1.74 1.74 1.74 1.76 1.78 1.79 1.79 1.81 1.82 1.84 / 2.21 2.22 2.23 

650

65
TC 16.4 16.7 17.1 17.3 17.0 17.2 17.4 17.6 18.2 18.4 18.5 18.7 / 22.6 22.8 23.0 
S/T 0.91 0.96 0.98 0.98 0.67 0.86 0.97 0.98 0.43 0.60 0.75 0.93 / 0.41 0.54 0.70 
kW 1.04 1.05 1.06 1.06 1.06 1.06 1.08 1.09 1.08 1.10 1.11 1.11 / 1.39 1.40 1.41 

75
TC 16.2 16.5 16.9 17.1 16.8 17.0 17.2 17.4 18.1 18.3 18.4 18.4 / 22.6 22.8 23.0 
S/T 0.91 0.96 0.98 0.98 0.67 0.86 0.97 0.98 0.43 0.60 0.75 0.94 / 0.41 0.54 0.70 
kW 1.19 1.21 1.21 1.21 1.21 1.22 1.23 1.24 1.25 1.26 1.26 1.26 / 1.54 1.55 1.57 

85
TC 16.1 16.4 16.8 17.0 16.7 17.0 17.1 17.4 18.1 18.2 18.3 18.4 / 22.3 22.6 22.7 
S/T 0.91 0.96 0.98 0.98 0.67 0.87 0.97 0.98 0.43 0.60 0.75 0.94 / 0.41 0.54 0.70 
kW 1.31 1.33 1.34 1.34 1.34 1.35 1.36 1.37 1.39 1.39 1.39 1.40 / 1.67 1.68 1.69 

95
TC 16.0 16.3 16.7 16.8 16.6 16.8 17.0 17.3 17.8 17.9 18.0 18.3 / 21.6 21.7 21.8 
S/T 0.91 0.96 0.98 0.98 0.67 0.87 0.97 0.98 0.43 0.60 0.75 0.94 / 0.41 0.54 0.70 
kW 1.44 1.46 1.47 1.47 1.47 1.49 1.49 1.51 1.52 1.54 1.54 1.55 / 1.93 1.94 1.94 

105
TC 14.5 14.8 14.9 15.1 15.8 16.1 16.3 16.5 16.8 17.0 17.1 17.4 / 20.0 20.2 20.2 
S/T 0.92 0.97 0.98 0.98 0.68 0.88 0.98 0.98 0.44 0.61 0.76 0.95 / 0.42 0.55 0.70 
kW 1.74 1.75 1.76 1.76 1.76 1.78 1.79 1.81 1.81 1.83 1.84 1.85 / 2.21 2.22 2.24 

115
TC 14.3 14.5 14.8 14.9 15.6 15.8 16.1 16.3 16.6 16.8 16.9 17.1 / 19.8 19.9 20.0 
S/T 0.94 0.98 0.98 0.98 0.70 0.90 0.98 0.98 0.46 0.63 0.78 0.97 / 0.44 0.57 0.72 
kW 1.96 1.98 1.98 2.00 2.00 2.01 2.06 2.08 2.09 2.11 2.12 2.14 / 2.50 2.51 2.53 

750

65
TC 19.0 19.2 19.7 19.9 19.7 19.9 20.2 20.4 21.1 21.3 21.5 21.7 / 26.0 26.3 26.4 
S/T 0.93 0.97 0.98 0.98 0.68 0.87 0.98 0.98 0.44 0.61 0.77 0.95 / 0.42 0.54 0.70 
kW 1.25 1.26 1.28 1.28 1.28 1.28 1.30 1.31 1.31 1.31 1.33 1.34 / 1.68 1.70 1.72 

75
TC 18.1 18.3 18.8 19.0 18.8 19.0 19.2 19.5 20.1 20.4 20.5 20.7 / 24.6 24.7 24.9 
S/T 0.99 0.99 0.99 0.99 0.69 0.89 0.99 0.99 0.40 0.59 0.79 0.99 / 0.40 0.59 0.69 
kW 1.45 1.45 1.45 1.45 1.45 1.45 1.45 1.45 1.45 1.45 1.56 1.56 / 1.85 1.85 1.85 

85
TC 17.9 18.1 18.6 18.8 18.6 18.8 19.0 19.2 19.9 20.1 20.3 20.4 / 24.2 24.4 24.6 
S/T 0.99 0.99 0.99 0.99 0.69 0.89 0.99 0.99 0.40 0.59 0.79 0.99 / 0.40 0.59 0.69 
kW 1.56 1.56 1.56 1.56 1.56 1.56 1.56 1.66 1.66 1.66 1.66 1.66 / 1.94 2.04 2.04 

95
TC 17.7 17.9 18.3 18.6 18.3 18.6 18.8 18.9 19.7 19.8 20.1 20.2 / 23.2 23.3 23.4 
S/T 0.99 0.99 0.99 0.99 0.69 0.89 0.99 0.99 0.40 0.59 0.79 0.99 / 0.40 0.59 0.69 
kW 1.75 1.85 1.85 1.85 1.85 1.85 1.85 1.85 1.85 1.85 1.94 1.94 / 2.23 2.23 2.23 

105
TC 16.3 16.5 16.9 17.2 16.9 17.2 17.3 17.5 18.3 18.4 18.6 18.8 / 21.3 21.4 21.5 
S/T 0.99 0.99 0.99 0.99 0.69 0.89 0.99 0.99 0.50 0.59 0.79 0.99 / 0.40 0.59 0.79 
kW 2.04 2.04 2.14 2.14 2.14 2.14 2.14 2.14 2.14 2.14 2.23 2.23 / 2.43 2.43 2.43 

115
TC 15.8 16.0 16.5 16.6 16.5 16.6 16.9 17.1 17.5 17.7 17.9 18.1 / 19.4 19.5 19.6 
S/T 0.96 0.99 0.99 0.99 0.69 0.89 0.99 0.99 0.50 0.69 0.79 0.99 / 0.50 0.59 0.79 
kW 2.33 2.33 2.33 2.33 2.33 2.43 2.43 2.43 2.43 2.43 2.53 2.53 / 2.53 2.53 2.53 

Table 5
TC refers to total capacity in kBTU/hr  S/T: refer to the ratio of sensible heat and total capacity   
kW: refer to total input power
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BOVA15-24 + BICA16-24 For Cooling
Indoor  
Airflow 
(CFM)

Outdoor 
DB(°F)

IWB (°F) 59 63 67 71

IDB (°F) 70 75 80 85 70 75 80 85 70 75 80 85 70 75 80 85

700

65
TC 16.3 16.5 17.0 17.2 16.8 17.1 17.3 17.5 17.9 18.2 18.4 18.7 / 23.2 23.4 23.8 
S/T 0.90 0.95 0.98 0.99 0.64 0.84 0.95 0.96 0.40 0.57 0.74 0.92 / 0.39 0.53 0.69 
kW 1.16 1.16 1.17 1.17 1.17 1.18 1.19 1.19 1.19 1.19 1.20 1.21 / 1.46 1.47 1.49 

75
TC 16.4 16.7 17.1 17.3 17.0 17.3 17.5 17.7 18.1 18.4 18.6 18.9 / 22.8 23.1 23.4 
S/T 0.90 0.95 0.98 0.99 0.64 0.84 0.95 0.96 0.40 0.57 0.74 0.92 / 0.39 0.53 0.69 
kW 1.32 1.33 1.34 1.34 1.34 1.34 1.35 1.36 1.36 1.37 1.38 1.39 / 1.73 1.75 1.77 

85
TC 16.4 16.7 17.1 17.3 17.0 17.3 17.5 17.7 18.1 18.4 18.6 18.9 / 22.8 23.0 23.4 
S/T 0.90 0.95 0.98 0.99 0.64 0.84 0.95 0.96 0.40 0.57 0.74 0.92 / 0.39 0.53 0.69 
kW 1.53 1.54 1.56 1.56 1.56 1.57 1.58 1.59 1.59 1.60 1.61 1.62 / 1.89 1.90 1.93 

95
TC 16.3 16.6 17.0 17.2 16.9 17.2 17.4 17.6 18.0 18.4 18.6 18.9 / 22.8 22.9 23.2 
S/T 0.90 0.95 0.98 0.99 0.64 0.84 0.95 0.96 0.40 0.57 0.74 0.92 / 0.39 0.53 0.69 
kW 1.78 1.80 1.81 1.81 1.81 1.82 1.83 1.84 1.85 1.86 1.87 1.89 / 2.23 2.24 2.26 

105
TC 16.2 16.5 16.9 17.1 16.8 17.1 17.3 17.5 18.0 18.3 18.5 18.8 / 21.9 22.2 22.4 
S/T 0.91 0.96 0.99 0.99 0.65 0.85 0.96 0.97 0.41 0.58 0.75 0.93 / 0.40 0.54 0.70 
kW 2.05 2.06 2.08 2.08 2.07 2.09 2.12 2.13 2.14 2.14 2.16 2.17 / 2.60 2.62 2.63 

115
TC 15.3 15.6 16.0 16.2 15.9 16.2 16.3 16.6 17.1 17.4 17.5 17.7 / 21.7 21.9 22.3 
S/T 0.93 0.98 0.99 0.99 0.67 0.87 0.98 0.99 0.43 0.60 0.77 0.95 / 0.42 0.56 0.72 
kW 2.32 2.34 2.36 2.36 2.36 2.38 2.41 2.43 2.43 2.45 2.46 2.48 / 3.00 3.02 3.04 

790

65
TC 21.1 21.4 21.9 22.2 21.8 22.1 22.3 22.6 23.4 23.6 23.8 24.1 / 29.0 29.3 29.5 
S/T 0.92 0.97 0.99 0.99 0.67 0.87 0.98 0.99 0.43 0.60 0.76 0.94 / 0.41 0.54 0.70 
kW 1.38 1.39 1.40 1.40 1.40 1.41 1.43 1.44 1.43 1.45 1.46 1.47 / 1.84 1.87 1.89 

75
TC 20.8 21.2 21.7 21.9 21.6 21.8 22.1 22.3 23.2 23.5 23.6 23.6 / 29.0 29.3 29.5 
S/T 0.92 0.97 0.99 0.99 0.67 0.87 0.98 0.99 0.43 0.60 0.76 0.95 / 0.41 0.54 0.70 
kW 1.59 1.61 1.62 1.62 1.62 1.63 1.65 1.66 1.67 1.68 1.69 1.69 / 2.03 2.05 2.07 

85
TC 20.7 21.0 21.5 21.8 21.4 21.8 22.0 22.3 23.2 23.3 23.5 23.6 / 28.7 29.0 29.1 
S/T 0.92 0.97 0.99 0.99 0.67 0.88 0.98 0.99 0.43 0.60 0.76 0.95 / 0.41 0.54 0.70 
kW 1.75 1.77 1.78 1.78 1.78 1.80 1.80 1.82 1.84 1.84 1.84 1.87 / 2.21 2.23 2.25 

95
TC 20.5 20.9 21.4 21.5 21.3 21.6 21.8 22.2 22.8 23.0 23.4 23.5 / 27.7 27.9 28.0 
S/T 0.92 0.97 0.99 0.99 0.67 0.88 0.98 0.99 0.43 0.60 0.76 0.95 / 0.41 0.54 0.70 
kW 1.88 1.90 1.92 1.92 1.92 1.93 1.94 1.96 1.98 2.00 2.00 2.01 / 2.49 2.50 2.51 

105
TC 18.5 18.8 19.1 19.4 20.3 20.6 20.9 21.2 21.6 21.8 22.0 22.3 / 25.7 25.9 26.0 
S/T 0.93 0.98 0.99 0.99 0.68 0.89 0.99 0.99 0.44 0.61 0.77 0.96 / 0.42 0.55 0.71 
kW 2.30 2.32 2.34 2.34 2.34 2.36 2.38 2.39 2.40 2.42 2.43 2.45 / 2.94 2.96 2.98 

115
TC 18.3 18.5 18.8 19.1 20.0 20.3 20.6 20.9 21.3 21.5 21.7 22.0 / 25.4 25.6 25.7 
S/T 0.95 0.99 0.99 0.99 0.70 0.91 0.99 0.99 0.46 0.63 0.79 0.98 / 0.44 0.57 0.73 
kW 2.62 2.63 2.64 2.66 2.66 2.68 2.74 2.76 2.78 2.80 2.82 2.84 / 3.33 3.34 3.35 

900

65
TC 24.5 24.7 25.2 25.5 25.2 25.5 25.8 26.1 27.0 27.2 27.5 27.8 / 33.6 33.9 34.1 
S/T 0.94 0.98 0.99 0.99 0.68 0.88 0.99 0.99 0.44 0.61 0.78 0.96 / 0.42 0.54 0.70 
kW 1.72 1.73 1.76 1.76 1.76 1.77 1.79 1.80 1.80 1.81 1.83 1.83 / 2.30 2.33 2.36 

75
TC 24.4 24.6 25.1 25.4 25.1 25.4 25.7 26.0 26.9 27.2 27.4 27.7 / 32.9 33.2 33.5 
S/T 0.94 0.98 0.99 0.99 0.68 0.88 0.99 0.99 0.44 0.61 0.78 0.97 / 0.42 0.54 0.70 
kW 1.97 1.98 2.00 2.00 2.00 2.02 2.02 2.04 2.04 2.06 2.08 2.09 / 2.48 2.51 2.54 

85
TC 24.1 24.4 24.8 25.1 24.8 25.1 25.4 25.7 26.6 26.9 27.1 27.3 / 32.3 32.6 32.9 
S/T 0.94 0.98 0.99 0.99 0.68 0.89 0.99 0.99 0.44 0.61 0.79 0.97 / 0.42 0.54 0.70 
kW 2.11 2.13 2.15 2.15 2.15 2.17 2.19 2.21 2.21 2.23 2.24 2.25 / 2.73 2.75 2.79 

95
TC 23.8 24.1 24.6 24.8 24.6 24.8 25.1 25.3 26.3 26.5 26.8 27.0 / 31.0 31.1 31.2 
S/T 0.94 0.98 0.99 0.99 0.68 0.89 0.99 0.99 0.44 0.61 0.79 0.97 / 0.42 0.55 0.72 
kW 2.44 2.46 2.48 2.48 2.48 2.50 2.54 2.56 2.57 2.59 2.60 2.62 / 3.11 3.12 3.13 

105
TC 21.9 22.2 22.8 23.1 22.8 23.1 23.3 23.6 24.6 24.7 24.8 25.1 / 28.4 28.6 28.7 
S/T 0.95 0.99 0.99 0.99 0.69 0.90 0.99 0.99 0.45 0.62 0.81 0.99 / 0.43 0.56 0.74 
kW 2.82 2.85 2.87 2.87 2.87 2.90 2.93 2.95 2.96 2.98 3.00 3.02 / 3.36 3.36 3.36 

115
TC 21.3 21.6 22.2 22.4 22.2 22.4 22.7 23.0 23.6 23.8 24.1 24.3 / 25.9 26.0 26.2 
S/T 0.96 0.99 0.99 0.99 0.71 0.92 0.99 0.99 0.47 0.64 0.83 0.99 / 0.46 0.59 0.77 
kW 3.17 3.22 3.25 3.25 3.25 3.28 3.31 3.34 3.35 3.36 3.41 3.43 / 3.47 3.47 3.48 

Table 6

TC refers to total capacity in kBTU/hr  S/T: refer to the ratio of sensible heat and total capacity   
kW: refer to total input power
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BOVA15-24 + BICA16-18 For Heating

 Airflow 
(CFM) ID(°F) OD(°F) 86 72 67 62 57 52 47 42 37 32 27 22 17 12 7 3

550

60
TC 20.0 19.9 19.7 19.4 19.3 19.3 19.4 19.7 19.7 18.7 18.5 17.4 17.7 17.3 14.5 13.6
kW 1.4 1.5 1.5 1.6 1.7 1.7 1.8 1.9 1.9 1.9 1.9 1.9 1.9 2.0 2.0 1.9

70
TC 14.7 14.7 14.7 14.6 14.6 14.5 14.4 14.4 14.3 14.3 14.1 14.0 14.2 13.1 10.6 10.1
kW 1.1 1.2 1.2 1.3 1.3 1.3 1.4 1.4 1.4 1.6 1.5 1.6 1.9 2.1 2.1 2.0

75
TC 12.3 12.3 12.3 12.3 12.3 12.3 12.2 12.2 12.1 12.1 11.7 11.6 12.2 11.5 9.7 9.4
kW 1.0 1.1 1.1 1.2 1.2 1.2 1.3 1.3 1.4 1.5 1.4 1.5 1.7 1.7 1.9 1.9

80
TC 9.8 9.8 9.7 9.7 9.7 9.7 9.7 9.6 9.6 9.6 9.2 9.2 9.6 9.1 7.6 7.3
kW 1.0 1.0 1.0 1.0 1.1 1.1 1.2 1.3 1.3 1.4 1.4 1.5 1.6 1.7 1.9 1.8

650

60
TC 23.3 23.3 23.0 23.0 23.0 22.9 23.1 22.0 20.9 20.0 19.5 18.2 18.7 17.6 16.7 15.7
kW 1.5 1.7 1.7 1.8 1.8 1.8 1.9 1.9 1.9 1.9 1.8 1.8 2.2 2.1 2.1 2.0

70
TC 18.2 18.2 18.2 18.1 18.1 18.0 18.0 17.9 17.9 17.7 17.3 16.7 14.8 14.0 12.8 12.0
kW 1.1 1.2 1.2 1.3 1.4 1.4 1.5 1.6 1.7 1.8 1.8 1.9 1.9 2.1 2.1 2.0

75
TC 14.9 14.9 14.9 14.9 14.8 14.8 14.8 14.7 14.7 14.7 14.3 14.3 14.8 14.3 13.2 11.7
kW 1.0 1.1 1.2 1.2 1.2 1.3 1.4 1.4 1.5 1.6 1.5 1.5 1.8 2.0 2.1 2.0

80
TC 11.9 11.9 11.8 11.8 11.8 11.8 11.7 11.7 11.7 11.7 11.3 11.3 11.8 11.2 10.6 10.3
kW 1.0 1.0 1.0 1.1 1.1 1.2 1.2 1.3 1.3 1.4 1.1 1.2 1.6 1.7 1.8 1.8

750

60
TC 26.9 26.9 26.8 26.7 26.1 24.5 23.1 22.2 21.3 20.6 19.9 18.8 20.2 18.5 17.4 16.3
kW 1.7 1.9 1.9 2.0 2.0 2.0 2.0 2.0 1.9 2.0 1.7 1.8 2.1 2.0 2.0 1.9

70
TC 21.3 21.3 21.3 21.1 21.1 21.0 20.9 20.6 20.4 19.8 19.1 18.0 18.7 17.6 14.9 13.4
kW 1.4 1.4 1.5 1.6 1.7 1.7 1.7 1.9 1.9 2.0 1.9 1.8 2.0 2.0 2.0 1.9

75
TC 17.9 17.9 17.8 17.8 17.6 17.6 17.4 17.3 17.3 17.3 16.9 16.9 17.3 15.4 14.6 13.1
kW 1.3 1.3 1.4 1.5 1.5 1.6 1.7 1.7 1.8 1.9 1.8 1.9 2.2 2.1 2.1 2.0

80
TC 14.2 14.1 14.1 14.0 14.0 14.0 14.0 14.0 13.9 13.9 13.4 13.4 14.0 13.5 11.4 10.8
kW 1.2 1.2 1.3 1.3 1.4 1.4 1.4 1.6 1.6 1.7 1.6 1.7 1.9 2.0 2.0 1.9

Table 7

TC refers to total capacity in kBTU/hr  
kW: refer to total input power

BOVA15-24 + BICA16-24 For Heating

 Airflow 
(CFM) ID(°F) OD(°F) 86 72 67 62 57 52 47 42 37 32 27 22 17 12 7 3

700

60
TC 26.0 25.8 25.5 25.2 25.0 25.0 25.1 25.5 25.5 24.3 24.1 22.6 21.9 21.3 19.6 18.3
kW 2.1 2.2 2.2 2.3 2.5 2.5 2.6 2.7 2.8 2.7 2.7 2.6 2.7 2.8 2.8 2.5

70
TC 19.1 19.1 19.1 19.0 19.0 18.9 18.8 18.7 18.6 18.6 18.3 18.2 17.5 16.1 14.3 13.5
kW 1.5 1.7 1.7 1.8 1.8 1.9 1.9 2.0 2.0 2.3 2.2 2.3 2.7 2.9 3.0 2.7

75
TC 16.0 16.0 16.0 15.9 15.9 15.9 15.8 15.8 15.7 15.7 15.2 15.1 15.1 14.2 13.1 12.6
kW 1.5 1.5 1.6 1.6 1.7 1.8 1.8 1.9 1.9 2.1 2.0 2.2 2.4 2.5 2.7 2.6

80
TC 12.7 12.7 12.6 12.6 12.6 12.6 12.6 12.5 12.5 12.5 12.0 12.0 11.9 11.2 10.2 9.8
kW 1.4 1.4 1.4 1.5 1.5 1.6 1.7 1.8 1.9 2.1 2.0 2.1 2.3 2.5 2.7 2.4

790

60
TC 30.4 30.4 29.9 29.9 29.9 29.8 30.1 28.6 27.1 26.0 25.4 23.7 23.0 21.8 20.4 19.1
kW 2.2 2.4 2.5 2.6 2.6 2.6 2.8 2.8 2.8 2.8 2.6 2.6 2.9 2.8 2.8 2.5

70
TC 23.9 23.9 23.9 23.8 23.8 23.7 23.6 23.5 23.5 23.3 22.8 22.0 20.2 19.1 17.3 15.5
kW 1.6 1.7 1.8 1.9 2.0 2.1 2.1 2.2 2.3 2.5 2.5 2.6 2.6 2.9 2.9 2.6

75
TC 19.4 19.4 19.3 19.3 19.2 19.2 19.2 19.1 19.1 19.1 18.6 18.6 18.3 17.6 16.1 14.2
kW 1.5 1.6 1.7 1.8 1.8 2.0 2.0 2.1 2.2 2.3 2.2 2.1 2.5 2.6 2.7 2.5

80
TC 15.4 15.4 15.3 15.3 15.3 15.3 15.2 15.2 15.2 15.2 14.7 14.7 14.5 13.9 12.9 12.5
kW 1.5 1.5 1.5 1.6 1.6 1.7 1.7 1.9 1.9 2.0 1.7 1.8 2.2 2.3 2.4 2.3

900

60
TC 34.9 34.9 34.8 34.8 34.0 31.8 30.1 28.9 27.7 26.8 25.9 24.4 24.9 22.8 20.5 19.3
kW 2.5 2.7 2.7 2.8 2.9 2.9 2.8 2.8 2.8 2.8 2.5 2.6 2.8 2.7 2.7 2.4

70
TC 27.7 27.7 27.7 27.4 27.4 27.3 27.1 26.8 26.6 25.8 24.9 23.4 23.0 21.7 19.4 18.0
kW 2.0 2.1 2.2 2.3 2.4 2.5 2.5 2.7 2.8 2.8 2.7 2.6 2.7 2.7 2.7 2.4

75
TC 23.2 23.2 23.1 23.1 22.9 22.9 22.6 22.5 22.5 22.5 22.0 22.0 21.3 19.0 16.7 14.6
kW 1.9 1.9 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.5 2.7 2.9 2.8 2.8 2.5

80
TC 18.4 18.4 18.4 18.3 18.2 18.2 18.2 18.2 18.1 18.1 17.5 17.5 17.3 16.6 15.5 14.5
kW 1.7 1.8 1.8 1.9 1.9 2.0 2.0 2.3 2.3 2.4 2.3 2.4 2.6 2.8 2.8 2.5

Table 8

TC refers to total capacity in kBTU/hr  
kW: refer to total input power
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BOVA15-36 + BICA16-30 For Cooling
Indoor  
Airflow 
(CFM)

Outdoor 
DB(°F)

IWB (°F) 59 63 67 71

IDB (°F) 70 75 80 85 70 75 80 85 70 75 80 85 70 75 80 85

850

65
TC 23.1 23.4 23.9 24.2 24.1 24.4 24.6 24.8 25.6 25.8 26.1 26.3 / 29.0 29.3 29.5 
S/T 0.87 0.91 0.94 0.96 0.61 0.83 0.91 0.96 0.39 0.55 0.73 0.93 / 0.39 0.52 0.68 
kW 1.57 1.59 1.59 1.59 1.59 1.61 1.62 1.63 1.63 1.63 1.64 1.67 / 1.97 1.98 2.00 

75
TC 23.0 23.4 23.9 24.1 24.0 24.2 24.6 24.8 25.5 25.7 26.1 26.1 / 28.7 28.9 29.2 
S/T 0.87 0.91 0.94 0.96 0.61 0.83 0.91 0.96 0.39 0.55 0.73 0.93 / 0.39 0.52 0.68 
kW 1.88 1.89 1.90 1.92 1.90 1.94 1.94 1.95 1.95 1.97 1.98 1.99 / 2.09 2.10 2.11 

85
TC 22.8 23.0 23.5 23.9 23.7 24.0 24.3 24.6 25.4 25.6 25.9 26.0 / 28.6 28.8 29.0 
S/T 0.87 0.91 0.94 0.96 0.61 0.83 0.91 0.96 0.39 0.55 0.73 0.93 / 0.39 0.52 0.68 
kW 1.97 1.99 2.00 2.00 2.00 2.02 2.04 2.05 2.05 2.07 2.08 2.09 / 2.30 2.34 2.35 

95
TC 22.4 22.6 23.1 23.5 23.3 23.6 23.9 24.1 25.0 25.2 25.5 25.6 / 28.3 28.6 28.8 
S/T 0.87 0.91 0.94 0.96 0.61 0.83 0.91 0.96 0.39 0.55 0.73 0.93 / 0.39 0.52 0.68 
kW 2.20 2.23 2.25 2.25 2.25 2.25 2.28 2.29 2.32 2.33 2.34 2.37 / 2.72 2.73 2.74 

105
TC 21.1 21.5 22.0 22.3 21.9 22.1 22.4 22.7 23.3 23.6 24.0 24.3 / 27.1 27.2 27.3 
S/T 0.88 0.92 0.95 0.96 0.62 0.84 0.92 0.96 0.40 0.56 0.74 0.94 / 0.40 0.53 0.69 
kW 2.64 2.66 2.67 2.70 2.82 2.83 2.84 2.86 3.00 3.01 3.02 3.02 / 3.19 3.19 3.20 

115
TC 17.4 17.7 17.9 18.1 19.3 19.7 19.9 20.1 20.7 21.0 21.2 21.4 / 21.7 21.9 22.0 
S/T 0.89 0.93 0.96 0.96 0.63 0.85 0.93 0.96 0.41 0.57 0.75 0.95 / 0.41 0.54 0.70 
kW 2.38 2.39 2.41 2.43 2.56 2.57 2.58 2.61 2.74 2.75 2.76 2.77 / 2.85 2.86 2.87 

950

65
TC 24.9 25.4 26.0 26.3 25.9 26.2 26.6 26.9 27.7 27.7 28.0 28.2 / 33.1 33.3 33.6 
S/T 0.87 0.92 0.95 0.96 0.62 0.84 0.92 0.96 0.39 0.56 0.74 0.94 / 0.39 0.53 0.69 
kW 1.77 1.78 1.80 1.81 1.80 1.81 1.83 1.85 1.88 1.90 1.92 1.95 / 2.22 2.22 2.25 

75
TC 24.9 25.4 25.9 26.1 25.9 26.2 26.6 26.9 27.6 27.7 27.7 28.0 / 32.8 33.1 33.3 
S/T 0.88 0.92 0.95 0.96 0.62 0.84 0.92 0.96 0.39 0.56 0.74 0.94 / 0.39 0.53 0.69 
kW 1.97 1.98 2.00 2.01 2.00 2.01 2.04 2.05 2.06 2.06 2.08 2.10 / 2.32 2.33 2.35 

85
TC 24.6 24.9 25.5 25.8 25.5 25.8 26.0 26.4 27.3 27.4 27.6 27.9 / 31.9 32.1 32.4 
S/T 0.88 0.92 0.95 0.96 0.62 0.84 0.92 0.96 0.39 0.56 0.74 0.94 / 0.39 0.53 0.69 
kW 2.06 2.07 2.10 2.10 2.10 2.13 2.13 2.16 2.25 2.26 2.27 2.29 / 2.63 2.63 2.64 

95
TC 24.3 24.7 25.3 25.5 25.5 25.7 26.0 26.3 27.1 27.2 27.8 27.8 / 31.0 31.4 31.5 
S/T 0.88 0.92 0.95 0.96 0.62 0.84 0.92 0.96 0.39 0.56 0.74 0.94 / 0.39 0.53 0.69 
kW 2.37 2.40 2.43 2.43 2.43 2.44 2.45 2.49 2.59 2.60 2.62 2.63 / 3.00 3.01 3.01 

105
TC 22.8 23.1 23.4 23.6 24.3 24.5 24.8 25.0 25.9 26.2 26.4 26.6 / 28.8 29.0 29.2 
S/T 0.89 0.93 0.96 0.96 0.62 0.85 0.92 0.96 0.40 0.58 0.75 0.95 / 0.40 0.54 0.70 
kW 2.79 2.81 2.82 2.84 2.89 2.92 2.94 2.98 3.07 3.08 3.10 3.12 / 3.30 3.31 3.32 

115
TC 18.0 18.3 18.6 18.9 20.0 20.2 20.5 20.7 21.4 21.7 22.0 22.2 / 22.8 22.9 23.0 
S/T 0.89 0.94 0.96 0.96 0.63 0.87 0.94 0.96 0.41 0.62 0.77 0.96 / 0.41 0.55 0.73 
kW 2.48 2.51 2.53 2.55 2.65 2.66 2.67 2.68 2.85 2.86 2.87 2.89 / 2.98 2.99 2.99 

1050

65
TC 29.7 30.2 31.0 31.4 30.9 31.3 31.6 32.1 32.7 33.3 33.6 34.0 / 39.6 39.8 40.2 
S/T 0.89 0.94 0.96 0.96 0.63 0.86 0.94 0.96 0.41 0.57 0.76 0.96 / 0.41 0.54 0.70 
kW 2.04 2.06 2.07 2.08 2.07 2.09 2.11 2.13 2.14 2.15 2.17 2.19 / 2.53 2.54 2.56 

75
TC 26.4 26.8 27.5 27.7 27.5 27.7 28.1 28.4 29.1 29.6 29.8 30.1 / 34.9 35.1 35.2 
S/T 0.89 0.94 0.96 0.96 0.63 0.86 0.94 0.96 0.41 0.57 0.76 0.96 / 0.41 0.54 0.70 
kW 2.09 2.10 2.13 2.14 2.13 2.14 2.15 2.18 2.19 2.20 2.23 2.25 / 2.75 2.75 2.76 

85
TC 29.2 29.6 30.4 30.9 30.2 30.7 31.0 31.5 32.3 32.6 33.0 33.3 / 38.2 38.5 39.0 
S/T 0.89 0.94 0.96 0.96 0.63 0.86 0.94 0.96 0.41 0.57 0.76 0.96 / 0.41 0.54 0.70 
kW 2.32 2.34 2.36 2.37 2.36 2.38 2.41 2.44 2.45 2.46 2.47 2.50 / 2.92 2.93 2.95 

95
TC 28.4 28.9 29.5 30.0 29.4 29.9 30.2 30.6 31.5 32.0 32.1 32.5 / 36.3 36.6 36.9 
S/T 0.89 0.94 0.96 0.96 0.63 0.86 0.94 0.96 0.41 0.57 0.76 0.96 / 0.41 0.54 0.70 
kW 2.70 2.72 2.74 2.75 2.74 2.76 2.79 2.81 2.84 2.85 2.86 2.87 / 3.26 3.27 3.27 

105
TC 25.8 26.4 26.8 27.1 28.3 28.7 29.0 29.2 30.0 30.3 30.5 30.9 / 32.5 33.0 33.2 
S/T 0.89 0.94 0.96 0.96 0.63 0.87 0.94 0.96 0.41 0.58 0.77 0.96 / 0.41 0.56 0.73 
kW 2.92 2.93 2.95 2.96 3.10 3.11 3.12 3.14 3.29 3.30 3.31 3.32 / 3.64 3.67 3.68 

115
TC 20.6 21.1 21.5 21.8 23.2 23.5 23.9 24.0 24.6 25.1 25.2 25.5 / 26.1 26.2 26.3 
S/T 0.91 0.96 0.96 0.96 0.65 0.89 0.96 0.96 0.43 0.63 0.86 0.96 / 0.43 0.62 0.81 
kW 2.57 2.58 2.61 2.63 2.73 2.74 2.77 2.80 2.93 2.95 2.95 2.96 / 3.05 3.07 3.08 

Table 9

TC refers to total capacity in kBTU/hr  S/T: refer to the ratio of sensible heat and total capacity   
kW: refer to total input power
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BOVA15-36 + BICA16-36 For Cooling

Indoor  Airflow 
(CFM)

Outdoor 
DB(°F)

IWB (°F) 59 63 67 71

IDB (°F) 70 75 80 85 70 75 80 85 70 75 80 85 70 75 80 85

900

65
TC 24.9 25.2 25.7 26.1 26.0 26.3 26.6 26.8 27.7 27.9 28.3 28.4 / 31.3 31.6 31.9 
S/T 0.88 0.92 0.95 0.97 0.61 0.84 0.92 0.97 0.39 0.55 0.74 0.94 / 0.39 0.52 0.68 
kW 1.75 1.77 1.78 1.78 1.78 1.80 1.81 1.83 1.83 1.83 1.85 1.86 / 2.21 2.23 2.25 

75
TC 24.8 25.2 25.7 26.0 25.8 26.1 26.5 26.7 27.6 27.8 28.2 28.3 / 31.0 31.2 31.5 
S/T 0.88 0.92 0.95 0.97 0.61 0.84 0.92 0.97 0.39 0.55 0.74 0.94 / 0.39 0.52 0.68 
kW 2.11 2.12 2.14 2.16 2.14 2.17 2.18 2.19 2.19 2.21 2.23 2.24 / 2.35 2.36 2.38 

85
TC 24.7 24.8 25.4 25.7 25.6 25.9 26.2 26.5 27.5 27.7 28.0 28.1 / 30.9 31.1 31.3 
S/T 0.88 0.92 0.95 0.97 0.61 0.84 0.92 0.97 0.39 0.55 0.74 0.94 / 0.39 0.52 0.68 
kW 2.22 2.23 2.25 2.25 2.25 2.27 2.29 2.31 2.31 2.33 2.35 2.35 / 2.58 2.62 2.64 

95
TC 24.2 24.5 24.9 25.3 25.1 25.5 25.7 26.0 27.1 27.4 27.6 27.7 / 30.6 30.9 31.1 
S/T 0.88 0.92 0.95 0.97 0.61 0.84 0.92 0.97 0.39 0.55 0.74 0.94 / 0.39 0.52 0.68 
kW 2.48 2.49 2.52 2.52 2.52 2.53 2.56 2.58 2.60 2.61 2.63 2.66 / 3.06 3.07 3.07 

105
TC 22.8 23.2 23.8 24.0 23.6 23.9 24.2 24.6 25.1 25.5 25.8 26.2 / 29.3 29.3 29.5 
S/T 0.89 0.93 0.96 0.97 0.62 0.85 0.93 0.97 0.40 0.56 0.75 0.95 / 0.40 0.53 0.69 
kW 2.96 2.98 3.00 3.02 3.17 3.18 3.19 3.21 3.37 3.39 3.40 3.40 / 3.57 3.58 3.59 

115
TC 18.8 19.1 19.4 19.6 20.9 21.2 21.5 21.7 22.3 22.7 22.9 23.1 / 23.4 23.6 23.8 
S/T 0.90 0.94 0.97 0.97 0.63 0.86 0.94 0.97 0.41 0.57 0.76 0.96 / 0.41 0.54 0.70 
kW 2.68 2.70 2.71 2.72 2.87 2.88 2.90 2.92 3.07 3.09 3.10 3.11 / 3.20 3.22 3.23 

1050

65
TC 30.1 30.6 31.4 31.7 31.2 31.6 32.0 32.4 33.5 33.5 33.8 34.1 / 39.8 40.1 40.4 
S/T 0.88 0.93 0.96 0.97 0.62 0.85 0.93 0.97 0.39 0.56 0.75 0.95 / 0.39 0.53 0.69 
kW 2.02 2.04 2.06 2.06 2.06 2.07 2.09 2.11 2.15 2.18 2.19 2.22 / 2.54 2.55 2.57 

75
TC 30.1 30.6 31.2 31.5 31.2 31.6 32.0 32.4 33.3 33.5 33.5 33.8 / 39.5 39.8 40.1 
S/T 0.89 0.93 0.96 0.97 0.62 0.85 0.93 0.97 0.39 0.56 0.75 0.95 / 0.39 0.53 0.69 
kW 2.25 2.27 2.29 2.30 2.29 2.30 2.32 2.34 2.35 2.35 2.38 2.40 / 2.66 2.68 2.69 

85
TC 29.6 30.0 30.8 31.1 30.8 31.1 31.4 31.8 33.0 33.1 33.4 33.7 / 38.4 38.7 39.0 
S/T 0.89 0.93 0.96 0.97 0.62 0.85 0.93 0.97 0.39 0.56 0.75 0.95 / 0.39 0.53 0.69 
kW 2.35 2.37 2.40 2.41 2.40 2.43 2.43 2.47 2.58 2.59 2.61 2.63 / 3.00 3.00 3.02 

95
TC 29.5 29.9 30.6 30.9 30.8 31.1 31.4 31.8 32.7 33.0 33.8 33.7 / 37.6 38.0 38.2 
S/T 0.89 0.93 0.96 0.97 0.62 0.85 0.93 0.97 0.39 0.56 0.75 0.95 / 0.39 0.53 0.69 
kW 2.91 2.94 2.97 2.97 2.97 2.99 3.01 3.04 3.17 3.19 3.22 3.22 / 3.67 3.68 3.68 

105
TC 27.4 27.8 28.2 28.4 29.3 29.6 29.8 30.2 31.2 31.6 31.8 32.1 / 34.7 34.9 35.1 
S/T 0.90 0.94 0.97 0.97 0.62 0.86 0.93 0.97 0.40 0.58 0.76 0.96 / 0.40 0.54 0.70 
kW 3.18 3.21 3.22 3.24 3.30 3.33 3.36 3.40 3.50 3.52 3.56 3.57 / 3.79 3.80 3.80 

115
TC 21.8 22.2 22.5 22.8 24.1 24.4 24.7 24.9 25.8 26.2 26.5 26.8 / 27.4 27.6 27.7 
S/T 0.90 0.95 0.97 0.97 0.63 0.88 0.95 0.97 0.41 0.62 0.78 0.97 / 0.41 0.55 0.74 
kW 2.85 2.87 2.89 2.91 3.03 3.04 3.05 3.06 3.26 3.28 3.29 3.30 / 3.40 3.41 3.42 

1300

65
TC 31.5 32.0 32.8 33.2 32.6 33.1 33.5 33.9 34.7 35.2 35.6 35.9 / 41.9 42.2 42.4 
S/T 0.90 0.95 0.97 0.97 0.64 0.87 0.95 0.97 0.41 0.58 0.77 0.97 / 0.41 0.55 0.71 
kW 2.34 2.36 2.38 2.38 2.38 2.40 2.42 2.44 2.45 2.47 2.49 2.51 / 2.89 2.91 2.94 

75
TC 31.4 31.8 32.6 32.9 32.6 32.9 33.3 33.7 34.7 35.1 35.4 35.7 / 41.5 41.7 41.8 
S/T 0.90 0.95 0.97 0.97 0.64 0.87 0.95 0.97 0.41 0.58 0.77 0.97 / 0.41 0.55 0.71 
kW 2.39 2.41 2.44 2.45 2.44 2.45 2.47 2.49 2.51 2.54 2.56 2.59 / 3.15 3.16 3.17 

85
TC 30.9 31.4 32.2 32.6 32.0 32.5 32.8 33.3 34.2 34.6 34.9 35.3 / 40.4 40.8 41.2 
S/T 0.90 0.95 0.97 0.97 0.64 0.87 0.95 0.97 0.41 0.58 0.77 0.97 / 0.41 0.55 0.71 
kW 2.67 2.69 2.72 2.73 2.72 2.74 2.77 2.80 2.82 2.84 2.85 2.86 / 3.34 3.36 3.39 

95
TC 30.1 30.5 31.3 31.7 31.1 31.6 32.0 32.4 33.4 33.8 34.0 34.5 / 38.3 38.7 38.9 
S/T 0.90 0.95 0.97 0.97 0.64 0.87 0.95 0.97 0.41 0.58 0.77 0.97 / 0.41 0.55 0.71 
kW 3.08 3.11 3.14 3.15 3.14 3.17 3.19 3.22 3.25 3.27 3.28 3.30 / 3.74 3.75 3.76 

105
TC 27.2 27.9 28.3 28.6 30.0 30.4 30.7 30.9 31.7 32.1 32.3 32.6 / 34.5 34.9 35.1 
S/T 0.90 0.95 0.97 0.97 0.64 0.88 0.95 0.97 0.41 0.59 0.78 0.97 / 0.41 0.57 0.74 
kW 3.34 3.36 3.38 3.40 3.56 3.57 3.59 3.61 3.78 3.79 3.80 3.81 / 4.17 4.20 4.22 

115
TC 21.9 22.4 22.8 23.0 24.5 24.8 25.1 25.3 26.1 26.5 26.7 27.0 / 27.6 27.7 27.8 
S/T 0.92 0.97 0.97 0.97 0.66 0.90 0.97 0.97 0.43 0.64 0.87 0.97 / 0.43 0.63 0.82 
kW 2.95 2.96 2.98 3.01 3.12 3.14 3.18 3.20 3.36 3.38 3.39 3.40 / 3.50 3.52 3.54 

Table 10

TC refers to total capacity in kBTU/hr  S/T: refer to the ratio of sensible heat and total capacity   
kW: refer to total input power
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BOVA15-36 + BICA16-30 For Heating

 Airflow 
(CFM) ID(°F) OD(°F) 86 72 67 62 57 52 47 42 37 32 27 22 17 12 7 3

850

60
TC 30.9 30.6 30.3 30.2 30.2 30.1 28.9 26.8 25.3 24.1 23.8 22.6 23.7 22.1 19.1 16.2
kW 1.7 1.9 2.0 2.1 2.3 2.4 2.4 2.3 2.3 2.3 2.2 2.1 2.2 2.2 2.7 2.5

70
TC 24.2 24.2 24.2 24.2 24.1 23.8 23.8 23.6 23.6 23.2 23.1 21.4 21.6 18.9 18.1 16.8
kW 1.4 1.6 1.6 1.8 1.8 1.9 2.0 2.0 2.2 2.3 2.4 2.4 2.4 2.3 2.8 2.6

75
TC 20.0 20.0 19.9 19.9 19.9 19.9 19.9 19.4 19.2 19.2 19.6 19.5 21.2 18.8 17.2 15.2
kW 1.2 1.4 1.5 1.5 1.5 1.6 1.7 1.7 1.8 1.9 2.0 2.1 2.4 2.3 2.9 2.6

80
TC 16.7 16.7 16.6 16.6 16.6 16.5 16.5 16.4 16.4 16.4 17.0 17.0 18.7 18.7 16.9 15.0
kW 1.0 1.1 1.1 1.2 1.3 1.4 1.4 1.5 1.6 1.7 1.7 1.8 2.1 2.1 2.9 2.7

950

60
TC 34.4 34.2 34.0 33.8 32.9 31.1 29.4 27.4 25.8 24.8 24.8 23.2 23.7 22.2 19.7 17.4
kW 2.0 2.4 2.4 2.6 2.5 2.5 2.5 2.3 2.3 2.2 2.2 2.1 2.3 2.2 2.8 2.6

70
TC 28.2 28.2 28.0 27.9 27.9 27.9 28.0 27.8 26.5 25.1 24.8 23.3 21.0 20.5 19.8 18.6
kW 2.0 2.2 2.2 2.3 2.4 2.5 2.5 2.8 2.8 2.9 2.8 2.8 2.7 2.7 3.4 3.1

75
TC 22.5 22.5 22.4 22.3 22.4 22.3 22.1 21.8 21.7 21.7 22.1 21.3 21.2 20.4 18.2 15.5
kW 1.4 1.6 1.7 1.7 1.7 1.8 1.8 1.9 2.1 2.2 2.2 2.3 2.4 2.3 2.9 2.7

80
TC 18.8 18.8 18.7 18.7 18.7 18.7 18.6 18.5 18.4 18.4 19.1 19.1 20.2 20.2 18.0 15.3
kW 1.1 1.2 1.3 1.3 1.4 1.5 1.6 1.7 1.8 1.9 1.9 2.0 2.3 2.4 3.0 2.8

1050

60
TC 42.6 42.5 41.8 39.3 37.9 36.1 34.2 32.1 29.9 28.7 28.4 27.0 27.7 25.8 22.9 20.2
kW 2.8 3.3 3.4 3.4 3.4 3.2 3.1 3.0 3.0 2.9 2.8 2.9 3.0 2.9 3.7 3.4

70
TC 33.9 33.9 33.8 33.5 33.5 33.5 33.1 31.0 29.2 27.7 27.7 26.2 26.9 25.5 22.5 19.9
kW 2.2 2.5 2.5 2.7 2.8 3.0 3.0 3.0 3.0 2.9 3.0 3.0 3.2 3.1 3.8 3.5

75
TC 28.8 28.7 28.6 28.6 28.4 28.3 28.3 28.3 27.9 26.4 26.6 25.1 25.1 23.6 20.9 18.2
kW 1.9 2.3 2.4 2.4 2.4 2.5 2.6 2.7 2.9 2.9 3.0 3.0 3.1 2.9 3.7 3.4

80
TC 21.0 20.9 20.8 20.8 20.8 20.8 20.8 20.6 20.3 20.2 20.4 20.2 21.3 20.4 18.1 15.7
kW 1.2 1.4 1.4 1.5 1.6 1.7 1.8 1.8 2.0 2.2 2.2 2.4 2.5 2.5 3.1 2.8

Table 11

TC refers to total capacity in kBTU/hr  
kW: refer to total input power

BOVA15-36 + BICA16-36 For Heating

 Airflow 
(CFM) ID(°F) OD(°F) 86 72 67 62 57 52 47 42 37 32 27 22 17 12 7 3

900

60
TC 34.3 34.0 33.6 33.5 33.5 33.4 32.1 29.8 28.1 26.8 26.5 25.1 24.0 22.4 19.3 16.3
kW 2.1 2.3 2.4 2.6 2.7 2.9 2.9 2.8 2.8 2.7 2.7 2.6 2.6 2.7 2.6 2.7

70
TC 26.9 26.9 26.9 26.8 26.8 26.5 26.4 26.2 26.2 25.8 25.6 23.8 22.1 21.5 18.7 16.8
kW 1.7 1.9 2.0 2.1 2.2 2.3 2.4 2.5 2.6 2.8 2.9 2.9 2.8 2.7 2.7 2.8

75
TC 22.2 22.2 22.1 22.1 22.1 22.1 22.1 21.5 21.4 21.4 21.8 21.7 21.5 21.0 17.4 15.2
kW 1.5 1.7 1.8 1.9 1.9 2.0 2.0 2.1 2.2 2.4 2.4 2.6 2.9 2.8 2.8 2.9

80
TC 18.5 18.5 18.4 18.4 18.4 18.3 18.3 18.2 18.2 18.2 18.9 18.9 19.0 19.0 17.1 15.0
kW 1.2 1.3 1.4 1.5 1.6 1.7 1.7 1.8 2.0 2.1 2.1 2.2 2.4 2.5 2.8 2.9

1050

60
TC 43.0 42.8 42.5 42.3 41.2 38.8 36.7 34.2 32.2 31.0 31.0 28.9 27.1 25.3 22.4 19.6
kW 2.9 3.4 3.4 3.6 3.6 3.5 3.5 3.3 3.2 3.2 3.1 3.0 3.2 3.1 3.1 3.2

70
TC 33.8 33.8 33.7 33.6 33.6 33.6 33.8 33.1 31.5 29.7 29.4 27.5 24.2 24.0 21.3 19.0
kW 2.3 2.5 2.6 2.7 2.8 2.9 3.0 3.2 3.3 3.3 3.3 3.2 3.1 3.1 3.1 3.2

75
TC 28.1 28.1 28.0 27.9 28.0 27.9 27.6 27.3 27.1 27.1 27.6 26.6 23.9 23.2 20.3 17.5
kW 1.9 2.3 2.4 2.4 2.5 2.6 2.6 2.7 3.0 3.1 3.2 3.3 3.3 3.2 3.2 3.3

80
TC 23.5 23.5 23.4 23.4 23.4 23.4 23.3 23.2 23.0 23.0 23.8 23.8 23.0 23.0 20.4 17.2
kW 1.5 1.7 1.8 1.9 2.0 2.1 2.3 2.4 2.6 2.6 2.7 2.9 3.2 3.4 3.4 3.4

1300

60
TC 46.6 46.5 45.8 43.1 41.5 39.5 37.4 35.2 32.7 31.4 30.5 29.6 27.7 25.8 22.8 19.9
kW 3.2 3.8 3.9 4.0 3.9 3.7 3.6 3.5 3.4 3.3 3.2 3.3 3.3 3.3 3.3 3.4

70
TC 37.1 37.1 37.0 36.7 36.7 36.6 36.2 33.9 32.0 30.3 30.3 28.7 26.9 25.5 22.4 19.7
kW 2.6 2.8 2.9 3.1 3.2 3.5 3.5 3.5 3.4 3.4 3.4 3.5 3.5 3.5 3.4 3.5

75
TC 31.5 31.4 31.3 31.3 31.1 31.0 31.0 31.0 30.6 28.9 29.1 27.5 25.1 23.6 20.7 17.9
kW 2.2 2.6 2.7 2.8 2.8 2.9 3.0 3.2 3.4 3.3 3.5 3.5 3.5 3.3 3.3 3.4

80
TC 26.2 26.2 26.1 26.1 26.1 26.0 26.0 25.8 25.4 25.2 25.5 25.3 24.4 23.2 20.6 17.7
kW 1.7 1.9 2.0 2.2 2.3 2.4 2.6 2.6 2.8 3.1 3.2 3.4 3.5 3.4 3.4 3.5

Table 12

TC refers to total capacity in kBTU/hr  
kW: refer to total input power
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6     Airflow Performance

Airflow performance data is based on cooling performance with a coil and no filter 
in place. Check the performance table for appropriate unit size selection. 
External static pressure should stay within the minimum and maximum limits 
shown in the table below in order to ensure proper operation of both cooling and 
heating.

6.1     Uncased Unit

Model Motor Speed /

CFM Wet Coil without Filter or Electric Heat, Uncased

External Static Pressure-Inches W.C.[kPa]

0[0] 0.1[.025] 0.2[.050] 0.3[.075] 0.38[.095] 0.4[.100] 0.5[.125] 0.6

18K 
uncased

1
SCFM 778 708 648 585 527 505 443 387

Power/W 77 82 87 93 102 100 106 114

2
SCFM 904 843 789 735 685 670 621 549

Power/W 109 117 122 130 136 138 148 151

3
SCFM 1018 963 909 861 824 815 766 694

Power/W 147 153 162 169 176 178 187 193

4
SCFM 1122 1069 1021 978 945 933 888 692

Power/W 188 197 206 213 219 221 234 191

5
SCFM 1225 1178 1128 1087 1050 1031 901 707

Power/W 236 252 259 262 269 265 235 193

24K 
uncased

1
SCFM 778 708 648 585 527 505 443 387

Power/W 77 82 87 93 102 100 106 114

2
SCFM 904 843 789 735 692 681 621 549

Power/W 109 117 122 130 136 138 148 151

3
SCFM 1018 963 909 861 824 815 766 694

Power/W 147 153 162 169 176 178 187 193

4
SCFM 1122 1069 1021 978 945 933 888 692

Power/W 188 197 206 213 219 221 234 191

5
SCFM 1225 1178 1128 1087 1050 1031 901 707

Power/W 236 252 259 262 269 265 235 193

30K 
uncased

1
SCFM 887 786 675 578 506 491 412 338

Power/W 70 77 84 91 98 99 106 112

2
SCFM 1032 948 854 763 695 678 608 538

Power/W 102 110 117 127 133 134 143 151

3
SCFM 1167 1090 1012 936 868 846 771 713

Power/W 138 147 155 164 172 174 184 192

4
SCFM 1280 1216 1148 1084 1025 1009 930 789

Power/W 179 187 197 207 216 219 230 218

5
SCFM 1390 1328 1264 1202 1156 1145 1047 785

Power/W 222 231 242 252 262 264 267 217

36K 
uncased

1
SCFM 887 786 675 578 506 491 412 338

Power/W 70 77 84 91 98 99 106 112

2
SCFM 1032 948 854 763 695 678 608 538

Power/W 102 110 117 127 133 134 143 151

3
SCFM 1167 1090 1012 936 868 846 771 713

Power/W 138 147 155 164 172 174 184 192

4
SCFM 1280 1216 1148 1084 1025 1009 930 789

Power/W 179 187 197 207 216 219 230 218

5
SCFM 1390 1328 1264 1202 1156 1145 1047 785

Power/W 222 231 242 252 262 264 267 217

Table 13   Air performance - uncased unit

  Bold outlined areas represent airflow outside of the required 300-450 cfm/ton 
range.

NOTES:

1.	 Airflow data is based on wet coil without filter.

2.	 Bottom louver panel adds 0.05 in. static pressure.

3.	 The air distribution system has the greatest effect on airfow. Therefore, the 
contractor should use only industry-recognized procedures.

4.	 Duct design and construction should be carefully done. System 
performance can be lowered dramatically through poor design or 
workmanship.

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

5.	 Air supplier ducts should be located along the perimeter of the conditioned 
space and properly sized.Improper location or insufficient airflow may 
cause drafts or noise in the ductwork.

6.	 Installers should balance the air distribution system to ensure proper quiet 
airflow to all of the conditioned space. An air velocity meter or airflow hood 
can be used to balance and verify branch and system airflow (CFM).
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6.2     Cased Unit

Model Motor 
Speed /

CFM Wet Coil without Filter or Electric Heat, Cased, Back Return

External Static Pressure-Inches W.C.[kPa]

0 25 50 75 95 100 125 137.5

0[0] 0.1[.025] 0.2[.050] 0.3[.075] 0.38[.095] 0.4[.100] 0.5[.125] 0.55[.1375]

18K

1
SCFM 755 691 631 551 512 497 429 399

Power/W 78 84 88 95 101 102 109 112

2
SCFM 876 821 766 710 658 639 594 574

Power/W 111 115 121 128 136 139 146 149

3
SCFM 980 925 874 829 794 784 720 699

Power/W 148 150 158 166 174 175 185 190

4
SCFM 1083 1034 988 947 912 904 860 703

Power/W 187 194 202 212 219 221 228 200

5
SCFM 1191 1149 1105 1067 1019 998 869 737

Power/W 248 257 261 267 268 266 233 209

24K

1
SCFM 755 691 631 551 512 497 429 399

Power/W 78 84 88 95 101 102 109 112
2 SCFM 876 821 766 710 658 639 594 574

Power/W 111 115 121 128 136 139 146 149
3 SCFM 980 925 874 829 794 784 720 699

Power/W 148 150 158 166 174 175 185 190
4 SCFM 1083 1034 988 947 912 904 860 703

Power/W 187 194 202 212 219 221 228 200

5
SCFM 1191 1149 1105 1067 1019 998 869 737

Power/W 248 257 261 267 268 266 233 209

30K

1
SCFM 866 769 655 564 492 473 396 360

Power/W 68 75 83 90 95 99 106 108

2
SCFM 1016 926 831 744 685 671 593 555

Power/W 98 107 114 123 129 133 139 143

3
SCFM 1144 1067 986 898 840 826 757 719

Power/W 133 141 150 160 167 173 182 186

4
SCFM 1272 1200 1128 1061 999 983 920 889

Power/W 175 184 194 204 213 215 226 232

5
SCFM 1372 1306 1243 1181 1127 1113 1027 930

Power/W 215 225 236 247 256 258 272 253

36K

1
SCFM 866 769 655 564 492 473 396 360

Power/W 68 75 83 90 95 99 106 108

2
SCFM 1016 926 831 744 685 671 593 555

Power/W 98 107 114 123 129 133 139 143

3
SCFM 1144 1067 986 898 840 826 757 719

Power/W 133 141 150 160 167 173 182 186

4
SCFM 1272 1200 1128 1061 999 983 920 889

Power/W 175 184 194 204 213 215 226 232

5
SCFM 1372 1306 1243 1181 1127 1113 1027 930

Power/W 215 225 236 247 256 258 272 253

Table 14   Air performance - cased unit, back return

  Bold outlined areas represent airflow outside of the required 300-450 cfm/ton 
range.

NOTES:

1.	 Airflow data is based on wet coil without filter.

2.	 Bottom louver panel adds 0.05 in. static pressure.

3.	 The air distribution system has the greatest effect on airfow. Therefore, the 
contractor should use only industry-recognized procedures.

4.	 Duct design and construction should be carefully done. System 
performance can be lowered dramatically through poor design or 
workmanship.

5.	 Air supplier ducts should be located along the perimeter of the conditioned 
space and properly sized.Improper location or insufficient airflow may 
cause drafts or noise in the ductwork.

6.	 Installers should balance the air distribution system to ensure proper quiet 
airflow to all of the conditioned space. An air velocity meter or airflow hood 
can be used to balance and verify branch and system airflow (CFM).
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Model Motor 
Speed /

CFM Wet Coil without Filter or Electric Heat, Cased, Bottom Return

External Static Pressure-Inches W.C.[kPa]

0[0] 0.1[.025] 0.2[.050] 0.3[.075] 0.38[.095] 0.4[.100] 0.5[.125] 0.55[.1375]

18K

1
SCFM 770 704 638 560 505 493 431 406

Power/W 80 84 90 96 101 102 109 112

2
SCFM 899 835 779 724 667 657 595 566

Power/W 113 119 125 132 138 139 146 150

3
SCFM 1015 964 910 861 821 810 748 694

Power/W 155 161 168 176 182 184 193 186

4
SCFM 1135 1085 1036 991 952 942 780 685

Power/W 200 208 215 223 232 233 203 185

5
SCFM 1228 1183 1137 1057 971 943 773 687

Power/W 256 265 273 261 243 236 201 185

24K

1
SCFM 770 704 638 560 505 493 431 406

Power/W 80 84 90 96 101 102 109 112

2
SCFM 899 835 779 724 667 657 595 566

Power/W 113 119 125 132 138 139 146 150

3
SCFM 1015 964 910 861 821 810 748 694

Power/W 155 161 168 176 182 184 193 186

4
SCFM 1135 1085 1036 991 952 942 780 685

Power/W 200 208 215 223 232 233 203 185

5
SCFM 1228 1183 1137 1057 971 943 773 687

Power/W 256 265 273 261 243 236 201 185

30K

1
SCFM 904 775 678 586 516 498 416 379

Power/W 77 84 89 96 102 103 109 112

2
SCFM 1052 950 834 755 693 677 595 563

Power/W 110 117 123 131 137 138 147 150

3
SCFM 1186 1098 992 908 853 839 771 738

Power/W 145 157 161 169 175 177 185 191

4
SCFM 1323 1245 1145 1063 1003 988 900 794

Power/W 198 205 213 220 228 230 230 211

5
SCFM 1432 1361 1274 1183 1091 1068 903 799

Power/W 240 250 260 270 262 260 231 211

36K

1
SCFM 904 775 678 586 516 498 416 379

Power/W 77 84 89 96 102 103 109 112

2
SCFM 1052 950 834 755 693 677 595 563

Power/W 110 117 123 131 137 138 147 150

3
SCFM 1186 1098 992 908 853 839 771 738

Power/W 145 157 161 169 175 177 185 191

4
SCFM 1323 1245 1145 1063 1003 988 900 794

Power/W 198 205 213 220 228 230 230 211

5
SCFM 1432 1361 1274 1183 1091 1068 903 799

Power/W 240 250 260 270 262 260 231 211
Table 15   Air performance without filter/cased unit, bottom return

  Bold outlined areas represent airflow outside of the required 300-450 cfm/ton 
range.

NOTES:

1.	 Airflow data is based on wet coil without filter.

2.	 Bottom louver panel adds 0.05 in. static pressure.

3.	 The air distribution system has the greatest effect on airfow. Therefore, the 
contractor should use only industry-recognized procedures.

4.	 Duct design and construction should be carefully done. System 
performance can be lowered dramatically through poor design or 
workmanship.

5.	 Air supplier ducts should be located along the perimeter of the conditioned 
space and properly sized.Improper location or insufficient airflow may 
cause drafts or noise in the ductwork.

6.	 Installers should balance the air distribution system to ensure proper quiet 
airflow to all of the conditioned space. An air velocity meter or airflow hood 
can be used to balance and verify branch and system airflow (CFM).
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7    Unit Wiring
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NOTES: 
1: Connect R to R, G to G, Y to Y, etc. See outdoor 
instruction for details.
2: If some signal lines of CN36 are not used, 
please wrap them up separately with CAP.

     CAUTION:
1: Use copper wire (75℃ min) only between 
disconnect switch and unit.
2: To be wired in accordance with NEC and local 
codes.
3: If any of the original wires, as supplied, must be 
replaced. Use the same or equivalent type wires. 
4: If the input voltage is 208 V, please change the 
transformer tap by taking the red wire to 208V 
terminal.
5: The rated operating condition of Alarm is 24 
VAC/1A or 30 VDC/1A or 250 VAC/1A. 
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                                                      CAUTION:
NOT SUITABLE FOR USE ON SYSTEMS EXCEEDING  150V TO GROUND.
                                                     ATTENTION:
NE CONVIENT PAS AUXINSTALLATIONS DE PLUS DE 150V ALA TERRE.
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Figure 5   Wiring Diagram for BICA
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