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Reference #

36K Btu Single Zone Light Commercial System - Ducted IDU

Indoor part number
Indoor model number
Outdoor part number
Outdoor model number
Efficiency Data

8733953106
BMS500-AAU036-1AHDXB
8733956197
BMS500-AAS036-1CSXLC
AHRI 210/240 2017 | AHRI 210/240 2023

Electrical Data
Power supply (V/ @/ Hz)

Min. circuit ampacity indoor/out-
door (A)

Max. fuse indoor/outdoor (A)
Compressor Data

Type:

Refrigerant oil /oil charge (ml)
Input (W)

Rated current (RLA/A)
Piping

Refrigerant precharge (0z/g)
Length for precharge (ft/m)
Liquid side (in/fmm)

Gas side (infmm)

Additional charge per ft (0z/g)

Max. difference in height (ft/m)

SEER 16.70 15.80
EER 9.00 8.80
HSPF Region IV 11.50 8.80
HSPF Region V 9.50 7.00
COP(47F) 3.37 3.30
COP (5F) 1.75 1.91
Performance Data AHRI 210/240 2017 AHRI 210/240 2023
Capacity Range 5973~36000 2037~36000
£ Rated Capacity 36000 36000
§ Current 18.30 18.63
Input Power 4000 4091
Capacity Range 12765~40000 12765~40000
o Rated Capacity (47F) 40000 40000
'5‘3 Rated Capacity (5F) 22000 22000
T Current 15.90 15.39
Input Power 3478 3539

Max. refrigerant pipe length (ft/m)

208-230/1/60
15.0/30.0

15.0/45.0

Rotary
VG74 /1000
2600
23.5

112.9/3200
25/7.6
3/8" [ ©9.52
5/8" | ©15.9
0.32/30
213/65

Operation Range

Air flow, H/ M / L (CFM)

2 Cooling (°F / °C) 5~122/-15~50
© Heating (°F / °C) 5~86/-15~30
2 Cooling (°F /°C) 60~90/16~32
- Heating (°F / °C) 32~86/0~30
System Data

Refrigerant type R410A
Design pressure (PSIG) 550/340
Dehumidification (pts/hr) 8.45

Fan motor model ZKFN-300-8-1

Fan motor qty (ea) 1

Fan motor input (W) 250

Fan speed (RPM) 1130/1050 /990

1081.76 /912.35/702.94

BMS-WT2-XXC (8733956180)
BMS-DRY-XXX (8733953129)
BMS-PK3-7X1 (8733951015)
BMS-PK3-5X1 (8733951018)

98/30

10of4

o)
e Noise level, H/ M/ L (dB(A)) 48.0/43.5/40.5
Net weight (Ibs / kg) 106/48.3
Gross weight (Ibs / kg) 122/55.5
ESP range (Pa) 0-160
Drain pipe diameter (mm) OD®25
Fan motor model ZKFN-120-8-2
Fan motor qty (ea) 1
Fan motor input (W) 150.0
8 Fan motor speed (RPM) 1050 /900 /850
O | Air flow, max (CFM) 2118
Noise level, max (dB(A)) 65.0
Net weight (lbs / kg) 155.42/70.5
Gross weight (Ibs / kg) 166.23/75.4

Accessories

Wired Wall Thermostat
24V Interface
25ft Lineset
16ft Lineset
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Climate 5000 Series -
36K Btu Single Zone Light Commercial System - Ducted IDU

Indoor Unit Dimensions and Connections
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Model Outline dimension (in) Air outlet dimension (in) Return air (in) Mounting (in) Gas and liquid valve (in)
ode
A B Cc D E F G H | J K L M H1 H2 w1 w2
BMS500-AAU036-1AHDXB 535 | 9.8 | 305 | 276 | 55 | 46.7 | 2.0 6.9 | 496 | 9.0 2.0 55.1 23.5 &1 5.9 5.1 6.1

Bosch Thermotechnology Corp.
20f4 Londonderry, NH « Watertown, MA « Ft. Lauderdale, FL

Bosch Thermotechnology Corp. reserves the right to make changes without notice due to
continuing engineering and technological advances | BTC 769108331 B | 03.2023 Tel: 1-866-642-3198 Fax: 1-603-965-7581 www.bosch-thermotechnology.us



Climate 5000 Series -
36K Btu Single Zone Light Commercial System - Ducted IDU BOS CH

Outdoor Unit Dimensions and Connections
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Model W (in) D (in) H (in) W1 (in) H1 (in) H2 (in) A (in) B (in) c (in)
BMS500-AAS036-1CSXLC 37.24 16.14 31.89 40.55 2.36 4.25 26.5 15.87 17.9
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Climate 5000 Series -

36K Btu Single Zone Light Commercial System - Ducted IDU

Air volume m3h(CFM) SP1 Air volume m3h(CFM) SP2
3600(2118) 3600(2118)
3400(2000) 3400(2000)
3200(1882) 3200(1882)
3000(1765) 3000(1765)
2800(1647) 2800(1647)
2600(1529 2600(1529
2500(1471 2500(1471
2400(1412 2400(1412
2200(1294) 2200(1294)
2000(1176) - — 2000(1176)
1800(1059) Rated Poin 1800(1059) Rated Point
// //
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High —_High
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External static pressure pa (in.w.c) External static pressure pa (in.w.c)
Air volume m3h(CFM) SP3 Air volume m3h(CFM) SP4
3600(2118) 3600(2118)
3400(2000) 3400(2000)
3200(1882) 3200(1882)
3000(1765) 3000(1765)
2800(1647) 2800(1647) Nidd
2600(1529 2600(1529 lddte
2500(1471 2500(1471 ligh
2400(1412 2400(1412
2200(1294) 2200(1294) Rated
2000(1176) - 2000(1176) Puijnt
1800(1059) Rated Poin 1800(1059) .
1600(941) 1600(941)
1400(823) - 1400(823)
1200(706) Viddagh 1200(706)
1000(588) Low MHECE 1000(588)
Limit Limit
800(471) 800(471)
600(353) 600(353)
400(235) 400(235)
200(118) 200(118)
0 0
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(0.04) (0.08) (0.10) (0. 12) (0. 16) (0. 20) (0. 24) (0. 28) (0. 32) (0. 36) (0. 40) (0. 44) (0.48) (0.52) (0.56) (0.60) (0.64) (0.04) (0.08) (0.10) (0. 12) (0. 16) (0.20) (0. 24) (0. 28) (0. 32) (0. 36) (0. 40) (0. 44) (0.48) (0.52) (0.56) (0.60) (0.64)
External static pressure pa (in.w.c) External static pressure pa (in.w.c)
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