CP Split Model Series
Commercial Water Source Heat Pumps
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Overview and Certifications

» 2 to 5 ton capacities

Intertek

» Two stage high efficiency cabinet

» New and improved scroll compressors
» Factory provided filter dryer

» Low GWP ready (R-454B refrigerant)
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CP Split Model Series -
Commercial Water Source Heat Pumps ‘ BOSCH

CP024-1CSC - AXXX XA - XHGLX XXXXXXXXXXXXXXSBA
1-2 356 7 8910111213 14 1516 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 3536 3738 39 40
ISy Sy N M {1 Y T T T B LL
MODEL:J CODE STRING LEVEL:
CP A - Revision
NOMINAL CHANNEL:
CAPACITY: B - Bosch
024, 036,
048, 060
STANDARD/SPECIAL:
S - Standard
ELECTRICAL
CONFIGURATION: —— L AGENCY OPTIONS:
1 - 208-230/60/1 X - R-454B Refrigerant
CABINET CONFIGURATION: - L——— NOT USED
CS - Condensing Section X - None
COAX OPTIONS: —M8M8MM ———— DRIVE SPEED (MC ONLY):
C - Copper X -N/A
N - Cupro-Nickel
t——— MOTOR HP/QTY (BELT DRIVE ONLY):
WATER CONNECTIONS: —M8M8¥ - X - N/A
A - Front Right Water
AIR FILTRATION:
RETURN AIR CONFIGURATION: — | X - None
X - None
DESTINATION SPECIFIC REQUIREMENT:
DISCHARGE AIR LOCATION: ———— X - None
X - None A - French & English Documentation
ECONOMIZER:
FAN/MOTOR OPTION: X - None
X - None
AIR COIL: WATER FLOW CONTROL OPTIONS:

X - None

REVISION LEVEL:

A - Current

ELECTRIC HEAT:

X - None

CABINET CONSTRUCTION:

H - Painted Steel / 1/2" Closed Cell Foam

APPLICATION:

G - Extended Range (Geothermal)

X - None

CONTROLS:
X - Standard

TRANSFORMER:
X - None

REFRIGERATION:
X - None

ELECTRICAL OPTIONS:
X - As Default for Non Used Electrical Codes
L - Refrigerant Leak Detection Sensor
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CP Split Model Series -
Commercial Water Source Heat Pumps ‘ BOSCH

ASHRAE/AHRI/ISO 13256-1 (CP CS + BIVB20)

Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump

Zw © 2 T
§ g ;g 8 § ?’% Cooling 86 de Heating 68 deg Cooling 59 deg.F | Heating 50 deg
=5 O x =F
== == Btu/h | Btuh/W-h Btu/h | Btuh/W-h
Full 25,200 15.75 28,000 @ 5.50 | 27,400 24.31 23,200 | 4.80 | 26,000 18.26 18,400 4.00 | 6.00
CP024-1CS ¢ Part |gyB-24RCB- 18,000 16.80 20,600 | 5.70 | 20,200 30.03 17,200 | 4.80 | 19,400 25.08 15,000 4.20 |6.00
Full M20X 25,200 16.12 28,000 @ 5.65 | 27,200 2517 23,200 | 4.93 | 26,000 18.82 18,200 4.06 | 6.00
N Part 18,000 17.41 20,600 | 6.07 | 20,200 32.25 17,000 | 5.01 | 19,400 26.19 15,000 4.44 |6.00
c Full 36,600 15.40 44,400 | 5.20 40,200 23.43 36,400 | 4.73 | 38,200 17.64 29,200 3.95 | 9.00
CP036-1CS Part |gyB-36RCB-| 25,200 16.72 32,000 | 5.60 = 28,600 28.25 26,200 | 4.70 | 27,600 23.73 23,200 4.25 |9.00
N Full M20X 38,000 16.19 44,600 | 5.49 41,400 24.09 37,000 | 4.84 | 39,200 18.58 29,800 4.14 | 9.00
Part 26,800 16.94 33,200 | 5.95 | 29,800 28.66 27,200 | 4.97 | 29,000 24.07 24,200 4.48 |9.00
c Full 49,000 15.70 56,200 @ 5.57 | 53,000 23.10 47,000 | 4.80 | 50,600 18.10 38,000 4.20 |9.00
CP048-1CS Part |gvB-48RCB- 34,400 17.50 40,800 | 6.27 | 38,400 29.46 34,000 | 5.04 | 37,200 25.04 30,800 4.62 |9.00
N Full M20X 48,800 16.33 56,000 @ 5.67 | 53,000 23.90 45,200 | 4.91 | 50,200 18.67 35,400 4.07 |9.00
Part 34,400 17.54 40,800 | 6.43 | 37,000 29.46 32,400 | 5.19 | 36,400 25.04 28,400 4.52 |9.00
c Full 59,000 15.40 75,200 | 5.25 | 64,200 21.80 62,200 | 4.60 | 60,800 17.70 50,000 4.00 [12.00
CP060-1CS Part |gvB-60RCB-| 43,200 16.80 54,600 | 5.75 | 46,400 26.83 44,200 | 4.80 | 45,200 23.08 39,400 4.40 [12.00
N Full M20X 59,000 15.49 76,600 @ 5.47 | 64,000 22.22 62,400 | 4.83 | 60,600 17.53 51,200 4.21 12.00
Part 43,200 16.79 56,400 | 5.99 | 46,200 26.49 45,400 | 5.01 | 45,200 22.79 40,800 4.58 [12.00

ASHRAE/AHRI/ISO 13256-1 (CP CS + BMAC)

E o w g = Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump
EGT |B ES FL Cooli i
525 3 S . . . . ooling 77 deg.F |FL Heating 32 deg.F
% % ,g x % § Cooling 86 deg.F | Heating 68 deg.F | Cooling 59 deg.F | Heating 50 deg.F PL Cooling 68 de PL Heating 41 deg.F| GPM
3 §m 8 3 Q Capacity| EER Capacity coP Capacity| EER Capacity coP Capacity EER Capacity coP
= = Btu/h | Btuh/W-h| Btu/h Btu/h |Btuh/W-h| Btu/h Btuh | Btuh/W-h | Btu/h
. Full 24,400 | 15.70 28,800 | 5.67 | 27,400 & 23.20 23,800 | 5.04 | 25,400 18.10 18,800 415 | 6.00
Part 18,000 | 16.30 21,400 | 6.09 | 20,000 | 28.00 17,600 | 5.04 | 19,600 23.30 15,600 4.46 | 6.00
CP024-1CS BMAC2430BBTA
N Full 25,000 | 15.67 28,800 | 5.85 | 27,600 & 24.29 23,800 | 5.14 | 26,000 18.26 18,800 4.30 | 6.00
Part 18,200 | 17.03 21,400 | 6.38 | 20,000 | 29.30 17,600 | 5.30 | 19,400 24.50 15,400 4.71 | 6.00
. Full 35,200 | 14.60 45,200 | 5.50 | 39,600 & 21.53 37,800 | 4.83 | 37,000 16.40 29,800 4.05 | 9.00
Part 26,200 | 16.50 32,400 | 5.67 | 29,800 | 27.32 27,000 | 4.80 | 28,600 23.26 23,400 4.35 |9.00
CP036-1CS BMAC3036BBTA
N Full 37,000 | 14.98 47,400 | 5.70 | 40,200 & 22.15 38,800 | 5.01 | 38,200 17.19 30,800 4.23 | 9.00
Part 27,000 | 16.43 34,600 | 6.01 | 29,800 | 27.03 28,000 | 5.06 | 29,000 23.04 24,800 4.54 | 9.00
. Full 48,400 | 15.10 54,000 | 5.00 | 52,000 @ 21.60 45,400 | 4.50 | 50,200 17.50 37,200 3.90 [12.00
Part 36,200 | 17.10 40,200 | 5.50 | 40,200 | 28.20 33,400 | 4.94 | 39,000 24.30 30,400 4.30 [12.00
CP048-1CS BMAC4248CBTA
N Full 49,800 | 15.56 54,800 | 5.26 | 53,400 A 22.55 46,600 | 4.73 | 51,600 17.77 38,200 4.09 12.00
Part 36,400 | 17.51 40,800 | 6.02 | 40,000 | 28.19 34,400 | 5.05 | 38,800 24.20 31,200 4.56 12.00
. Full 58,400 | 14.80 67,600 | 4.80 | 63,400 @ 20.50 58,600 | 4.40 | 60,200 16.90 47,600 3.80 [15.00
Part 42,600 | 16.20 50,600 | 5.20 | 47,000 | 26.59 42,800 | 4.60 | 45,800 22.30 38,400 4.20 [15.00
CP060-1CS BMAC4860CBTA
N Full 58,200 | 14.86 69,800 | 4.98 | 63,200 & 21.13 59,400 | 4.49 | 60,000 16.82 49,800 3.96 |15.00
Part 42,600 | 16.44 51,200 | 5.52 | 46,800 | 26.25 43,200 | 4.72 | 45,800 22.61 39,000 4.30 [15.00
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CP Split Model Series -

Commercial Water Source Heat Pumps ‘ BOSCH

Condenser Unit Dimensions and Connections

- 0 - © —
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Model Water

Numbet Depth Height Colr_lir?:gion Cosnuncggt?on KEr!gtcrli(%a:Jlt Connections
024 24.00 26.00 22.00 3.13 8.50 3/8" @ 11.25 3/4" @ 13.375 4.00 11.25 3/4" FPT
036 24.00 26.00 22.00 3.13 8.50 3/8" @ 11.25 3/4" @ 13.375 4.00 11.25 1" FPT
048 24.00 33.00 25.50 2.88 8.25 3/8" @ 14.75 3/4 @ 16.875 4.00 11.25 1" FPT
060 24.00 33.00 25.50 2.88 8.25 3/8" @ 14.75 3/4 @ 16.875 4.00 11.25 1" FPT

NOTES: All dimensions within +/- 0.125“ Specifications subject to change without notice. Overall unit dimensions do not include refrigerant piping connections.
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CP Split Model Series -

Commercial Water Source Heat Pumps ‘ BOSCH

Operating Limits

Fluid Type ‘ Limit ‘ Cooling ‘ Heating
Antifreeze Protection Required LWT / EWT - < 40/< 50°F
Minimum Water Coil Entering Fluid 45°F 20°F
Maximum Water Coil Entering Fluid 110°F 80°F
Water Loop Application 86°F 68°F
Fluid Rated Water Coil Entering Fluid Ground Loop Application T7°F 32°F
Ground Water Application 59°F 50°F
Standard Unit 400psi/3,1023kPA
Maximum Operating Water Pressure
With Factory Installed Water Valve Option 300psi/2,068kPA
Minimum Operating Water Flow Rate 1.5 GPM Per Ton
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CP Split Model Series -
Commercial Water Source Heat Pumps ‘ BOSCH

Antifreeze Correction

Antifreeze Type Cgltg:eeﬁz EWT 90 Deg.F EWT 30 Deg. F C"Fr;ifg:’“
Total €Cap: Sens. Cap Htg. Cap: ‘ Rower EWIF30 K
Water 0 1.000 1.000 1.000 1.000 1.000 1.000
5 0.998 0.998 1.004 0.995 0.999 1.085
10 0.996 0.995 1.008 0.989 0.997 1.165
15 0.994 0.992 1.012 0.980 0.995 1.257
25 0.989 0.983 1.023 0.962 0.990 1.491
Propylene Glycol
35 0.981 0.972 1.040 0.938 0.984 1.812
40 0.976 0.965 1.050 0.923 0.981 2.012
45 0.970 0.956 1.062 0.907 0.977 2.240
50 0.964 0.948 1.076 0.890 0.972 2.502
5 0.997 0.997 1.003 0.990 0.997 1.060
Methanol 10 0.996 0.996 1.005 0.979 0.993 1.100
15 0.994 0.994 1.008 0.970 0.990 1.140
5 0.998 0.998 1.002 0.981 0.994 1.160
10 0.996 0.996 1.004 0.960 0.988 1.230
Ethanol
15 0.992 0.992 1.006 0.944 0.983 1.280
25 0.986 0.986 1.009 0.917 0.974 1.400
5 0.999 0.999 1.002 0.997 0.999 1.035
10 0.998 0.996 1.005 0.993 0.998 1.086
15 0.996 0.994 1.009 0.986 0.996 1.145
25 0.992 0.988 1.018 0.974 0.993 1.278
Ethylene Glycol 30 0.989 0.984 1.023 0.967 0.992 1.354
35 0.986 0.979 1.029 0.960 0.990 1.436
40 0.983 0.974 1.036 0.953 0.988 1.528
45 0.979 0.969 1.044 0.944 0.986 1.629
50 0.975 0.962 1.053 0.934 0.983 1.743
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CP Split Model Series -

Commercial Water Source Heat Pumps ‘ ‘ BOSCH

Waterside Pressure Drop - BIVB20 Air Handler

Model Number Model Number Water Flow Rate (GPM) Water Side Pressure Drop Water Side Pressure Drop
(Condensing Section) (Air Handler) without Internal Valve (PSI) with Internal Valve (PSI)
024 BIVB-24RCB-M20X
6.0 3.5 3.7
8.0 5.8 6.1
4.5 0.8 1.0
6.8 1.7 1.9
036 BIVB-36RCB-M20X
9.0 2.7 3.1
12.0 4.5 5.0
6.0 1.4 1.6
9.0 2.7 3.0
048 BIVB-48RCB-M20X
12.0 4.5 4.9
16.0 7.5 8.0
7.5 1.6 1.7
11.3 3.3 3.5
060 BIVB-60RCB-M20X
15.0 5.4 5.7
20.0 9.0 9.3

NOTE: All values based on pure water at 70° F.

Waterside Pressure Drop - BMAC Cased Coil

Model Number Model Number Water Flow Rate (GPM) Water Side Pressure Drop Water Side Pressure Drop
(Condensing Section) (Cased Coil) without Internal Valve (PSI) with Internal Valve (PSI)
3.0 1.1 1.2
4.5 2.2 2.3
024 BMAC2430BBTA
6.0 3.6 3.7
8.0 5.8 6.1
4.5 0.8 1.0
6.8 1.7 1.9
036 BMAC3036BBTA
9.0 2.8 3.1
12.0 4.6 5.0
6.0 1.2 1.4
9.0 2.5 2.7
048 BMAC4248CBTA
12.0 4.1 4.4
16.0 6.7 7.2
7.5 1.5 1.6
11.3 3.1 3.3
060 BMAC4860CBTA
15.0 5.1 5.4
20.0 8.5 8.9

NOTE: All values based on pure water at 70° F.

Bosch Thermotechnology Corp.

7 of 28 Londonderry, NH « Watertown, MA « Ft. Lauderdale, FL
O

Bosch Thermotechnology Corp. reserves the right to make changes without notice due to
continuing engineering and technological advances | BTC 771608302 C | 09.2026 Tel: 1-800-283-3787 | www.bosch-homecomfort.us




CP Split Model Series -

Commercial Water Source Heat Pumps ‘ BOSCH

Electrical Data - Condenser

Model Number Vggétlie VOIItDahg:s/eHZ/ l\\/{ﬁ:;:llg;x CirCL'}/iIti rmes
024 1 208-230/1/60 197/253 1 10.3 62.0 12.8 23.1 20
036 1 208-230/1/60 197/253 1 14.6 90.0 18.2 32.7 30
048 1 208-230/1/60 197/253 1 18.3 138.0 22.9 41.3 40
060 1 208-230/1/60 197/253 1 25.2 147.3 31.5 56.7 50

Physical Data

Description

Compressor Type qty 1 Scroll Scroll Scroll Scroll

Max Water Working Pressure psig 400 400 400 400

Water Connection Size

FPT in 0.75 1.00 1.00 1.00
Coaxial Coil Volume gal 0.28 0.46 0.46 1.09
Unit Cabinet

Refrigeration Charge oz 53 63 70 98

Weight - Operating Ibs 140 166 209 254
Weight - Shipping Ibs 165 191 234 279
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capa Data CP024-1CS + BIVB-24RCB-M20X (800 CFM) - Full Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b b I 5 J X 5 K J
3 1.3 80/67 28.5 20.7 31.8 1.2 23.8 5] 1.7 70 14.7 10.7 1.3 3.3
85/71 30.2 21.4 33.6 1.2 24.9 80 14.5 10.2 1.5 2.9
75/63 27.7 20.7 30.6 11 26.0 60 16.6 12.9 1.2 4.0
50 4.5 2.6 80/67 29.5 21.2 325 11 27.6 30 4.5 33 70 16.3 12.3 1.3 3.6
85/71 31.4 21.7 34.4 11 29.2 80 16.1 11.6 1.5 3.2
75/63 28.1 20.9 31.0 1.0 28.0 60 17.5 13.8 1.2 4.2
6 3.9 80/67 30.0 21.4 32.9 1.0 29.9 6 5.3 70 1741 13.0 1.4 3.7
85/71 3.9 221 34.8 1.0 31.9 80 16.9 124 15 33
75/63 25.7 19.8 29.3 1.3 19.4 60 16.9 13.3 1.2 4.1
3 1.2 80/67 27.3 20.4 31.0 1.3 20.4 3 1.6 70 16.7 12.7 13 3.6
85/71 29.0 21.0 32.8 1.4 21.3 80 16.6 121 1.5 3.3
75/63 26.6 20.2 29.9 1.2 22.0 60 19.1 15.3 1.2 45
60 4.5 2.5 80/67 28.3 20.7 31.7 1.2 233 40 4.5 3.1 70 18.7 14.6 1.4 4.0
85/71 30.1 21.2 33.6 1.2 24.7 80 18.5 13.9 1.5 3.6
75/63 271 20.4 30.2 11 23.6 60 20.2 16.3 1.3 4.7
6 4.0 80/67 28.8 21.0 321 1.1 25.1 6 4.9 70 19.7 15.5 1.4 4.2
85/71 30.7 21.6 34.0 1.2 26.7 80 19.4 14.7 1.5 3.7
75/63 24.6 19.3 28.7 15 16.7 60 19.2 15.4 1.2 45
3 1.2 80/67 26.2 19.8 30.3 1.5 17.5 3 1.5 70 18.9 14.8 1.4 4.0
85/71 27.8 20.4 321 15 18.3 80 18.7 14.1 15 3.6
75/63 25.5 19.7 29.2 1.4 18.8 60 21.7 17.8 1.3 5.0
70 4.5 2.3 80/67 27.2 20.2 30.9 1.4 19.9 50 4.5 2.9 70 213 17.0 1.4 45
85/71 28.9 20.8 32.8 1.4 21.0 80 21.0 16.3 1.5 4.0
75/63 25.9 20.0 29.5 1.3 20.0 60 23.0 19.1 1.3 5.2
6 3.8 80/67 27.6 20.5 31.3 1.3 21.3 6 4.6 70 22.5 18.2 1.4 4.7
85/71 29.4 211 33.1 1.3 225 80 221 17.3 1.6 4.2
75/63 23.5 18.9 28.0 1.6 14.4 60 21.5 17.7 1.3 5.0
3 11 80/67 25.0 19.5 29.6 1.7 15.1 3 1.4 70 21.3 17.0 1.4 4.4
85/71 26.6 19.9 31.3 1.7 15.7 80 211 16.3 1.5 4.0
75/63 24.3 19.3 28.5 15 16.1 60 245 20.5 13 55
80 4.5 2.2 80/67 25.9 19.9 30.2 1.5 17.0 60 45 2.7 70 24.0 19.6 1.4 4.9
85/71 27.6 20.5 Silk9) 15 17.9 80 23.7 18.8 1.6 4.4
75/63 24.7 19.5 28.7 1.4 171 60 26.0 22.0 1.3 5.8
6 3.6 80/67 26.5 20.0 30.5 1.5 18.1 6 43 70 25.5 21.0 1.5 5.1
85/71 28.1 20.7 32.3 1.5 19.2 80 25.0 20.0 1.6 4.6
75/63 22.4 18.5 27.3 1.8 123 60 24.0 20.1 1.3 5.4
3 1.0 80/67 23.9 18.9 29.0 1.8 12.9 3 1.3 70 23.7 19.3 1.4 4.8
85/71 25.4 19.6 30.6 1.9 13.5 80 23.5 18.6 1.6 43
75/63 23.2 18.7 27.8 1.7 13.8 60 27.4 23.4 1.3 6.0
90 4.5 21 80/67 24.8 19.3 29.5 1.7 14.5 70 4.5 245 70 26.9 22.4 15 5.4
85/71 26.3 19.9 31.2 1.7 15.3 80 26.5 21.4 1.6 4.8
75/63 23.6 19.0 28.0 1.6 14.6 60 29.2 25.1 13 6.4
6 3.4 80/67 25.2 19.5 29.7 1.6 15.5 6 41 70 28.5 23.9 1.5 5.6
85/71 26.8 20.2 31.4 1.6 16.3 80 28.0 22.9 1.7 5.0
75/63 21.3 17.9 26.8 2.0 10.5 60 26.6 22.6 1.3 5.9
3 1.0 80/67 22.7 18.6 28.3 2.0 1.1 5] 1.2 70 26.2 21.7 1.5 5.3
85/71 24.2 19.1 30.0 21 1.7 80 25.9 20.9 1.6 4.7
75/63 22.0 18.2 27.2 1.9 1.7 60 30.5 26.3 1.4 6.6
100 4.5 2.0 80/67 23.5 19.0 28.7 1.9 12.3 80 4.5 2.4 70 29.9 25.2 1.5 5.8
85/71 25.0 19.6 30.4 1.9 13.1 80 29.4 24.2 1.7 5.2
75/63 22.4 18.5 27.4 1.8 12.4 60 324 28.1 1.4 6.9
6 33 80/67 23.9 19.1 29.0 1.8 13.1 6 3.8 70 31.7 27.0 15 6.1
85/71 25.6 19.7 30.7 1.8 13.9 80 31.1 25.9 1.7 5.4
75/63 20.1 17.5 26.3 2.2 9.0 60 29.3 25.2 1.3 6.4
3 0.9 80/67 21.5 18.1 27.8 2.3 9.5 3 1.1 70 28.9 243 15 5.7
85/71 22.7 19.4 29.2 2.3 9.9 80 28.5 23.4 1.7 5.0
75/63 20.8 17.9 26.6 2.1 9.9 60 335 29.2 14 71
110 4.5 1.9 80/67 22.3 18.4 28.2 21 10.6 90 4.5 2.2 70 32.9 28.2 1.5 6.2
85/71 23.8 19.3 29.7 21 11.2 80 324 2741 1.7 5.5
75/63 21.2 18.0 26.8 2.0 10.5 60 35.7 31.4 1.4 7.4
6 3.1 80/67 22.7 18.7 28.4 2.0 1.1 6 3.6 70 35.0 30.2 1.6 6.5
85/71 24.3 19.1 30.0 2.0 1.9 80 34.4 28.9 1.8 5.8
: Extended Range - Anti-freeze required
AHRI/1ISO13256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP024-1CS + BIVB-24RCB-M20X (600 CFM) EL|
Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b b d b Y d b I J
3 1.3 80/67 21.0 15.5 22.7 0.7 30.8 5] 1.7 70 1.3 8.5 1.0 3.4
85/71 22.2 15.9 24.0 0.7 33.1 80 10.5 7.4 14 2.9
75/63 20.3 15.4 21.9 0.6 32.6 60 12.9 10.3 0.9 4.3
50 4.5 2.6 80/67 21.5 15.8 23.1 0.6 35.5 30 4.5 33 70 123 9.4 1.0 3.7
85/71 22.9 16.2 24.4 0.6 38.7 80 11.5 8.4 1.1 3.1
75/63 20.6 15.5 221 0.6 35.1 60 13.4 10.8 0.9 45
6 4.3 80/67 21.9 15.9 23.4 0.6 38.5 6 B2 70 12.7 9.9 1.0 3.8
85/71 23.2 16.3 24.7 0.5 42.3 80 12.0 8.8 1.1 33
75/63 18.8 14.7 20.8 0.8 233 60 13.4 10.8 0.9 4.4
3 1.2 80/67 20.0 15.2 22.0 0.8 25.0 3 1.6 70 12.7 9.9 1.0 3.8
85/71 21.2 15.6 23.2 0.8 26.7 80 121 8.9 1.1 3.3
75/63 19.3 15.0 21.2 0.7 26.2 60 14.6 1.9 0.9 4.9
60 4.5 2.5 80/67 20.6 15.4 22.4 0.7 28.4 40 4.5 3.0 70 13.9 1.1 1.0 4.2
85/71 21.8 15.8 23.7 0.7 30.7 80 13.3 10.2 11 3.6
75/63 19.6 15.1 21.4 0.7 27.9 60 15.3 12.9 0.9 5.1
6 4.0 80/67 20.9 15.5 22.7 0.7 30.4 6 4.9 70 14.6 11.6 1.0 4.4
85/71 22.2 15.9 24.0 0.7 33.2 80 13.9 10.7 1.1 3.8
75/63 17.9 14.3 20.2 0.9 19.2 60 14.9 124 0.9 5.0
3 1.2 80/67 19.0 14.7 21.4 0.9 20.5 3 1.5 70 14.3 1.5 1.0 43
85/71 20.2 15.2 22.6 0.9 21.9 80 13.8 10.6 11 3.7
75/63 18.4 14.6 20.5 0.9 21.3 60 16.6 14.2 0.9 55
70 4.5 2.3 80/67 19.6 14.9 21.8 0.9 23.0 50 4.5 2.8 70 15.8 12.9 1.0 4.8
85/71 20.8 15.4 23.0 0.8 24.8 80 15.2 121 1.1 4.1
75/63 18.7 14.6 20.7 0.8 22.6 60 17.2 14.7 0.9 5.8
6 3.8 80/67 19.9 15.1 22.0 0.8 24.5 6 4.6 70 16.5 13.6 1.0 5.0
85/71 211 15.6 23.2 0.8 26.5 80 15.9 12.8 11 4.3
75/63 16.9 14.0 19.6 11 15.9 60 16.6 141 0.9 5.6
3 11 80/67 18.0 14.5 20.7 11 17.0 3 1.4 70 16.1 13.2 1.0 4.8
85/71 19.2 14.8 21.9 1.1 18.1 80 15.6 12.4 1.1 4.2
75/63 17.4 14.2 19.9 1.0 17.5 60 18.6 16.3 0.9 6.2
80 4.5 2.2 80/67 18.6 14.6 21.1 1.0 18.9 60 45 26 70 17.8 14.9 1.0 53
85/71 19.8 15.1 223 1.0 20.3 80 17.3 14.1 11 4.6
75/63 17.7 14.2 20.1 1.0 18.5 60 19.5 17.2 0.9 6.5
6 3.6 80/67 18.9 14.7 213 0.9 20.0 6 43 70 18.7 15.8 1.0 5.6
85/71 20.1 15.2 22.5 0.9 21.5 80 18.1 14.9 1.1 4.8
75/63 16.0 13.6 19.0 1.2 13.2 60 18.5 15.8 0.9 6.2
3 1.0 80/67 17.0 141 20.1 1.2 141 3 1.3 70 17.9 15.0 1.0 5.4
85/71 18.1 14.6 213 1.2 15.0 80 17.5 14.2 1.1 4.7
75/63 16.5 13.7 19.3 1.1 14.5 60 20.6 18.0 0.9 6.9
90 4.5 21 80/67 17.6 14.3 20.4 .l 15.5 70 4.5 245 70 20.0 17.0 1.0 6.0
85/71 18.7 14.7 21.6 1.1 16.7 80 19.4 16.1 1.1 5.2
75/63 16.7 13:9 19.4 11 15.1 60 21.6 19.0 0.9 73
6 3.4 80/67 17.8 14.4 20.6 1.1 16.3 6 4.0 70 21.0 18.0 1.0 6.3
85/71 19.0 14.8 21.8 1.1 17.6 80 20.4 171 1.1 5.4
75/63 15.0 13.2 18.5 1.4 10.9 60 20.4 17.8 0.9 6.9
3 1.0 80/67 16.1 13.7 19.5 1.4 1.7 5] 1.2 70 19.9 16.9 1.0 519
85/71 17.2 141 20.7 1.4 12.5 80 19.4 16.1 1.1 5.2
75/63 15.5 133 18.7 1.3 1.9 60 22.8 20.2 0.9 7.7
100 4.5 2.0 80/67 16.5 13.9 19.8 13 12.8 80 4.5 23 70 22.2 19.2 1.0 6.6
85/71 17.7 14.4 21.0 13 13.7 80 21.6 18.3 11 5.7
75/63 15.7 13.4 18.8 1.3 12.5 60 24.0 21.3 0.9 8.1
6 3.2 80/67 16.8 13.9 20.0 13 134 6 3.8 70 233 20.3 1.0 6.9
85/71 17.9 14.5 21.1 1.2 14.4 80 22.7 19.3 1.1 6.0
75/63 14.0 12.8 17.9 1.6 9.0 60 22.2 19.6 0.9 7.5
3 0.9 80/67 14.7 13.6 18.8 1.6 9.4 3 1.1 70 21.7 18.7 1.0 6.5
85/71 16.7 1.5 20.3 1.6 10.8 80 21.2 17.9 1.1 5.6
75/63 14.5 13.0 18.2 1.5 9.8 60 24.9 22.6 0.9 8.4
110 4.5 1.9 80/67 15.5 13.5 19.2 1.5 10.5 90 4.5 2.2 70 24.2 21.3 1.0 7.2
85/71 17.0 12.7 20.5 1.5 11.6 80 23.6 20.3 1.1 6.2
75/63 14.7 131 18.3 1.4 10.2 60 26.2 24.0 0.9 8.8
6 3.1 80/67 15.8 13.5 19.4 1.4 11.0 6 3.6 70 25.4 225 1.0 (&5
85/71 16.8 14.1 20.5 1.4 1.9 80 24.8 214 1.1 6.5
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Heating
Entering Pressure | Entering Air Total Sensible Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b Y b J Y Y g J
4.5 1.0 80/67 42.8 30.6 48.4 1.9 22.7 4.5 1.4 70 25.7 19.0 2.1 3.6
85/71 45.6 31.2 51.4 1.9 24.0 80 25.4 18.1 2.3 3.2
75/63 4.4 30.3 46.6 1.7 24.0 60 28.2 22.0 2.0 4.2
50 6.75 2.0 80/67 44.2 31.2 49.5 1.7 25.3 30 6.75 2.6 70 27.8 20.8 20 3.8
85/71 471 32.1 52.5 1.8 26.8 80 274 19.7 2.4 3.4
75/63 421 30.6 471 1.7 25.3 60 29.1 22.8 2.0 43
© 33 80/67 44.9 31.5 50.0 1.7 26.8 9 4.2 70 28.5 21.6 2.2 3.9
85/71 48.0 32.4 53.2 1.7 28.5 80 28.1 20.3 2.4 3.5
75/63 38.6 29.1 44.6 2.0 19.1 60 29.5 23.2 2.0 43
4.5 1.0 80/67 1.1 30.0 47.3 2.0 20.1 45 13 70 29.0 22.2 2.2 819
85/71 43.9 30.6 50.1 2.1 21.2 80 28.8 21.2 2.4 3.5
75/63 39.8 29.7 455 1.9 211 60 321 25.7 2.0 4.6
60 6.75 1.9 80/67 42.5 30.6 48.3 1.9 223 40 6.75 25 70 31.5 24.5 2.2 4.2
85/71 45.4 31.4 51.2 1.9 23.7 80 31.2 23.2 2.4 3.8
75/63 40.5 29.9 45.9 1.8 22.2 60 33.3 26.9 2.0 4.8
9 3.1 80/67 43.2 30.9 48.8 1.8 23.6 9 4.0 70 32.7 25.4 22 4.3
85/71 46.2 31.7 51.8 1.8 25.1 80 32.0 24.2 2.4 3.8
75/63 37.0 28.5 43.6 2.2 16.7 60 33.2 26.7 2.0 4.8
4.5 0.9 80/67 39.5 29.1 46.2 2.2 17.7 45 1.2 70 32.7 25.6 2.2 43
85/71 421 30.2 48.8 2.3 18.7 80 32.3 245 2.4 3.9
75/63 38.3 28.9 44.4 2.1 18.5 60 36.4 29.8 2.1 5.1
70 6.75 1.8 80/67 40.8 29.9 471 21 19.6 50 6.75 23 70 854 28.4 23 4.6
85/71 43.6 30.7 49.9 2.1 20.9 80 35.3 27.2 2.5 4.1
75/63 38.9 29.1 44.8 2.0 19.5 60 37.9 31.2 21 5.2
9 3.0 80/67 41.5 30.2 47.6 2.0 20.7 9 3.7 70 37.2 29.6 2.3 4.7
85/71 44.4 31.0 50.5 2.0 221 80 36.5 28.2 2.5 4.2
75/63 35.4 27.8 42.6 2.4 14.6 60 37.1 30.5 21 5.2
4.5 0.8 80/67 37.8 28.4 451 203 15.4 4.5 Ll 70 36.6 29.3 23 4.7
85/71 40.4 29.3 47.7 2.5 16.4 80 36.1 28.1 2.5 4.2
75/63 36.6 28.1 433 2.3 16.1 60 40.9 34.1 2.2 55
80 6.75 1.7 80/67 39.1 29.2 45.9 2.3 171 60 6.75 2.2 70 40.1 32.6 2.4 5.0
85/71 41.8 30.1 48.6 213 18.3 80 3915] Silk2 2.6 45
75/63 37.2 28.4 43.7 2.2 17.0 60 42.7 35.8 2.2 5.7
9 2.8 80/67 39.8 29.4 46.4 2.2 18.1 9 BI5 70 M7 341 2.4 5.1
85/71 42.5 30.4 49.2 2.2 19.3 80 40.9 32.5 2.6 4.6
75/63 33.8 27.0 M7 2.7 12.6 60 M3 34.4 2.2 5.6
4.5 0.8 80/67 36.1 27.8 441 2.7 13.4 4.5 1.0 70 40.6 33.1 2.4 5.0
85/71 38.5 28.8 46.6 2.7 14.2 80 40.1 31.9 2.6 4.5
75/63 34.9 27.6 42.3 2.5 14.0 60 45.6 38.6 2.2 6.0
90 6.75 1.6 80/67 37.4 28.3 44.9 243 14.9 70 6.75 2.0 70 44.7 37.0 2.4 5.4
85/71 40.0 29.1 47.5 2.5 15.9 80 44.2 35.6 2.7 4.9
75/63 35.6 27.7 42.7 2.4 14.7 60 47.8 40.7 2.3 6.2
9 2574 80/67 38.0 28.8 45.2 2.4 15.7 9 33 70 46.6 38.8 2.5 5.6
85/71 40.7 29.4 48.0 2.4 16.8 80 45.6 37.1 2.7 5.0
75/63 32.2 26.5 40.9 3.0 10.9 60 45.6 38.5 2.2 6.0
4.5 0.8 80/67 34.5 27.2 433 3.0 1.6 4.5 1.0 70 44.8 371 2.4 5.4
85/71 36.7 28.1 45.7 3.0 12.3 80 44.3 35.8 2.7 4.9
75/63 33.2 26.9 1.4 2.8 12.0 60 50.6 43.3 23 6.4
100 6.75 1.5 80/67 35.6 27.8 43.8 2.8 12.8 80 6.75 1.9 70 49.5 41.5 2.5 5.8
85/71 38.0 28.7 46.3 2.8 13.7 80 48.6 39.9 2 5.2
75/63 33.8 271 M.7 2.7 12.6 60 53.0 45.7 2.3 6.6
9 2.5 80/67 36.2 28.0 44.2 2.7 13.5 9 31 70 51.7 43.6 25 6.0
85/71 38.8 28.7 46.8 2.7 14.5 80 50.6 41.8 2.8 5.4
75/63 30.6 25.8 40.2 S8 9.4 60 50.1 42.8 2.3 6.4
4.5 0.7 80/67 32.7 26.8 42.5 33 9.9 45 0.9 70 49.2 413 25 5.8
85/71 34.8 27.7 44.8 813 10.5 80 48.6 39.8 2.7 5.2
75/63 31.6 26.2 40.6 3.1 10.3 60 55.6 48.1 24 6.9
110 6.75 1.5 80/67 33.8 271 43.0 3.1 11.0 90 6.75 1.8 70 54.4 46.2 2.6 6.2
85/71 36.1 28.0 45.4 3.1 1.7 80 53.4 445 2.8 5.6
75/63 321 26.4 40.9 3.0 10.8 60 58.4 50.9 2.4 71
9 2.4 80/67 34.5 27.2 43.3 3.0 1.6 9 2.9 70 56.9 48.6 2.6 6.4
85/71 36.8 28.2 45.7 3.0 124 80 55.7 46.6 2.8 5.7
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP036-1CS + BIVB-36RCB-M20X (825 CFM) EL|
Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b d 5 5 b b d 5
4.5 1.0 80/67 31.0 22.2 34.1 1.1 29.4 4.5 1.3 70 19.4 14.6 1.6 3.6
85/71 33.0 22.7 36.0 1.0 31.4 80 18.4 13.0 1.8 3.1
75/63 29.9 21.9 32.7 1.0 30.7 60 21.3 16.8 1.5 4.3
50 6.75 21 80/67 31.8 22.6 34.6 1.0 334 30 6.75 2.6 70 204 15.5 1.6 3.7
85/71 33.9 23.0 36.6 0.9 36.3 80 19.5 141 1.8 3.2
75/63 30.3 221 32.9 0.9 32.8 60 21.9 17.4 15 4.4
© 3.4 80/67 32.3 22.7 34.9 0.9 35.9 9 4.2 70 21.0 16.0 1.6 3.8
85/71 34.4 23.1 36.9 0.9 39.3 80 20.1 14.6 1.8 33
75/63 27.9 21.1 31.4 1.2 22.6 60 22.4 18.0 1.5 4.5
4.5 1.0 80/67 29.7 21.7 33.2 1.2 24.2 45 1.2 70 21.7 16.7 1.6 4.0
85/71 31.6 22.2 35.1 1.2 25.7 80 20.9 15.4 1.8 3.5
75/63 28.6 21.4 31.8 11 25.1 60 239 19.4 1.5 4.8
60 6.75 1.9 80/67 30.6 21.9 33.8 1.1 271 40 6.75 24 70 2341 18.1 1.6 4.2
85/71 325 22.4 35.7 11 29.2 80 22.3 16.8 1.8 3.7
75/63 29.0 21.6 32.1 11 26.5 60 24.7 20.2 1.5 5.0
9 3.2 80/67 31.0 221 34.0 1.1 28.8 9 3.9 70 23.8 18.8 1.6 4.3
85/71 32.9 22.7 36.0 1.1 31.2 80 23.0 17.5 1.8 3.8
75/63 26.6 20.5 30.6 1.4 18.8 60 25.1 20.6 15 5.0
4.5 0.9 80/67 28.4 21.2 324 1.4 20.1 45 1.2 70 24.3 19.4 1.6 4.4
85/71 30.2 21.7 343 1.4 21.4 80 23.7 18.1 1.8 3.9
75/63 27.3 20.8 31.0 1.3 20.7 60 26.9 22.4 1.5 5.4
70 6.75 1.8 80/67 29.2 21.4 821 13 223 50 6.75 23 70 26.1 211 1.6 4.7
85/71 31.1 21.9 34.8 1.3 23.9 80 25.4 19.8 1.8 4.1
75/63 27.7 20.9 i3 1.3 21.8 60 27.9 23.4 1.5 5.6
9 3.0 80/67 29.5 21.6 33.1 1.3 23.5 9 3.7 70 27.0 22.0 1.6 4.9
85/71 31.5 22.2 35.1 1.2 25.3 80 26.3 20.7 1.8 4.3
75/63 25.3 20.0 29.8 1.6 15.7 60 28.0 23.4 1.5 5.6
4.5 0.9 80/67 27.0 20.6 31.6 1.6 16.8 4.5 Ll 70 27.3 22.2 1.6 4.9
85/71 28.8 21.2 33.4 1.6 17.8 80 26.7 211 1.8 4.3
75/63 26.0 20.2 30.2 15 17.2 60 30.2 25.6 15 6.0
80 6.75 1.7 80/67 27.8 20.8 32.0 1.5 18.5 60 6.75 21 70 29.4 24.3 1.6 5.2
85/71 29.6 215 33.9 15 19.8 80 28.7 23.0 1.8 4.6
75/63 26.4 20.3 30.4 1.5 18.1 60 31.4 26.8 1.5 6.2
9 2.8 80/67 28.1 211 32.2 1.4 19.4 9 34 70 30.5 25.4 1.7 5.4
85/71 30.1 21.5 34.2 1.4 20.9 80 29.8 24.0 1.8 4.7
75/63 24.0 195 29.1 1.8 13.2 60 31.1 26.5 1.5 6.2
4.5 0.8 80/67 25.7 20.0 30.8 1.8 141 4.5 1.0 70 30.4 25.3 1.7 5.4
85/71 27.4 20.7 32.6 1.8 14.9 80 29.8 241 1.8 4.8
75/63 24.7 19.6 29.5 1.7 14.4 60 33.6 29.0 1.5 6.6
90 6.75 1.6 80/67 26.4 20.4 31.2 1.7 15.4 70 6.75 2.0 70 32.9 27.7 1.7 5.8
85/71 28.2 21.0 33.0 1.7 16.5 80 32.2 26.3 1.9 5.1
75/63 25.0 19.7 29.6 1.7 15.0 60 35.0 30.4 15 6.8
9 2574 80/67 26.8 20.4 31.4 1.7 16.1 9 3.2 70 34.2 28.9 1.7 6.0
85/71 28.6 21.0 8316 1.7 17.3 80 33.4 27.5 1.9 52
75/63 22.7 18.9 28.5 2.1 11.0 60 34.3 29.7 1.5 6.7
4.5 0.8 80/67 244 19.4 30.1 21 1.8 4.5 1.0 70 33.7 28.5 1.7 519
85/71 25.9 20.2 31.8 21 12.5 80 331 27.2 1.9 5.2
75/63 233 19.2 28.7 2.0 1.9 60 37.3 32.6 1.5 7.2
100 6.75 1.6 80/67 25.0 19.7 30.5 2.0 12.8 80 6.75 1.9 70 36.5 31.2 1.7 6.3
85/71 26.7 20.3 32.2 1.9 13.7 80 35.7 29.8 1.9 53
75/63 23.7 19.2 28.9 1.9 124 60 38.9 34.1 1.5 7.4
9 2.6 80/67 25.4 19.8 30.6 1.9 134 9 31 70 38.0 32.6 1.7 6.4
85/71 27.1 20.6 32.4 1.9 14.4 80 37.1 31.1 1.9 5.7
75/63 21.4 18.4 27.9 213 9.1 60 37.4 32.7 1.5 7.2
4.5 0.7 80/67 22.9 19.1 29.5 2.3 9.8 45 0.9 70 36.7 31.4 1.7 6.3
85/71 24.5 19.7 311 2.3 10.5 80 36.1 30.1 1.9 55
75/63 22.0 18.5 28.1 2.2 9.9 60 40.7 35.9 1.6 7.6
110 6.75 1.5 80/67 23.6 19.2 29.8 2.2 10.7 90 6.75 1.8 70 39.8 34.4 1.8 6.6
85/71 25.2 19.9 31.4 2.2 1.4 80 39.0 32.8 2.0 5.8
75/63 222 18.7 28.2 22 10.3 60 42.5 37.5 1.6 7.8
9 2.5 80/67 23.9 19.3 29.9 2.2 1.1 9 2.9 70 415 35.9 1.8 6.8
85/71 255! 20.1 31.6 25 1.9 80 40.5 34.3 2.0 6.0
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.

12 0f 28

Bosch Thermotechnology Corp.

Londonderry, NH « Watertown, MA « Ft. Lauderdale, FL

Bosch Thermotechnology Corp. reserves the right to make changes without notice due to
continuing engineering and technological advances | BTC 771608302 C | 09.2026

Tel: 1-800-283-3787 | www.bosch-homecomfort.us



CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP048-1CS + BIVB-48RCB-M20X (

Entering Pressure | Entering Air Sensible Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 ¢ b b g 5 4 Y o 5
6 1.7 80/67 54.9 40.9 62.1 2.4 22.7 6 2.2 70 33.1 25.2 2.6 3.8
85/71 58.4 4241 65.8 25 23.7 80 33.1 24.3 2.8 3.5
75/63 53.4 40.7 59.9 2.2 24.5 60 35.5 28.1 24 4.4
50 9 3.4 80/67 57.1 4.8 63.7 22 25.7 30 9 4.2 70 36.1 28.3 2.6 41
85/71 60.4 42.8 67.3 2.3 26.7 80 35.4 26.3 2.8 3.6
75/63 53.7 40.8 521 21 26.0 60 37.9 29.6 2.4 4.7
12 515/ 80/67 57.5 42.0 63.9 2.1 27.3 12 6.7 70 37.2 28.9 2.6 4.2
85/71 62.0 43.3 68.5 2.2 28.7 80 36.9 27.6 28 3.8
75/63 49.4 39.0 57.1 2.6 19.0 60 38.2 30.8 2.4 4.7
6 1.6 80/67 52.8 40.1 60.7 2.6 20.0 6 2.0 70 37.8 29.3 2.6 4.2
85/71 56.3 4141 64.4 2.7 20.9 80 37.1 28.0 2.9 3.8
75/63 51.0 B89I5) 58.2 2.4 211 60 M7 33.8 2.4 5.0
60 9 3.2 80/67 54.5 40.8 61.9 2.4 223 40 9 3.9 70 41.0 32.6 2.7 4.5
85/71 58.2 42.0 65.7 2.5 23.4 80 40.3 31.6 2.9 4.0
75/63 51.8 39.9 58.7 2.3 224 60 41.8 33.9 2.4 5.0
12 5.2 80/67 55.4 411 62.5 23 23.6 12 6.3 70 42.2 33.0 2.7 4.6
85/71 59.2 42.4 66.4 2.4 24.8 80 42.0 31.8 3.0 4.2
75/63 47.4 38.1 55.8 2.8 16.7 60 435 35.5 23 B2
6 1.5 80/67 50.6 39.3 59.2 2.9 17.5 6 1.9 70 42.6 34.1 2.7 4.6
85/71 54.0 40.4 62.7 28 18.4 80 42.0 32.2 3.0 4.2
75/63 48.9 38.7 56.7 2.7 18.4 60 46.2 38.5 2.5 5.4
70 9 3.0 80/67 52.4 S 60.4 2.7 19.5 50 9 3.6 70 45.4 36.4 2.8 4.8
85/71 55.9 4141 64.1 2.7 20.5 80 45.6 36.2 3.0 4.4
75/63 49.7 39.1 57.3 2.6 19.4 60 48.0 39.9 2.6 55
12 4.9 80/67 53.2 40.3 61.0 2.6 20.6 12 5.9 70 48.2 38.4 2.8 5.1
85/71 56.8 41.6 64.6 2.6 21.7 80 46.7 36.7 3.0 4.5
75/63 45.4 371 54.6 3.1 14.6 60 48.8 40.7 2.6 5.6
6 1.4 80/67 48.4 38.4 57.8 3.2 15.4 6 1.7 70 48.1 38.3 2.8 5.0
85/71 51.6 39.6 61.2 3.2 16.1 80 43.0 36.0 3.0 4.2
75/63 46.9 37.7 55.5 28 16.1 60 52.3 441 2.6 5.8
80 9 2.8 80/67 50.2 39.0 58.9 2.9 17.0 60 9 3.4 70 51.3 42.5 2.9 53
85/71 53.5 40.2 62.4 3.0 18.0 80 50.3 40.2 &l 4.7
75/63 47.6 38.2 55.9 2.8 16.9 60 54.5 46.0 2.7 6.0
12 4.7 80/67 51.0 39.4 59.5 2.8 18.0 12 55 70 53.2 44.3 2.9 5.4
85/71 54.6 40.6 63.2 2.9 19.0 80 54.1 441 3.2 5.0
75/63 43.5 36.4 5315} 34 12.7 60 54.4 46.0 2.7 6.0
6 1.3 80/67 46.0 37.8 56.1 3.5 13.3 6 1.6 70 53.7 44.4 2.9 5.4
85/71 49.3 38.7 LT 3.5 14.1 80 52.8 42.7 3.2 4.9
75/63 44.7 36.9 54.1 3.2 14.0 60 58.7 50.2 2.7 6.3
90 9 2.7 80/67 481 38.4 57.7 3.2 14.9 70 9 3.2 70 57.6 48.2 3.0 5.7
85/71 51.1 39.4 60.8 3.3 15.7 80 56.2 46.8 3.2 5.1
75/63 45.4 37.2 54.5 Sl 14.7 60 61.6 52.5 2.8 6.5
12 4.4 80/67 49.0 38.5 58.3 3.1 15.7 12 52 70 60.0 50.4 3.0 5.8
85/71 52.0 39.8 61.4 &l 16.6 80 58.8 48.3 213 53
75/63 4141 35.4 52.1 3.8 10.9 60 60.4 51.6 2.8 6.4
6 1.3 80/67 43.9 36.7 55.2 3.8 1.5 6 1.5 70 59.7 50.0 3.0 5.8
85/71 44.4 38.9 56.8 3.8 11.6 80 58.6 471 3.3 5.3
75/63 42.4 36.1 52.8 3.5 12.0 60 65.6 56.8 29 6.7
100 9 2.6 80/67 45.5 37.4 56.0 3.6 12.8 80 9 3.0 70 64.2 54.4 3.1 6.1
85/71 48.4 38.8 59.0 3.6 13.5 80 63.0 52.3 34 53
75/63 431 36.4 53.1 3.4 12.6 60 68.8 59.3 2.9 6.9
12 4.2 80/67 46.3 37.6 56.4 34 13.5 12 5.0 70 67.0 57.0 3.2 6.2
85/71 49.6 38.8 59.9 3.5 14.3 80 65.6 54.7 34 5.6
75/63 38.8 345 51.1 4.2 ) 60 66.8 57.7 2.9 6.8
6 1.2 80/67 41.6 35.8 54.1 4.2 9.8 6 1.5 70 65.7 55.8 Sl 6.1
85/71 45.8 31.8 57.4 4.3 10.7 80 64.7 53.5 34 5.6
75/63 40.1 35.3 51.7 3.9 10.2 60 72.9 63.0 3.0 71
110 9 2.4 80/67 42.2 37.6 54.3 Bl 10.7 90 9 2.9 70 7.4 60.4 33 6.4
85/71 46.2 37.2 58.0 4.0 11.6 80 69.6 58.6 3.5 5.8
75/63 40.9 35.3 52.1 3.8 10.8 60 76.1 66.8 3.1 7.2
12 4.0 80/67 43.8 36.7 55.1 3.8 1.5 12 4.7 70 74.5 64.0 33 6.6
85/71 45.8 39.4 57.9 3.8 12.0 80 72.7 61.3 3.6 5.9
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; P! i may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP048-1CS + BIVB-48RCB-M20X (1109 CFM

Entering Pressure | Entering Air Total Sensible Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b g Y . b d 5
6 1.7 80/67 40.6 29.3 44.5 1.4 29.8 6 21 70 23.7 17.8 1.9 3.6
85/71 43.2 30.3 47.2 1.4 31.6 80 22.8 16.2 2.2 3.1
75/63 39.1 29.0 42.6 1.2 31.5 60 25.7 20.2 1.8 4.3
50 9 3.4 80/67 4.8 29.8 45.3 1.2 33.8 30 9 4.1 70 24.7 18.8 1.9 3.7
85/71 44.6 30.7 48.2 1.2 36.3 80 241 17.9 2.2 3.3
75/63 39.7 29.3 43.0 1.2 33.6 60 26.3 20.9 1.8 4.4
12 5.6 80/67 42.5 30.1 45.8 1.2 36.2 12 6.6 70 25.3 19.3 2.0 3.8
85/71 45.4 31.0 48.7 1.2 39.2 80 24.5 17.4 2.2 33
75/63 36.2 27.7 40.5 1.6 23.2 60 28.4 23.0 1.8 4.7
6 1.6 80/67 38.6 28.5 43.0 1.6 24.7 6 2.0 70 275 21.6 2.0 41
85/71 41.2 29.5 45.7 1.6 26.1 80 26.6 19.8 2.2 3.6
75/63 37.2 28.2 4.2 1.4 25.7 60 29.9 24.4 1.8 5.0
60 9 3.2 80/67 39.8 29.1 43.9 1.4 27.5 40 9 3.8 70 28.8 22.8 2.0 4.3
85/71 425 30.0 46.6 1.4 29.5 80 28.0 211 2.2 3.8
75/63 37.8 28.4 4.7 1.4 27.2 60 30.7 254 1.8 5.1
12 5.2 80/67 40.5 293 44.4 1.4 29.3 12 6.1 70 29.6 23.6 2.0 4.4
85/71 43.2 30.3 47.2 1.4 31.6 80 28.7 21.6 2.2 3.9
75/63 34.2 26.9 39.1 1.8 19.3 60 32.4 27 1.8 5.4
6 1.5 80/67 36.6 27.9 41.6 1.8 20.6 6 1.8 70 31.6 25.6 2.0 4.7
85/71 39.1 28.7 44.2 1.8 21.8 80 30.5 23.8 2.2 41
75/63 35.2 27.4 39.8 1.7 21.2 60 34.5 29.1 1.8 5.7
70 9 3.0 80/67 37.8 28.2 42.4 1.7 22.8 50 9 3.6 70 831, 27.2 2.0 5.0
85/71 40.4 29.0 451 1.7 24.3 80 32.2 25.3 2.2 4.3
75/63 35.8 27.6 40.2 1.6 22.3 60 35.5 30.1 1.8 519
12 5.0 80/67 38.3 28.5 42.8 1.6 24.0 12 5.8 70 34.2 28.2 2.0 5.1
85/71 41.0 29.4 45.6 1.6 25.8 80 33.2 26.0 22 4.5
75/63 32.3 26.0 37.8 2.0 16.1 60 36.7 31.3 1.8 6.1
6 1.4 80/67 34.6 271 40.2 2.0 17.2 6 1.7 70 35.7 29.7 2.0 5.3
85/71 36.9 28.1 42.7 2.0 18.2 80 34.7 28.0 2.2 4.7
75/63 333 26.5 385 1.9 17.6 60 39.3 33.8 1.8 6.5
80 9 2.9 80/67 35.7 27.4 41.0 1.9 18.9 60 9 33 70 38.0 31.9 2.0 5.6
85/71 38.2 28.4 435 1.9 20.2 80 36.8 29.9 2.2 49
75/63 33.8 26.7 38.8 1.8 18.5 60 40.5 35.2 1.8 6.7
12 4.7 80/67 36.3 27.6 1.4 1.8 19.9 12 5.4 70 39.2 33.1 2.0 5.8
85/71 38.9 28.5 441 1.8 21.4 80 37.8 31.0 2.2 5.0
75/63 30.2 25.4 36.5 2.3 134 60 M3 35.9 1.8 6.8
6 1.3 80/67 32.5 26.2 38.8 2.3 14.3 6 1.6 70 40.2 34.1 2.0 5.9
85/71 34.9 271 41.3 23 15.3 80 39.1 32.3 2.2 52
75/63 31.2 25.7 371 2.1 14.6 60 44.4 39.1 1.8 7.2
90 9 2.7 80/67 33.5 26.7 39.5 2] 15.7 70 9 3.2 70 43.0 36.8 2.0 6.3
85/71 36.0 27.6 42.0 21 16.8 80 41.6 34.7 2.2 55
75/63 31.7 25.9 37.4 21 15.3 60 46.0 40.6 1.8 7.5
12 4.5 80/67 341 26.9 39.9 21 16.5 12 5.1 70 44.4 38.2 2.0 6.5
85/71 36.7 27.7 42.5 21 17.7 80 42.9 36.0 2.2 5.6
75/63 28.2 24.6 35.2 2.6 1.1 60 46.2 40.7 1.8 7.5
6 1.3 80/67 30.5 25.4 37.6 2.6 1.9 6 1.5 70 44.9 38.7 2.0 6.5
85/71 32.6 26.7 39.9 2.6 12.7 80 43.9 37.0 2.2 5.7
75/63 28).1 24.9 35.8 24 12.0 60 49.8 44.3 1.8 7.9
100 9 2.6 80/67 31.4 25.8 38.1 24 13.0 80 9 3.0 70 48.3 41.9 21 6.9
85/71 33.8 26.8 40.6 2.4 13.9 80 47.0 39.8 23 6.0
75/63 29.6 25.0 36.1 2.4 12.6 60 51.7 46.1 1.9 8.1
12 4.2 80/67 3.9 26.1 38.4 2.3 13.6 12 4.9 70 50.0 43.6 21 71
85/71 34.3 27.1 40.9 2.3 14.6 80 48.6 41.4 2.3 6.2
75/63 26.1 23.8 34.0 28 9.1 60 51.3 45.6 1.9 8.1
6 1.2 80/67 28.2 24.9 36.2 2.9 9.8 6 1.4 70 50.0 43.6 21 71
85/71 29.9 26.6 383 2.9 10.4 80 48.8 41.8 2.3 6.2
75/63 27.0 241 34.5 2.7 9.9 60 55.5 49.8 1.9 8.5
110 9 2.5 80/67 29.3 24.9 36.8 2.7 10.7 90 9 2.8 70 53.8 47.2 2.1 7.4
85/71 31.5 26.2 39.2 2.7 11.6 80 52.4 44.8 24 6.5
75/63 27.5 24.2 34.8 2.7 10.3 60 57.7 51.9 2.0 8.6
12 4.1 80/67 29.7 25.2 37.1 2.7 1.2 12 4.6 70 56.1 49.5 2.2 7.6
85/71 32.1 26.3 39.5 2.6 121 80 54.2 46.8 2.4 6.6
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP060-1CS + BIVB-60RCB-M20X (1950 CFM

Entering Pressure | Entering Air Total Sensible Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 ¢ b ¢ 5 b b o J
7.5 2.0 80/67 67.0 47.9 76.2 3.0 22.6 7.5 2.6 70 48.8 37.7 3.5 4.1
85/71 70.9 50.1 80.5 3.0 23.7 80 48.3 36.2 319 3.6
75/63 64.2 47.3 72.6 2.7 23.4 60 52.8 42.3 3.3 4.7
50 11.25 3.9 80/67 68.6 48.7 77.2 2.8 24.7 30 11.25 5.0 70 52.2 40.7 3.6 4.3
85/71 73.1 49.6 81.8 2.8 25.9 80 51.8 38.9 3.9 3.8
75/63 65.0 47.4 73.2 2 24.3 60 54.7 44.6 33 4.8
15 6.5 80/67 69.4 49.0 7.7 2.7 25.8 15 8.0 70 54.1 42.8 3.6 4.4
85/71 74.2 50.3 82.7 2.7 27.4 80 53.3 40.6 4.0 3.9
75/63 60.0 46.5 70.0 3.2 18.9 60 56.1 44.4 3.3 4.9
7.5 1.8 80/67 64.4 46.8 74.3 3.2 19.9 75 2.4 70 5513, 43.7 3.7 4.4
85/71 68.6 48.1 78.8 3.3 21.0 80 55.0 42.2 4.0 4.0
75/63 61.9 46.3 A 3.0 20.6 60 60.0 48.6 34 5.1
60 11.25 3.7 80/67 66.1 47.9 75.5 3.0 21.8 40 11.25 4.7 70 59.5 47.9 3.8 4.6
85/71 71.0 47.6 80.3 3.1 23.0 80 59.0 45.8 41 4.2
75/63 62.5 46.6 71.5 2.9 21.3 60 62.8 51.8 3.5 5.3
15 6.1 80/67 66.9 a1.7 75.9 3.0 22.6 15 7.5 70 62.0 49.8 3.8 4.8
85/71 71.5 49.2 80.7 3.0 24.0 80 61.3 47.6 4.2 4.3
75/63 57.1 451 67.9 3.5 16.5 60 61.3 50.5 35 B2
7.5 1.7 80/67 61.1 46.6 721 3.5 17.4 75 2.2 70 63.1 50.8 3.8 4.8
85/71 65.9 47.3 76.9 3.6 18.5 80 62.1 48.4 4.2 43
75/63 59.2 45.7 69.4 33 18.0 60 65.7 55.0 3.6 5.4
70 11.25 3.5 80/67 63.0 46.5 73.2 &3 19.0 50 11.25 4.4 70 67.4 54.5 3.9 5.0
85/71 67.7 47.7 77.9 34 20.1 80 66.2 52.1 4.3 4.5
75/63 60.1 45.4 69.9 3.2 18.7 60 70.7 59.5 3.7 5.6
15 5.8 80/67 64.3 46.4 74.0 3.3 19.7 15 71 70 70.3 57.1 4.0 5.1
85/71 68.2 49.8 78.6 3.2 21.2 80 69.5 55.5 4.4 4.6
75/63 55.3 43.5 66.9 3.8 14.5 60 69.6 57.9 3.6 5.6
7.5 1.7 80/67 Bl 44.8 70.9 3.9 15.4 7.5 25 70 60.5 51.6 3.9 45
85/71 62.0 47.9 74.7 3.9 16.0 80 70.2 55.1 4.4 4.7
75/63 56.8 441 67.7 3.6 15.7 60 66.3 57.8 3.7 5.2
80 11.25 3.4 80/67 60.8 45.6 71.9 3.6 16.7 60 11.25 41 70 76.0 63.1 4.2 5.4
85/71 64.3 48.7 76.0 3.6 17.6 80 75.4 59.6 4.6 49
75/63 57.5 441 68.1 3.5 16.3 60 69.1 60.4 3.8 53
15 5.5 80/67 61.2 45.8 72.0 Bl 17.4 15 6.7 70 79.0 65.3 4.2 55
85/71 66.0 46.5 76.9 3.6 18.5 80 78.6 63.0 4.7 5.0
75/63 52.8 425 65.6 4.2 12.6 60 78.3 65.5 3.8 6.0
7.5 1.6 80/67 56.1 44.6 69.2 4.2 13.3 7.5 2.0 70 771 63.3 4.2 5.4
85/71 61.0 38.6 73.1 4.3 14.2 80 67.2 57.1 4.5 4.4
75/63 54.2 42.9 66.1 4.0 13.7 60 85.1 7.3 4.0 6.2
90 11.25 3.2 80/67 57.4 441 69.7 4.0 14.4 70 11.25 3.9 70 83.0 67.3 4.3 5.6
85/71 62.3 38.5 73.3 41 15.1 80 81.6 67.1 4.8 5.0
75/63 54.1 43.8 66.0 3.8 14.2 60 90.6 77.6 4.2 6.4
15 5.3 80/67 57.0 45.8 69.9 3.8 14.9 15 6.3 70 86.3 725 45 5.7
85/71 62.7 46.9 75.0 21 16.1 80 88.9 71.8 5.0 53
75/63 50.8 36.2 64.0 4.6 11.0 60 87.0 74.4 41 6.2
7.5 1.5 80/67 53.4 42.7 67.5 4.7 1.5 7.5 1.9 70 85.2 7.5 4.4 5.6
85/71 57.2 43.9 an 4.7 12.2 80 75.1 64.5 4.7 4.7
75/63 51.6 374 64.1 4.5 11.6 60 80.1 56.5 3.9 6.0
100 11.25 3.0 80/67 53.3 44.4 67.7 4.4 12.2 80 11.25 3.7 70 92.2 77.6 4.6 5.8
85/71 59.2 35.8 7.2 4.6 12.9 80 91.0 75.4 5.1 5.3
75/63 52.1 37.9 64.4 4.4 1.9 60 97.6 83.9 4.4 6.5
15 5.0 80/67 53.9 441 66.5 4.3 12.6 15 6.0 70 99.9 85.1 4.9 6.0
85/71 59.6 45.8 73.0 43 13.9 80 84.8 73.4 5.1 4.9
75/63 481 34.8 62.7 5.1 9.4 60 79.7 89.1 4.4 5.4
7.5 1.4 80/67 50.0 41.3 65.9 5.1 9.7 75 1.8 70 94.5 79.8 4.7 5.9
85/71 53.7 42.9 69.5 5.2 10.3 80 93.8 80.1 5.2 5.3
75/63 46.6 41.4 62.2 4.8 9.7 60 105.1 89.1 4.6 6.8
110 11.25 2.9 80/67 51.8 40.0 66.3 4.9 10.6 90 11.25 35 70 103.1 86.5 5.0 6.1
85/71 55.8 35.5 69.4 5.1 1.1 80 101.1 83.4 5.4 5.5
75/63 48.4 39.9 62.8 4.8 10.0 60 109.7 96.0 4.7 6.8
15 4.8 80/67 53.0 36.7 66.4 4.9 10.9 15 5.7 70 96.4 85.2 5.0 5.6
85/71 57.1 35.1 70.0 4.9 1.7 80 107.8 89.3 5.6 5.6
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP060-1CS + BIVB-60RCB-M20X (1401 CFM) Part Load
Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b o . Y ! o 5
7.5 2.0 80/67 51.7 37.3 57.1 1.8 28.5 7.5 25 70 31.5 23.8 2.5 3.7
85/71 54.5 38.1 60.0 1.8 30.4 80 29.7 21.2 2.8 3.1
75/63 491 37.0 54.3 1.7 28.7 60 34.5 273 2.3 4.4
50 11.25 4.0 80/67 53.1 37.8 58.2 1.7 31.3 30 11.25 4.9 70 32.7 25.0 2.5 3.8
85/71 56.1 38.6 61.2 1.7 33.5 80 30.9 22.6 2.8 3.3
75/63 49.7 37.2 54.8 1.7 30.0 60 35.3 28.0 23 45
15 6.6 80/67 53.2 37.8 58.1 1.6 32.3 15 78 70 33.6 25.6 2.5 3.9
85/71 56.4 40.0 61.4 1.6 35.1 80 31.5 233 2.8 33
75/63 46.2 35.2 52.2 2.0 22.7 60 37.6 30.4 2.3 4.8
7.5 1.9 80/67 49.2 36.3 55.3 2.0 24.2 75 23 70 36.1 28.1 2.6 4.2
85/71 52.1 37.0 58.1 2.0 25.7 80 34.8 26.0 2.8 3.6
75/63 46.9 35.6 52.6 1.9 24.3 60 815! 324 2.3 5.0
60 11.25 3.8 80/67 50.0 36.7 55.8 1.9 26.1 40 11.25 4.6 70 37.9 30.0 2.6 4.3
85/71 53.4 37.7 59.1 1.9 28.3 80 36.5 27.4 2.8 3.8
75/63 47.5 35.8 53.1 1.9 25.3 60 40.6 33.2 2.3 5.1
15 6.2 80/67 50.7 36.9 56.3 1.9 27.3 15 7.4 70 39.0 30.7 2.6 4.4
85/71 54.2 38.0 59.7 1.8 29.7 80 37.4 28.3 2.9 3.8
75/63 43.8 34.2 50.5 23 19.1 60 42.8 35.5 2.4 53
7.5 1.8 80/67 46.3 35.0 53.1 2.3 20.3 75 2.2 70 41.4 33.2 2.6 4.6
85/71 49.4 36.1 56.1 2.3 21.7 80 40.0 31.1 28 41
75/63 45.0 34.5 51.4 2.2 20.8 60 45.2 37.6 2.4 55
70 11.25 3.6 80/67 475 35.7 53.9 2.2 22.0 50 11.25 43 70 43.7 851! 2.6 4.8
85/71 50.8 36.7 57.2 2.1 23.8 80 42.2 32.8 2.9 4.2
75/63 45.4 35.1 51.6 21 215 60 46.5 38.9 2.4 5.7
15 5.9 80/67 48.2 35.8 54.4 21 23.0 15 7.0 70 44.8 36.4 2.7 4.9
85/71 51.5 36.9 57.7 21 24.9 80 43.3 33.8 29 4.3
75/63 41.0 33.0 48.4 2.6 16.0 60 48.4 40.8 2.4 5.8
7.5 1.7 80/67 43.8 34.0 51.3 2.6 171 7.5 25 70 47.0 38.4 2 5.1
85/71 46.6 35.2 54.2 2.6 18.2 80 45.7 36.2 3.0 4.5
75/63 42.0 33.6 491 2.4 17.2 60 51.4 43.4 25 6.1
80 11.25 3.4 80/67 44.9 34.6 52.1 2.4 18.5 60 11.25 4.0 70 49.8 40.9 2.7 5.4
85/71 48.0 35.7 55.2 2.4 19.9 80 48.3 385 3.0 4.7
75/63 42.5 33.8 49.5 2.4 17.9 60 52.8 45.0 2.5 6.2
15 5.6 80/67 455 34.9 52.5 2.4 19.3 15 6.6 70 51.2 42.4 2.7 55
85/71 48.6 36.1 55.6 2.3 20.8 80 49.5 39.8 3.0 4.8
75/63 38.4 32.0 46.8 2.9 134 60 54.3 46.3 25 6.4
7.5 1.6 80/67 41.4 33.2 49.9 2.9 14.4 7.5 1.9 70 52.9 441 2.8 5.6
85/71 43.9 34.3 52%5) 239 15.3 80 51.6 41.8 3.1 4.9
75/63 39.4 32.4 47.4 2.7 14.4 60 57.9 49.6 2.5 6.7
90 11.25 3.2 80/67 42.2 33.6 50.3 2.7 15.4 70 11.25 3.8 70 56.2 47.0 2.8 58
85/71 45.2 34.8 53.3 2.7 16.6 80 54.6 44.5 3.1 5.1
75/63 40.0 32.6 47.8 2.7 14.9 60 59.6 51.4 2.6 6.8
15 5.3 80/67 42.7 34.0 50.6 2.7 16.0 15 6.2 70 57.8 48.7 2.8 6.0
85/71 45.9 35.0 53.8 2.6 17.4 80 56.2 45.9 &l 53
75/63 37.0 27.8 45.8 3.2 1.5 60 60.7 52.8 2.6 6.9
7.5 1.5 80/67 37.9 33.1 47.6 3.2 1.7 7.5 1.8 70 59.1 50.0 2.8 6.1
85/71 4.4 33.4 50.9 3.2 12.8 80 57.7 47.6 3.2 5.4
75/63 36.9 31.3 45.8 3.1 1.9 60 64.6 559 2.6 7.3
100 11.25 31 80/67 39.4 32.9 48.5 3.1 12.8 80 11.25 3.6 70 62.8 53.4 2.9 6.4
85/71 425 33.5 51.5 3.1 13.8 80 61.1 50.7 3.2 5.6
75/63 37.2 31.5 46.0 3.0 12.3 60 66.6 58.1 2.6 7.4
15 5.1 80/67 401 32.8 48.9 3.0 133 15 5.9 70 64.7 55.2 28 6.5
85/71 42.8 34.5 51.8 3.0 14.3 80 63.0 52.3 3.2 5.7
75/63 31.8 30.3 42.9 3.6 8.8 60 66.9 58.8 2.6 7.4
7.5 1.4 80/67 35.8 31.7 46.5 3.6 9.9 75 1.7 70 65.4 56.1 2.9 6.6
85/71 891 26.9 49.6 3.6 1.1 80 63.8 53.9 3.2 5.8
75/63 34.5 29.4 44.4 3.5 9.9 60 7.4 62.7 2.7 7.8
110 11.25 2.9 80/67 371 314 47.2 Bl5) 10.7 90 11.25 3.4 70 69.6 59.9 3.0 6.9
85/71 39.7 32.8 49.9 3.4 11.5 80 67.8 57.0 33 6.0
75/63 35.5 27.8 44.9 3.4 10.4 60 73.8 64.8 2.7 8.0
15 4.9 80/67 38.2 26.5 47.6 3.5 11.0 15 5.6 70 71.8 61.7 3.0 7.0
85/71 41.4 28.2 50.6 34 12.2 80 69.6 59.7 33 6.1
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP024-1CS + BMAC2430BBTA (809 CFM) Full Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 I b b 5 b B 5 J
3 1.3 80/67 28.3 21.2 31.4 1.2 24.4 5] 1.8 70 15.2 11.6 1.3 3.6
85/71 29.9 21.9 33.2 1.2 255 80 15.0 1.1 1.4 3.1
75/63 27.5 21.0 30.2 1.0 27.2 60 17.2 13.8 1.1 4.4
50 4.5 2.6 80/67 29.2 21.6 32.0 1.0 28.8 30 4.5 33 70 16.9 131 1.3 3.9
85/71 31.0 221 33.8 1.0 30.5 80 16.7 12.6 1.4 3.4
75/63 27.9 21.2 30.4 0.9 29.6 60 17.9 14.5 11 4.6
6 4.3 80/67 29.6 21.9 32.2 0.9 31.6 6 5.4 70 17.6 13.7 1.3 4.0
85/71 3.5 22.4 341 0.9 33.7 80 17.3 13.3 1.4 3.5
75/63 25.6 20.2 29.1 1.3 19.6 60 17.5 14.3 1.1 4.5
3 1.2 80/67 27.2 20.8 30.8 1.3 20.5 3 1.6 70 17.4 13.7 13 4.0
85/71 28.8 21.3 325 1.3 21.4 80 17.3 13.1 1.4 3.5
75/63 26.4 20.5 29.6 1.2 225 60 19.9 16.5 1.2 5.0
60 4.5 2.5 80/67 28.0 21.2 31.3 1.2 23.7 40 4.5 3.1 70 19.6 15.6 1.3 4.3
85/71 29.8 21.7 33.1 1.2 25.0 80 19.2 14.8 1.5 3.8
75/63 26.8 20.8 29.8 11 241 60 20.6 17.3 1.2 5.1
6 41 80/67 28.5 21.4 31.6 1.1 25.7 6 5.0 70 20.3 16.3 13 4.5
85/71 30.3 22.0 33.4 1.1 27.3 80 19.8 15.6 1.5 3.9
75/63 24.5 19.9 28.5 15 16.6 60 19.9 16.5 1.2 5.0
3 1.2 80/67 26.0 20.5 30.1 1.5 17.3 3 1.5 70 19.8 15.9 1.3 4.4
85/71 27.6 21.0 31.8 15 18.0 80 19.6 15.2 15 3.9
75/63 25.3 20.2 28.9 1.3 18.8 60 22.8 19.2 1.2 55
70 4.5 2.3 80/67 26.9 20.8 30.6 1.4 19.8 50 4.5 2.9 70 225 18.5 1.4 4.8
85/71 28.6 21.4 32.4 1.4 20.8 80 22.0 17.5 1.5 4.2
75/63 25.7 20.4 29.2 1.3 20.0 60 23.8 20.3 1.2 5.6
6 3.8 80/67 27.4 21.0 30.9 1.3 21.3 6 4.7 70 23.3 19.2 1.4 4.9
85/71 28) 1] 21.6 32.7 1.3 225 80 22.8) 18.2 1.5 4.3
75/63 23.5 19.3 28.0 1.7 14.0 60 22.5 18.9 1.2 5.4
3 11 80/67 24.9 20.0 29.6 1.7 14.6 3 1.4 70 22.3 18.3 1.4 4.8
85/71 26.4 20.7 31.2 1.7 15.2 80 22.0 17.5 1.5 4.2
75/63 24.2 19.7 28.4 15 15.8 60 25.8 221 13 6.0
80 4.5 2.2 80/67 25.8 20.2 30.0 1.6 16.6 60 45 2.7 70 25.4 21.2 1.4 53
85/71 27.4 21.0 31.7 1.6 17.5 80 25.0 20.3 1.6 4.6
75/63 24.6 19.8 28.6 1.5 16.8 60 271 23.4 1.3 6.2
6 3.6 80/67 26.2 20.5 30.2 1.5 17.8 6 4.4 70 26.6 22.2 1.4 5.4
85/71 27.9 21.0 32.0 1.5 18.8 80 25.9 211 1.6 4.7
75/63 22.4 19.0 27.5 1.9 1.9 60 25.1 215 1.3 5.9
3 1.0 80/67 23.8 19.5 29.1 1.9 12.4 3 1.3 70 24.9 20.7 1.4 5.2
85/71 25.3 20.1 30.7 2.0 12.9 80 24.6 19.9 1.6 4.6
75/63 23.2 19.2 27.8 1.7 13.3 60 28.9 25.1 1.3 6.5
90 4.5 21 80/67 24.6 19.9 29.4 1.8 14.0 70 4.5 2.6 70 28.5 24.2 15 5.7
85/71 26.1 20.6 311 1.8 14.7 80 28.0 23.1 1.6 5.0
75/63 23.5 19.5 28.0 1.7 14.1 60 30.5 26.7 13 6.7
6 3.4 80/67 25.0 20.1 29.6 1.7 14.9 6 41 70 29.9 25.5 1.5 5.9
85/71 26.7 20.5 31.4 1.7 15.7 80 29.2 24.2 1.7 5.1
75/63 21.3 18.6 271 2.1 10.0 60 27.9 241 1.3 6.3
3 1.0 80/67 22.7 19.1 28.6 2.2 10.4 5] 1.2 70 27.6 233 1.5 5.6
85/71 24.0 20.1 30.1 2.2 10.9 80 27.3 22.5 1.6 4.9
75/63 22.0 18.7 27.4 2.0 1.2 60 32.2 28.2 1.4 7.0
100 4.5 2.0 80/67 23.4 19.5 28.9 2.0 1.7 80 4.5 2.4 70 31.6 271 1.5 6.1
85/71 24.9 20.2 30.5 2.0 124 80 31.2 26.1 1.7 5.4
75/63 22.4 18.9 27.5 1.9 11.8 60 34.0 30.2 1.4 7.2
6 3.3 80/67 23.9 19.5 29.1 1.9 12,5 6 3.9 70 33.3 28.7 15 6.3
85/71 25.4 20.2 30.7 1.9 13.1 80 32.6 27.4 1.7 5.5
75/63 20.0 18.1 26.7 2.4 8.2 60 30.7 26.9 1.3 6.8
3 0.9 80/67 21.0 18.8 28.0 2.5 8.5 3 1.2 70 30.4 26.0 15 5.9
85/71 23.7 15.8 30.2 25 gI5) 80 30.1 25.1 1.7 5.2
75/63 20.8 18.4 26.9 2.2 9.3 60 35.5 31.5 14 7.4
110 4.5 1.9 80/67 22.3 18.9 28.5 2.3 2] 90 4.5 23 70 34.9 30.3 1.6 6.5
85/71 23.5 20.0 30.0 2.3 10.3 80 344 29.1 1.8 5.7
75/63 21.2 18.5 271 22 9.8 60 37.7 33.6 1.4 7.7
6 3.1 80/67 22.6 19.2 28.6 2.2 10.4 6 3.7 70 36.8 32.1 1.6 6.7
85/71 24.1 20.1 30.2 2.2 11.0 80 36.1 30.7 1.8 5.9
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP024-1CS + BMAC2430BBTA (806 CFM) Part Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 I I d b b I 5
3 1.4 80/67 21.2 15.9 22.8 0.7 32.6 5] 1.7 70 11.2 8.6 1.0 3.4
85/71 225 16.3 24.1 0.6 35.1 80 8.6 5.9 14 2.4
75/63 20.6 15.7 22.0 0.6 35.1 60 13.4 1.1 0.9 4.5
50 4.5 2.7 80/67 21.8 16.1 23.2 0.6 38.4 30 4.5 33 70 12.2 9.6 1.0 3.7
85/71 23.1 16.6 24.5 0.5 42.0 80 9.8 7.0 1.1 2.7
75/63 20.8 15.9 22.2 0.5 38.1 60 13.9 1.6 0.9 4.7
6 4.4 80/67 221 16.3 23.4 0.5 421 6 5.3 70 12.7 10.1 1.0 3.8
85/71 23.4 16.7 24.7 0.5 46.6 80 10.7 7.8 1.1 2.9
75/63 19.1 15.1 21.0 0.8 23.9 60 13.9 1.6 0.9 4.7
3 1.3 80/67 20.3 15.5 22.2 0.8 25.7 3 1.6 70 12.8 10.2 1.0 819
85/71 21.4 16.0 23.4 0.8 27.5 80 9.5 6.8 1.1 2.6
75/63 19.6 15.4 21.4 0.7 27.2 60 15.1 12.8 0.9 5.1
60 4.5 2.5 80/67 20.8 15.8 22.6 0.7 29.6 40 4.5 31 70 14.1 1.4 1.0 4.2
85/71 221 16.3 23.8 0.7 32.0 80 12.6 9.6 11 34
75/63 19.9 15.5 21.5 0.7 29.2 60 15.7 13.4 0.9 5.3
6 41 80/67 211 15.9 22.8 0.7 31.9 6 4.9 70 14.7 12.0 1.0 4.4
85/71 22.4 16.4 241 0.6 34.9 80 13.3 10.4 1.1 3.6
75/63 18.2 14.7 20.5 0.9 19.3 60 15.6 133 0.9 53
3 1.2 80/67 19.3 15.1 21.6 0.9 20.6 3 1.5 70 14.6 121 1.0 4.4
85/71 20.4 15.7 22.8 0.9 22.0 80 13.2 10.2 11 35
75/63 18.6 15.0 20.8 0.9 21.6 60 171 14.8 0.9 5.8
70 4.5 24 80/67 19.8 15.5 22.0 0.8 2313 50 4.5 2.9 70 16.2 13.5 1.0 4.8
85/71 21.1 15.9 23.2 0.8 25.2 80 15.1 12.0 1.1 4.0
75/63 18.9 15.1 20.9 0.8 23.0 60 17.8 15.5 0.9 6.0
6 8 80/67 20.1 15.6 221 0.8 24.9 6 4.6 70 16.9 14.3 1.0 5.0
85/71 21.4 16.0 23.4 0.8 271 80 15.8 12.7 11 4.2
75/63 17.3 14.3 19.9 11 15.7 60 17.3 14.9 0.9 5.8
3 11 80/67 18.4 14.8 211 11 16.8 3 1.4 70 16.4 13.7 1.0 4.9
85/71 19.5 15.3 22.2 1.1 17.9 80 15.3 12.2 1.1 4.0
75/63 17.7 14.6 20.2 1.0 17.4 60 19.0 16.6 0.9 6.4
80 4.5 2.2 80/67 18.9 15.0 21.4 1.0 18.8 60 45 2.7 70 18.1 15.5 1.0 5.4
85/71 20.0 15.5 22.6 1.0 20.1 80 17.2 13.9 11 45
75/63 18.0 14.6 20.4 1.0 18.4 60 19.8 17.4 0.9 6.7
6 3.7 80/67 19.1 15.2 215 1.0 19.9 6 43 70 19.0 16.1 1.0 5.6
85/71 20.4 15.5 22.8 0.9 21.5 80 17.9 14.7 1.1 4.7
75/63 16.3 14.0 19.4 1.3 12.8 60 19.2 16.8 0.9 6.5
3 1.1 80/67 17.4 14.4 20.6 1.3 13.7 3 1.3 70 18.4 15.8 1.0 5.4
85/71 18.5 15.0 21.7 13 14.6 80 17.4 14.6 1.1 4.5
75/63 16.7 14.2 19.7 1.2 141 60 211 18.9 0.9 71
90 4.5 21 80/67 17.8 14.7 20.8 1.2 15.2 70 4.5 245 70 20.3 17.7 1.0 58
85/71 19.0 15.1 22.0 1.2 16.3 80 19.4 16.1 1.1 5.0
75/63 17.0 14.2 19.8 11 14.9 60 22.0 19.8 0.9 7.4
6 G15) 80/67 18.1 14.7 21.0 1.1 16.0 6 41 70 21.1 18.3 1.0 6.2
85/71 193 15.2 22.2 1.1 17.3 80 20.2 17.4 1.1 52
75/63 15.4 13.6 19.0 1.5 10.5 60 21.4 19.1 0.9 7.2
3 1.0 80/67 16.4 14.2 20.0 1.5 1.2 5] 1.2 70 20.6 17.9 1.0 6.0
85/71 17.3 14.8 211 1.5 1.9 80 19.7 16.4 1.1 5.1
75/63 15.8 13.8 19.2 1.4 1.5 60 23.5 21.3 0.9 7.8
100 4.5 2.0 80/67 16.9 14.3 20.3 1.4 12.4 80 4.5 2.4 70 22.6 20.0 1.0 6.5
85/71 18.0 14.7 21.4 1.4 133 80 21.6 18.4 1.2 53
75/63 16.0 13.9 19.3 1.3 12.0 60 24.4 22.3 0.9 8.1
6 3.3 80/67 171 14.4 20.4 13 13.0 6 3.8 70 235 20.9 1.0 6.8
85/71 18.2 14.9 21.6 1.3 14.0 80 22.5 19.3 1.2 5.7
75/63 143 133 18.5 1.7 8.6 60 22.5 20.3 0.9 7.5
3 0.9 80/67 15.1 13.8 19.4 1.7 9.0 3 1.1 70 21.7 19.1 1.0 6.3
85/71 15.8 14.3 20.3 1.7 9.4 80 20.8 17.6 1.1 5.3
75/63 14.8 13.4 18.7 1.6 9.4 60 24.7 225 0.9 8.2
110 4.5 1.9 80/67 15.7 141 19.7 1.6 10.0 90 4.5 2.2 70 23.8 211 1.0 6.8
85/71 16.7 14.6 20.8 1.6 10.7 80 221 31.7 1.2 5.5
75/63 15.0 13.5 18.8 5! 9.8 60 25.7 23.5 0.9 8.4
6 3.1 80/67 16.0 141 19.9 15 10.5 6 3.6 70 24.7 21.9 1.0 7.l
85/71 17.2 14.2 21.1 15 1.4 80 22.6 36.8 1.2 5.6
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op: | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP036-1CS + BMAC3036BBTA

4 CFM) Full Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b o 5 b g J 5
4.5 1.0 80/67 1.7 31.5 47.3 1.9 22.2 4.5 1.4 70 25.9 20.3 1.8 4.2
85/71 44.2 323 49.9 1.9 23.1 80 25.6 19.4 2.0 3.7
75/63 40.4 31.2 45.4 1.7 23.8 60 28.2 22.9 1.7 5.0
50 6.75 21 80/67 42.9 32.2 48.0 1.7 249 30 6.75 2.6 70 27.6 221 1.9 4.4
85/71 45.6 33.1 50.9 1.7 26.2 80 27.2 21.0 21 3.9
75/63 40.9 31.4 45.7 1.6 25.2 60 29.0 241 1.7 5.1
© 3.4 80/67 43.5 32.5 48.5 1.6 26.5 9 4.2 70 28.5 23.0 1.9 4.5
85/71 46.4 33.1 51.4 1.7 28.0 80 28.6 22.0 2.1 4.0
75/63 37.7 30.2 43.8 2.1 18.4 60 29.7 24.6 1.7 5.2
4.5 1.0 80/67 40.1 31.1 46.3 21 19.2 45 13 70 29.5 23.7 1.9 4.6
85/71 42.5 32.0 48.8 2.1 20.1 80 29.1 22.7 21 4.1
75/63 38.8 30.7 44.4 1.9 20.5 60 325 27.0 1.7 55
60 6.75 1.9 80/67 41.3 31.6 47.0 1.9 215 40 6.75 25 70 32.2 25.9 1.9 4.9
85/71 43.9 325 49.7 1.9 22.7 80 31.7 24.6 21 43
75/63 39.4 30.9 44.7 1.8 21.6 60 33.5 29.3 1.7 5.6
9 3.2 80/67 41.9 31.8 47.4 1.8 22.8 9 4.0 70 33.0 27.2 1.9 5.0
85/71 44.7 32.5 50.3 1.9 241 80 33.3 26.7 2.2 4.5
75/63 36.3 29.5 43.0 23 15.9 60 33.7 28.4 1.7 5.7
4.5 0.9 80/67 38.6 30.3 45.4 2.3 16.6 45 1.2 70 33.3 27.3 1.9 5.0
85/71 40.9 3ilk2 47.9 2.4 17.4 80 33.0 26.2 2.2 45
75/63 37.3 30.0 43.5 2.1 17.6 60 37.2 31.6 1.8 6.1
70 6.75 1.8 80/67 39.8 30.8 46.1 21 18.6 50 6.75 23 70 36.6 30.2 2.0 5.4
85/71 42.2 31.9 48.6 2.2 19.6 80 35.8 29.0 2.2 4.7
75/63 37.9 30.1 43.8 2.0 18.6 60 38.8 33.0 1.8 6.3
9 3.0 80/67 40.3 31.2 46.4 21 19.6 9 3.7 70 38.2 31.6 2.0 5.6
85/71 42.9 32.2 49.1 2.1 20.8 80 374 30.1 22 4.9
75/63 34.7 29.0 42.2 2.6 13.6 60 37.9 324 1.8 6.2
4.5 0.9 80/67 37.0 29.7 44.6 2.6 14.3 4.5 Ll 70 37.4 31.3 2.0 53
85/71 39.1 30.9 46.9 2.6 15.0 80 37.0 30.1 2.2 4.8
75/63 35.8 29.2 42.7 2.4 15.1 60 421 36.2 1.9 6.6
80 6.75 1.7 80/67 38.1 30.3 451 2.4 15.9 60 6.75 2.2 70 41.4 34.7 2.1 5.9
85/71 40.5 3141 47.7 2.4 16.9 80 40.8 3313 2'3) 52
75/63 36.3 29.6 42.9 2.3 15.9 60 43.8 38.1 1.9 6.8
9 2.9 80/67 38.7 30.4 45.5 2.3 16.8 9 BI5 70 433 36.4 21 6.0
85/71 41.2 31.5 48.0 2.3 17.9 80 42.6 34.8 2.3 5.3
75/63 33.2 28.4 4.6 2.9 1.6 60 42.2 36.6 1.9 6.6
4.5 0.8 80/67 35.2 29.4 43.8 2.9 121 4.5 1.0 70 41.8 35.4 21 5.9
85/71 375 30.2 46.2 239 12.9 80 1.3 341 2.3 5.2
75/63 34.2 28.8 41.9 2.7 12.8 60 47.2 41.2 1.9 71
90 6.75 1.6 80/67 36.5 29.5 443 2.7 13.6 70 6.75 2.0 70 46.4 39.5 2.2 6.3
85/71 38.8 30.5 46.8 2.7 14.4 80 45.4 38.0 2.4 5.6
75/63 34.6 28.9 42.2 2.6 13.5 60 49.4 431 2.0 73
9 2574 80/67 37.0 29.7 44.6 2.6 14.3 9 33 70 48.7 41.4 2.2 6.5
85/71 39.4 30.7 471 2.6 15.2 80 47.4 39.9 2.4 5.7
75/63 31.6 27.7 4141 3.2 9.8 60 46.9 41.0 1.9 7.1
4.5 0.8 80/67 33.7 28.7 433 B 10.4 4.5 1.0 70 46.3 39.7 2.2 6.3
85/71 35.7 30.1 45.5 3.3 10.9 80 45.8 38.4 2.4 5.6
75/63 325 28.1 1.3 3.0 10.8 60 52.2 46.4 2.0 7.6
100 6.75 1.6 80/67 34.8 28.9 43.6 3.0 11.5 80 6.75 1.9 70 51.4 44.6 2.2 6.7
85/71 37.0 30.0 46.0 3.0 12.2 80 50.6 42.9 253 6.0
75/63 33.1 28.1 41.5 2.9 11.4 60 54.8 49.0 2.1 7.8
9 2.6 80/67 35.2 29.4 43.8 28 121 9 31 70 53.9 46.5 2.3 6.9
85/71 375 30.5 46.2 2.9 12.9 80 52.8 45.1 25 6.1
75/63 29.9 27.2 40.5 3.6 83 60 51.6 45.6 2.0 7.5
4.5 0.7 80/67 32.0 27.6 43.0 3.7 8.6 45 0.9 70 51.0 44.2 2.2 6.7
85/71 32.0 27.0 45.4 4.4 7.2 80 50.4 42.8 2.5 6.0
75/63 31.0 27.4 40.9 34 9.1 60 57.9 51.6 21 8.1
110 6.75 1.5 80/67 33.0 28.6 431 3.4 9.7 90 6.75 1.8 70 57.0 49.6 2.3 7.2
85/71 35.3 29.3 45.4 3.4 10.3 80 55.8 47.9 2.6 6.4
75/63 31.3 27.8 40.9 3.3 9.5 60 60.6 54.6 21 8.3
© 2.5 80/67 33.6 28.4 43.3 3.3 10.2 9 3.0 70 59.4 52.7 2.4 7.4
85/71 35.8 29.6 45.6 3.3 10.9 80 58.4 50.3 2.6 6.5
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP036-1CS + BMAC3036BBTA (881CFM) Part Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b 5 o ! Y b d 5
4.5 11 80/67 31.3 23.4 34.1 1.0 31.0 4.5 1.4 70 19.9 15.3 1.6 3.5
85/71 33.2 24.0 36.0 1.0 333 80 18.7 13.3 1.9 3.0
75/63 30.2 23.0 32.7 0.9 33.3 60 21.8 17.5 1.5 4.4
50 6.75 21 80/67 321 23.7 345 0.9 36.3 30 6.75 2.6 70 20.9 16.1 1.6 3.7
85/71 34.1 24.2 36.5 0.9 39.6 80 20.0 14.4 1.9 3.2
75/63 30.6 23.2 32.9 0.9 35.9 60 22.3 18.0 15 45
© 3.4 80/67 32.5 23.9 34.8 0.8 39.6 9 4.2 70 21.3 16.5 1.6 3.8
85/71 34.6 24.4 36.8 0.8 43.8 80 20.4 14.8 1.9 3.2
75/63 28.2 22.3 31.6 1.2 23.0 60 22.9 18.6 1.5 4.6
4.5 1.0 80/67 30.0 22.9 334 1.2 24.6 45 13 70 22.3 17.3 1.7 4.0
85/71 31.9 23.4 35.3 1.2 26.2 80 21.6 16.0 1.9 3.4
75/63 28.9 22.6 32.0 11 25.9 60 24.6 20.3 1.5 4.9
60 6.75 2.0 80/67 30.8 23.1 33.8 1.1 28.1 40 6.75 24 70 23.8 18.8 1.7 4.2
85/71 32.7 23.7 35.8 11 30.3 80 231 17.5 1.9 3.6
75/63 29.2 22.7 32.2 11 27.6 60 25.2 21.0 1.5 5.0
9 3.2 80/67 31.2 23.2 34.0 1.0 30.1 9 3.9 70 24.4 19.6 1.7 4.3
85/71 33.2 23.9 36.0 1.0 32.8 80 23.7 17.9 1.9 3.7
75/63 26.9 21.8 30.9 1.4 18.7 60 25.9 21.7 15 B2
4.5 0.9 80/67 28.7 22.3 32.7 1.4 19.9 45 1.2 70 25.1 20.1 1.7 4.4
85/71 30.5 22.9 345 1.4 211 80 245 18.9 1.9 3.8
75/63 27.6 22.0 31.3 1.3 20.8 60 27.8 23.7 1.5 55
70 6.75 1.9 80/67 29.4 22.7 B3l 13 223 50 6.75 23 70 271 22.0 1.7 4.7
85/71 31.3 23.2 35.0 1.3 24.0 80 26.4 20.8 1.9 4.1
75/63 28.0 22.0 31.5 1.3 21.9 60 28.7 24.2 1.5 5.7
9 3.0 80/67 29.8 22.7 33.3 1.3 23.7 9 3.7 70 28.0 22.8 1.7 4.9
85/71 31.7 23.5 35.2 1.2 25.6 80 27.3 214 1.9 4.2
75/63 25.7 211 30.3 1.7 15.3 60 28.9 24.7 1.5 5.7
4.5 0.9 80/67 27.4 21.8 32.0 1.7 16.3 4.5 Ll 70 28.2 23.1 1.7 4.9
85/71 29.1 22.4 33.8 1.7 17.3 80 27.7 22.0 1.9 4.3
75/63 26.3 215 30.6 1.6 16.8 60 31.2 26.7 15 6.2
80 6.75 1.8 80/67 28.1 22.0 32.4 1.6 18.1 60 6.75 21 70 30.6 25.4 1.7 53
85/71 29.8 22.8 34.2 15 19.3 80 30.0 243 1.9 4.6
75/63 26.7 21.5 30.8 1.5 17.7 60 32.4 27.9 1.5 6.4
9 2.9 80/67 28.4 22.3 325 1.5 19.0 9 BI5 70 31.7 26.4 1.7 5.4
85/71 30.2 23.0 34.4 1.5 20.4 80 31.1 25.0 1.9 4.7
75/63 24.4 20.7 29.7 1.9 12.6 60 321 27.5 1.5 6.3
4.5 0.8 80/67 26.0 21.4 31.4 1.9 13.4 4.5 1.0 70 31.6 26.4 1.7 5.4
85/71 27.7 22.0 33.1 1.9 14.2 80 311 25.2 1.9 4.7
75/63 25.0 20.8 30.0 1.8 13.8 60 34.9 30.3 1.5 6.8
90 6.75 1.7 80/67 26.7 215 31.7 1.8 14.8 70 6.75 2.0 70 34.3 29.0 1.7 5.8
85/71 28.4 22.2 33.5 1.8 15.8 80 33.7 27.7 2.0 5.0
75/63 25.3 211 30.1 1.8 14.4 60 36.3 32.1 15 7.0
9 2574 80/67 27.0 21.8 31.9 1.7 15.5 9 33 70 35.7 30.2 1.7 6.0
85/71 28.8 22.3 33.7 1.7 16.6 80 35.0 28.7 2.0 52
75/63 23.1 20.2 29.2 2.2 10.4 60 35.5 31.0 1.5 6.9
4.5 0.8 80/67 24.7 20.8 30.9 2.2 1.1 4.5 1.0 70 35.0 29.8 1.7 519
85/71 26.2 21.6 32.5 2.2 1.7 80 34.6 28.6 2.0 5.1
75/63 23.7 20.3 29.5 21 1.3 60 38.9 34.2 1.6 7.3
100 6.75 1.6 80/67 25.3 21.0 311 2.1 121 80 6.75 1.9 70 38.2 32.8 1.8 6.3
85/71 26.9 21.8 32.8 21 12.9 80 37.6 31.4 2.0 5.4
75/63 23.9 20.5 29.5 2.0 1.7 60 40.5 36.1 1.6 7.5
9 2.6 80/67 25.6 211 3.3 2.0 12.6 9 31 70 39.8 34.2 1.8 6.5
85/71 27.3 21.8 33.0 2.0 13.5 80 39.0 32.6 2.0 5.6
75/63 21.7 19.6 28.8 2.6 85 60 39.2 34.5 1.6 7.4
4.5 0.7 80/67 23.3 20.3 30.4 2.6 9.1 45 0.9 70 38.6 3313, 1.8 6.3
85/71 24.7 21.2 32.0 2.6 9.6 80 38.2 32.0 2.0 55
75/63 22.3 19.9 29.0 2.4 9.2 60 42.9 38.1 1.6 7.8
110 6.75 1.5 80/67 23.8 20.6 30.6 24 2] 90 6.75 1.8 70 42.2 36.6 1.8 6.7
85/71 25.4 21.3 32.2 2.4 10.6 80 415 35.1 21 5.8
75/63 22.6 19.8 29.1 24 9.6 60 4.7 40.3 1.7 7.9
9 2.5 80/67 241 20.7 30.7 2.3 10.3 9 2.9 70 44.0 38.1 1.9 6.8
85/71 25.8 21.5 32.4 2.3 11.0 80 43.1 36.3 21 5.9
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP048-1CS + BMAC4248CBTA

CFM) Full Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 o I 5 5 X o 5
6 1.5 80/67 55.6 42.8 63.0 2.5 22.5 6 2.0 70 31.8 23.7 2.6 3.6
85/71 59.0 44.0 66.7 25 233 80 32.2 22.8 2.9 3.2
75/63 54.1 42.0 60.4 2.2 25.0 60 34.4 26.3 2.3 4.3
50 9 3.0 80/67 57.5 433 64.2 22 26.0 30 9 3.8 70 34.3 25.7 21 3.8
85/71 61.2 44.5 68.1 2.3 26.9 80 33.5 24.2 3.0 3.3
75/63 54.7 42.6 60.8 2.0 27.0 60 35.7 28.2 2.4 4.4
12 4.9 80/67 58.3 441 64.6 2.1 28.2 12 6.1 70 35.7 27.7 2.7 3.9
85/71 62.2 44.9 68.7 21 29.2 80 35.8 26.3 3.0 3.5
75/63 50.4 40.5 58.4 2.7 18.7 60 36.7 29.4 2.4 4.5
6 1.4 80/67 53.6 41.8 61.8 2.8 19.4 6 1.8 70 36.3 28.1 2.7 819
85/71 57.0 42.8 65.5 2.8 20.2 80 36.0 26.5 3.0 3.5
75/63 51.9 1.4 59.2 25 21.0 60 39.1 31.2 2.4 4.7
60 9 2.8 80/67 55.3 42.7 62.8 2.5 22.0 40 9 3.6 70 38.8 30.4 2.7 41
85/71 58.9 43.7 66.7 2.6 23.0 80 38.2 29.2 31 3.7
75/63 52.8 41.5 59.8 2.3 22.5 60 40.1 32.6 2.5 4.8
12 4.6 80/67 56.3 42.8 63.5 24 23.6 12 5.7 70 39.8 31.6 2.8 4.2
85/71 60.0 44.0 67.4 2.4 24.7 80 40.1 30.4 3.1 3.8
75/63 48.3 39.7 57.2 3.0 16.1 60 a7 34.0 23 4.9
6 1.3 80/67 51.5 40.8 60.6 3.1 16.8 6 1.7 70 41.4 32.4 2.8 43
85/71 54.5 42.4 63.8 Sl 17.5 80 40.8 30.9 Sl 3.8
75/63 49.9 40.4 58.1 2.8 18.0 60 44.4 36.5 2.6 5.1
70 9 2.7 80/67 5513 M5 61.7 2.8 18.9 50 9 &3 70 43.6 35.0 2.9 45
85/71 56.7 42.8 65.2 2.9 19.8 80 43.2 33.3 3.2 4.0
75/63 50.7 40.7 58.6 2.7 19.1 60 46.0 38.0 2.6 5.2
12 4.4 80/67 54.1 42.0 62.1 2.7 20.2 12 5.4 70 45.3 36.0 2.9 4.6
85/71 57.6 43.3 65.8 20 211 80 45.0 35.2 3.2 41
75/63 46.2 38.9 56.1 3.3 13.8 60 47.0 38.9 2.6 5.3
6 1.2 80/67 49.0 40.5 Bl 34 14.5 6 1.6 70 46.8 37.3 28 4.7
85/71 52.3 41.3 62.6 3.5 15.2 80 45.8 35.8 3.2 4.1
75/63 47.8 39.5 56.9 <l 15.4 60 50.3 42.0 2.7 55
80 9 2.5 80/67 51.0 40.7 60.3 3.1 16.3 60 9 3.1 70 49.5 40.2 3.0 4.8
85/71 54.1 42.2 63.7 82 171 80 48.7 385 88 43
75/63 48.6 39.8 57.4 3.0 16.4 60 52.2 43.8 2.7 5.6
12 4.2 80/67 51.9 41.0 60.8 3.0 17.3 12 5.1 70 51.4 41.9 3.0 5.0
85/71 55.2 42.4 64.4 3.0 18.2 80 50.5 39.8 3.4 4.4
75/63 44.0 38.2 54.9 3.7 1.8 60 52.6 441 2.7 5.6
6 1.2 80/67 471 38.9 58.3 3.8 12.5 6 1.5 70 52.0 42.5 3.1 5.0
85/71 50.1 40.0 61.5 3.8 13.1 80 51.2 40.7 3.4 4.4
75/63 45.4 38.8 55.6 3.5 13.2 60 56.8 47.6 2.9 5.8
90 9 24 80/67 48.7 39.8 59.0 3.5 14.0 70 9 3.0 70 55.7 45.9 3.1 B2
85/71 51.9 41.0 62.4 3.5 14.7 80 54.7 43.7 3.5 4.6
75/63 46.4 38.8 56.2 33 14.0 60 59.0 50.1 28 5.9
12 4.0 80/67 49.6 40.1 59.5 33 14.8 12 4.8 70 57.8 47.8 3.2 53
85/71 52.8 4.5 62.9 34 15.6 80 56.8 45.8 Bl5 4.7
75/63 41.9 37.2 54.2 4.2 10.1 60 58.5 49.6 2.9 5.9
6 11 80/67 44.4 38.8 57.1 4.2 10.5 6 1.4 70 57.7 47.7 3.2 5.3
85/71 48.4 37.0 60.8 4.3 11.3 80 57.0 46.0 3.5 4.7
75/63 43.4 37.8 54.8 3.9 1.2 60 63.3 53.9 3.0 6.1
100 9 2.3 80/67 46.3 39.0 57.9 3.9 11.9 80 9 2.8 70 62.3 51.5 3.3 5.5
85/71 49.4 40.2 61.1 3.9 12,5 80 61.1 49.6 3.6 4.9
75/63 441 38.1 55.1 3.7 1.9 60 66.0 56.4 3.1 6.2
12 3.8 80/67 471 39.4 58.3 3.7 12.6 12 4.6 70 64.6 54.0 34 5.6
85/71 50.6 39.9 61.7 3.8 13.4 80 63.4 51.7 3.7 5.0
75/63 38.8 36.0 53.0 4.6 8.4 60 64.6 55.2 3.1 6.2
6 1.0 80/67 40.4 37.3 55.3 4.7 8.6 6 1.3 70 63.7 53.2 34 55
85/71 43.2 39.0 58.3 4.7 9.1 80 62.9 51.3 3.7 5.0
75/63 41.0 36.8 53.9 4.4 9.4 60 70.1 60.1 3.2 6.4
110 9 2.2 80/67 44.6 36.3 57.3 4.4 10.1 90 9 2.7 70 68.9 57.9 3.5 5.7
85/71 46.8 39.3 60.0 4.4 10.6 80 67.5 55.5 3.8 5.1
75/63 a7 37.2 54.0 4.2 9.9 60 73.2 62.9 3.3 6.5
12 3.6 80/67 44.9 38.4 57.4 4.2 10.7 12 4.4 70 71.8 60.6 3.6 5.8
85/71 47.5 40.3 60.3 4.2 1.2 80 70.3 58.0 3.9 5.2
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP048-1CS + BMAC4248CBTA (1351 CFM) Part Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 b J 5 b } b d J
6 1.5 80/67 43.0 34.0 46.8 1.3 32.0 6 1.9 70 22.6 16.6 2.0 3.3
85/71 45.9 35.0 49.7 1.3 34.2 80 21.9 15.2 2.3 2.8
75/63 aMn.7 33.5 45.0 1.2 35.0 60 24.4 19.0 1.8 4.0
50 9 3.0 80/67 44.5 34.4 47.9 1.2 37.8 30 9 3.7 70 234 17.6 2.0 34
85/71 47.5 35.4 50.9 1.2 40.8 80 22.7 15.9 2.3 2.9
75/63 42.4 33.6 45.5 11 38.2 60 24.9 19.6 1.8 4.1
12 4.9 80/67 45.2 34.8 48.3 1.1 41.6 12 6.0 70 24.0 18.0 2.0 3.5
85/71 48.3 35.9 51.4 1.1 45.3 80 23.2 16.0 2.3 3.0
75/63 38.4 32.0 42.8 1.6 241 60 271 21.8 1.8 4.5
6 1.4 80/67 40.9 33.0 45.4 1.6 255 6 1.8 70 26.3 20.4 2.0 819
85/71 43.5 34.5 48.1 1.6 27.2 80 25.6 18.7 2.3 3.3
75/63 39.6 32.6 43.6 1.4 27.4 60 28.3 288 1.8 4.7
60 9 2.8 80/67 42.3 33.5 46.3 1.4 29.3 40 9 3.5 70 27.5 215 2.0 4.0
85/71 451 34.8 49.2 1.4 31.7 80 26.6 19.7 2.3 34
75/63 40.2 32.9 44.0 1.4 29.5 60 29.2 23.8 1.8 4.9
12 4.7 80/67 43.0 34.0 46.8 1.4 31.8 12 5.7 70 28.1 22.2 2.0 4.1
85/71 46.0 35.1 49.8 1.3 34.5 80 27.2 20.5 2.3 3.5
75/63 36.3 31.3 4.4 1.9 19.6 60 30.9 25.7 1.8 B2
6 1.5 80/67 38.7 32.3 43.9 1.9 20.7 6 1.7 70 30.1 241 2.0 4.4
85/71 41.2 33.7 46.6 1.9 221 80 29.4 22.6 2.3 3.8
75/63 37.5 31.6 42.2 1.7 22.0 60 32.7 27.5 1.7 55
70 9 2.7 80/67 40.0 32.8 44.8 1.7 235 50 9 &3 70 il 25.7 2.0 4.6
85/71 42.7 34.2 47.6 1.7 25.3 80 30.8 23.9 2.3 4.0
75/63 38.1 32.0 42.6 1.6 23.4 60 33.6 28.5 1.7 5.6
12 4.4 80/67 40.7 33.1 45.3 1.6 25.1 12 5.3 70 32.6 26.7 2.0 4.8
85/71 43.6 34.2 48.2 1.6 27.2 80 31.5 24.7 23 41
75/63 34.1 30.5 40.1 21 16.0 60 35.1 29.8 1.7 5.9
6 1.4 80/67 36.5 31.5 42.6 22 17.0 6 1.6 70 34.2 28.2 2.0 5.0
85/71 39.0 32.7 451 2.2 18.1 80 33.5 26.5 2.3 4.3
75/63 35.4 30.7 40.8 2.0 17.8 60 37.4 32.2 1.8 6.2
80 9 2.5 80/67 37.7 32.0 43.3 2.0 19.0 60 9 3.1 70 36.2 30.2 2.0 53
85/71 40.3 8318 46.0 2.0 20.4 80 3512 28.2 2'3) 45
75/63 35.9 311 41.2 1.9 18.8 60 38.6 33.4 1.8 6.4
12 4.2 80/67 38.4 32.2 43.8 1.9 20.2 12 5.0 70 &7/ Sills! 2.0 5.4
85/71 41.2 33.3 46.6 1.9 21.9 80 36.2 2941 2.3 4.6
75/63 321 29.4 38.9 2.4 13.1 60 39.5 34.3 1.8 6.6
6 1.2 80/67 34.3 30.6 41.2 2.5 13.9 6 1.5 70 38.5 324 2.0 5.6
85/71 36.5 32.2 43.5 255 14.8 80 37.7 30.7 23 4.8
75/63 33.1 29.9 39.5 2.3 14.5 60 42.3 37.0 1.8 6.9
90 9 24 80/67 35.5 311 41.9 23 15.5 70 9 2.9 70 41.0 34.9 2.0 58
85/71 38.0 32.3 44.5 2.3 16.6 80 39.9 32.8 2.3 5.0
75/63 33.7 30.2 39.8 2.2 15.3 60 43.7 38.4 1.8 71
12 4.0 80/67 36.1 31.4 42.3 2.2 16.3 12 4.8 70 42.3 36.2 2.1 6.0
85/71 38.6 32.8 44.9 2.2 17.6 80 4141 34.1 23 5.1
75/63 29.8 28.8 37.6 2.8 10.6 60 44.2 38.8 1.8 7.2
6 11 80/67 32.0 29.8 40.0 2.8 1.4 6 1.4 70 431 36.8 21 6.1
85/71 35.2 28.0 42.8 2.8 12.5 80 42.2 35.0 2.4 5.3
75/63 30.8 29.2 38.2 2.6 1.7 60 47.4 41.9 1.8 7.5
100 9 2.3 80/67 33.1 30.4 40.5 2.6 12.5 80 9 2.8 70 46.2 39.9 21 6.4
85/71 35.5 31.6 43.0 2.6 13.5 80 44.9 37.6 2.4 53
75/63 31.4 29.3 38.5 2.5 12.3 60 49.1 43.6 1.9 7.7
12 3.9 80/67 33.8 30.4 40.9 25 133 12 45 70 47.8 41.4 21 6.6
85/71 36.1 31.9 43.4 2.5 14.3 80 46.4 39.1 2.4 5.6
75/63 27.7 27.7 36.6 82 8.7 60 49.0 43.5 1.9 7.7
6 11 80/67 29.8 29.1 38.8 3.2 9.4 6 1.3 70 48.0 41.6 21 6.6
85/71 i3 30.7 40.6 3.2 9.8 80 47.0 39.6 2.4 5.7
75/63 28.7 28.1 371 3.0 9.5 60 52.9 471 1.9 8.0
110 9 2.2 80/67 30.2 29.6 38.8 3.0 10.0 90 9 2.6 70 51.6 45.0 2.2 6.8
85/71 33.9 28.3 421 3.0 11.3 80 50.2 42.6 2.5 5.9
75/63 29.2 28.3 37.3 2.9 10.0 60 54.9 49.1 2.0 8.1
12 3.7 80/67 31.5 29.5 39.7 2.9 10.8 12 43 70 53.5 46.8 23 7.0
85/71 34.6 28.3 42.5 2.9 12.0 80 52.0 44.3 2.5 6.0
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP060-1CS + BMAC4860CBTA (1719 CFM) Full Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 d b b d d b ¥ o 5
7.5 1.8 80/67 66.0 47.7 74.7 2.9 23.0 7.5 25 70 44.7 33.8 3.5 3.8
85/71 70.3 48.8 79.2 2.9 24.2 80 445 32.2 319 34
75/63 63.4 471 71.2 2.6 24.4 60 48.0 38.1 3.2 4.4
50 11.25 3.7 80/67 67.8 48.2 75.7 2.6 25.8 30 11.25 4.8 70 47.4 36.3 3.5 3.9
85/71 721 49.6 80.2 2.6 27.3 80 47.0 34.5 3.9 3.5
75/63 64.3 47.3 ni 203 25.9 60 49.6 39.6 3.2 45
15 6.1 80/67 68.5 48.8 76.1 2.5 27.5 15 7.7 70 48.9 37.6 3.6 4.0
85/71 73.1 49.7 80.8 25 29.2 80 48.4 35.8 4.0 3.6
75/63 59.7 45.5 69.3 3.2 18.7 60 51.3 411 3.3 4.6
7.5 1.7 80/67 63.6 46.8 73.4 3.2 19.7 75 23 70 50.8 39.4 3.6 41
85/71 67.6 47.9 77.6 3.3 20.7 80 50.5 37.6 41 3.7
75/63 61.3 46.0 70.1 3.0 20.7 60 55.2 44.2 34 4.8
60 11.25 3.5 80/67 65.3 47.4 74.4 3.0 21.9 40 11.25 4.5 70 54.2 42.4 3.7 4.2
85/71 69.5 48.7 78.7 3.0 23.2 80 53.6 40.5 4.2 3.8
75/63 62.0 46.3 70.5 2.8 21.8 60 57.3 45.8 3.4 4.9
15 5.8 80/67 66.3 47.6 74.9 2.9 23.2 15 7.3 70 56.1 441 3.8 4.3
85/71 70.6 49.0 79.3 2.9 24.7 80 55.3 42.0 4.2 3.9
75/63 56.8 44.4 67.6 3.6 16.0 60 57.0 46.6 34 4.9
7.5 1.6 80/67 60.7 45.5 71.6 3.6 16.9 75 21 70 57.4 45.3 3.8 4.4
85/71 64.7 46.6 75.8 3.6 17.7 80 57.0 43.4 4.3 3.9
75/63 58.8 451 68.8 33 17.7 60 62.6 51.5 3.6 5.1
70 11.25 33 80/67 62.8 46.4 72.9 &3 18.7 50 11.25 4.2 70 61.5 49.0 3.9 4.6
85/71 66.7 48.3 771 34 19.8 80 60.8 46.9 4.4 4.1
75/63 59.6 45.4 69.2 3.2 18.6 60 64.9 53.5 3.6 5.2
15 5.5 80/67 63.6 46.8 734 3.2 19.8 15 6.8 70 63.7 51.1 4.0 4.7
85/71 67.9 48.0 7.7 3.2 21.0 80 62.9 48.8 4.4 4.2
75/63 54.6 43.2 66.5 4.0 13.7 60 64.4 52.2 3.6 5.2
7.5 1.6 80/67 58.2 44.6 70.3 4.0 14.5 7.5 2.0 70 62.7 49.7 4.0 4.6
85/71 62.0 45.8 74.3 41 15.3 80 60.1 46.3 43 4.1
75/63 56.0 43.7 67.2 3.7 15.0 60 67.9 56.6 3.7 5.3
80 11.25 a2 80/67 59.7 453 A 3.8 15.9 60 11.25 4.0 70 69.1 56.2 4.2 4.9
85/71 63.8 46.3 75.3 3.8 16.9 80 68.4 53.7 4.6 4.4
75/63 56.7 44.2 67.5 3.6 15.7 60 72.8 60.8 3.8 55
15 5.2 80/67 60.6 45.4 71.6 3.6 16.8 15 6.4 70 7.9 58.4 4.2 5.0
85/71 64.8 46.6 75.8 3.6 17.8 80 70.9 56.0 4.7 4.4
75/63 52.1 42.2 65.4 4.4 1.7 60 62.3 54.1 3.7 5.0
7.5 1.5 80/67 55.6 43.6 69.2 4.5 12.4 7.5 1.9 70 70.8 57.4 4.2 4.9
85/71 59.4 44.8 73.2 4.5 13.1 80 68.4 53.6 4.6 4.4
75/63 53.5 42.8 66.0 4.2 12.8 60 77.8 64.9 4.0 5.7
90 11.25 3.0 80/67 57.2 441 69.9 4.2 13.6 70 11.25 37 70 73.5 59.4 4.3 5.0
85/71 61.0 45.6 73.8 4.2 14.4 80 76.2 61.3 4.9 4.6
75/63 54.2 431 66.3 4.0 13.4 60 78.6 67.1 4.0 5.7
15 5.0 80/67 58.0 44.5 70.2 41 14.3 15 6.1 70 80.3 66.1 45 52
85/71 61.9 45.8 74.3 4.1 15.2 80 79.3 63.5 5.0 4.7
75/63 49.6 41.2 64.5 5.0 10.0 60 80.6 67.5 41 5.8
7.5 1.5 80/67 52.9 42.7 68.1 5.0 10.5 7.5 1.8 70 73.6 64.3 4.4 4.9
85/71 56.4 44.0 71.9 5.1 1.1 80 7.4 61.7 4.9 4.6
75/63 51.0 M7 65.0 4.7 10.9 60 83.9 72.4 4.2 5.9
100 11.25 2.9 80/67 54.6 43.0 68.8 4.7 11.6 80 11.25 3.6 70 82.9 69.6 4.6 5.3
85/71 58.3 44.4 72.7 4.7 123 80 83.6 66.8 5.1 4.8
75/63 51.6 42.0 65.3 45 1.4 60 89.0 75.5 43 6.1
15 4.8 80/67 55.3 43.5 69.0 4.6 121 15 5.8 70 86.4 7.5 4.7 5.4
85/71 59.2 44.7 73.1 4.6 12.9 80 87.8 71.2 53 4.9
75/63 47.0 40.0 64.0 5.6 83 60 88.4 74.8 43 6.1
7.5 1.4 80/67 49.2 41.6 66.7 5.6 8.8 75 1.7 70 87.9 63.8 4.6 5.6
85/71 53.8 42.0 7.2 5.8 £ 80 84.5 67.8 5.1 4.8
75/63 48.3 40.7 64.2 5.3 9.1 60 94.5 81.4 4.5 6.2
110 11.25 2.8 80/67 51.6 42.2 67.6 5.3 9.7 90 11.25 3.4 70 91.7 76.6 4.9 5.5
85/71 55.2 43.6 71.5 5.3 10.4 80 91.6 74.2 5.4 5.0
75/63 48.9 41.0 64.3 5.1 9.6 60 97.5 82.9 4.6 6.3
15 4.6 80/67 52.4 42.6 67.9 5.1 10.2 15 55 70 95.8 78.4 5.0 5.6
85/71 56.2 43.7 71.9 5.2 10.9 80 96.4 79.5 5.6 5.1
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; P! i may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

® BOSCH

Capacity Data CP060-1CS + BMAC4860CBTA (1409 CFM) Part Load

Entering Pressure | Entering Air Total Sensible Heat of Entering Pressure | Entering Total Heat of
FluidTemp Temp (db/ | Capacity | Capacity | Rejection Fluid Temp Drop Air Temp | Capacity | Absorption
(°F) wb) °F (MBTUH) | (MBTUH) | (MBTUH) (°F) ()] (°F) (MBTUH) | (MBTUH)
75/63 d ! o b s . o 5
7.5 1.9 80/67 50.5 37.5 55.3 1.7 30.3 7.5 2.4 70 30.3 22.6 2.6 3.5
85/71 53.6 38.6 58.4 1.6 32.7 80 29.1 20.5 2.9 3.0
75/63 48.5 37.1 53.0 1.6 31.2 60 32.8 25.9 2.3 4.2
50 11.25 3.7 80/67 51.8 38.0 56.2 149 33.9 30 11.25 4.7 70 31.6 238 2.6 3.6
85/71 55.0 39.1 59.4 1.5 37.0 80 30.3 21.6 2.9 3.1
75/63 491 37.4 53.4 15 33.0 60 33.7 27.0 23 43
15 6.2 80/67 52.4 38.3 56.6 1.5 36.0 15 7.6 70 32.3 24.5 2.6 3.7
85/71 55.8 39.4 52 1.4 39.6 80 30.9 22.2 28 3.1
75/63 45.2 35.5 50.7 2.0 23.1 60 35.2 28.5 2.3 4.5
7.5 1.8 80/67 48.0 36.7 53.6 1.9 248 75 23 70 34.7 26.8 2.6 819
85/71 51.1 37.7 56.7 1.9 26.6 80 33.5 24.7 2.9 3.4
75/63 46.3 8519 51.5 1.8 25.4 60 BIES) 30.7 2.3 4.7
60 11.25 3.5 80/67 49.4 37.0 54.5 1.8 27.5 40 11.25 4.4 70 36.4 28.6 2.6 41
85/71 52.5 38.0 57.7 1.8 29.8 80 35.2 26.1 2.9 3.5
75/63 46.9 36.2 51.9 1.8 26.7 60 38.5 31.7 2.3 4.8
15 5.8 80/67 50.0 37.3 55.0 1.7 29.0 15 71 70 37.3 29.5 2.6 4.2
85/71 53.2 38.5 58.1 1.7 31.7 80 36.0 27.0 3.0 3.6
75/63 42.7 34.6 49.2 23 18.9 60 40.1 32.8 23 5.0
7.5 1.7 80/67 45.6 35.7 52.1 2.2 20.3 75 21 70 39.4 31.5 2.7 4.4
85/71 48.6 36.6 55.1 2.2 21.8 80 38.5 29.3 3.0 3.8
75/63 43.8 35.1 49.9 2.1 20.7 60 42.2 35.0 2.4 52
70 11.25 3.4 80/67 46.8 36.2 52.8 21 224 50 11.25 41 70 a1 332 2.7 45
85/71 50.0 371 56.0 2.1 24.2 80 40.4 31.2 3.0 3.9
75/63 44.5 35.2 50.3 2.0 21.8 60 43.4 36.2 2.4 5.4
15 5.5 80/67 47.4 36.4 53.2 2.0 23.5 15 6.7 70 42.5 34.7 2.7 4.6
85/71 50.6 37.5 56.4 2.0 255 80 41.4 32.2 3.0 4.0
75/63 40.4 33.6 47.8 2.6 15.6 60 45.3 37.6 2.4 5.5
7.5 1.6 80/67 43.2 34.6 50.6 2.6 16.7 7.5 2.0 70 44.4 36.2 2 4.8
85/71 45.9 35.9 53.4 2.6 17.9 80 43.1 34.2 3.1 41
75/63 415 33.9 48.4 2.4 17.0 60 475 39.6 2.4 5.8
80 11.25 a2 80/67 44.4 35.0 51.3 2.4 18.3 60 11.25 3.9 70 46.6 37.7 2.7 5.0
85/71 473 36.1 54.3 2.4 19.8 80 45.2 36.3 &l 43
75/63 42.0 341 48.8 2.4 17.7 60 48.8 40.4 2.4 5.9
15 53 80/67 44.9 35.4 51.6 2.3 19.2 15 6.4 70 47.8 39.1 2.7 5.1
85/71 48.0 36.4 54.7 2.3 20.8 80 46.7 37.6 3.1 4.4
75/63 37.9 32.6 46.4 3.0 12.8 60 50.7 43.0 2.4 6.1
7.5 1.5 80/67 40.6 33.8 49.2 3.0 13.7 7.5 1.9 70 49.4 40.5 2.8 5.3
85/71 43.3 35.0 5il.2) 3.0 14.7 80 48.2 38.8 3.1 4.6
75/63 39.0 32.9 47.0 2.8 13.9 60 53.1 45.2 2.5 6.3
90 11.25 3.0 80/67 M7 341 49.8 2.8 14.9 70 11.25 37 70 51.6 43.1 2.8 5.4
85/71 44.6 35.3 52.6 2.8 16.1 80 50.3 40.5 3.1 4.7
75/63 395 33.1 47.3 2.7 14.5 60 54.7 46.8 25 6.5
15 5.0 80/67 42.2 34.5 50.0 2.7 15.6 15 6.0 70 53.2 44.3 2.8 5.6
85/71 45.2 35.6 53.0 2.7 16.9 80 52.5 42.4 B2 4.9
75/63 35.5 31.6 45.2 34 10.4 60 56.3 48.5 2.5 6.7
7.5 1.5 80/67 37.9 32.9 47.8 34 1.2 7.5 1.8 70 54.7 45.9 2.8 5.7
85/71 40.8 33.8 50.6 3.4 12.1 80 53.4 43.8 3.2 5.0
75/63 36.4 321 45.6 3.2 1.3 60 59.1 51.5 2.5 7.0
100 11.25 2.9 80/67 39.1 33.2 48.4 3.2 12.2 80 11.25 3.5 70 57.8 48.7 2.8 6.0
85/71 41.9 34.3 51.2 3.2 13.1 80 56.7 46.2 3.2 5.2
75/63 36.9 32.2 45.9 3.1 1.7 60 61.0 53.2 2.5 7.2
15 4.8 80/67 39.6 33.4 48.6 <l 12.7 15 5.7 70 59.1 50.3 2.8 6.1
85/71 42.5 34.5 51.5 3.1 13.7 80 58.1 48.2 3.2 53
75/63 323 30.6 43.7 i) 83 60 62.1 54.3 2.5 7.3
7.5 1.4 80/67 34.5 32.0 46.1 3.9 8.9 75 1.7 70 60.3 51.9 2.8 6.2
85/71 36.4 8318 483 i) 9.4 80 59.1 49.0 3.2 5.4
75/63 33.8 31.0 44.4 3.7 9.1 60 65.5 57.8 25 7.6
110 11.25 2.8 80/67 36.4 32.2 47.0 3.7 2] 90 11.25 .3 70 63.8 54.8 2.8 6.6
85/71 39.0 33.6 49.7 3.7 10.7 80 62.6 52.8 3.2 5.7
75/63 34.3 31.2 44.6 3.6 9.5 60 67.5 59.5 2.5 7.9
15 4.6 80/67 36.8 32.6 47.2 3.6 10.2 15 55 70 65.6 56.5 28 6.7
85/71 39.7 33.7 50.0 3.6 1.2 80 64.1 54.7 3.2 5.8
: Extended Range - Anti-freeze required
AHRI/1IS013256-1 certified performance is rated at entering air conditions of 80.6°F DB and 66.2°F WB in cooling and 68°F DB in heating.
Tabulated unit performance does not include fan or pump power corrections required for AHRI/ISO standard performance ratings.
Unit performance may be interpolated. Extrapolation is not allowed.
For conditions other than rating conditions provided, consult the BST selection software.
Ratings below 40°F are with amethanol solution.
DISCLAIMER: The performance reported herein is based on testing by FHP. Variations in the install; and op | envi may alter perf Bosch Ther logy Corp (BTC) disclaims all warranties, express and
implied, that the performance will be as reported, including the warranty of merchantability and fitness for purpose. In addition, i han | may result in a change to an appliances design and specifications at
the time of order, which BTC may change without notice. Before purchase, confirm the design specifications of the appliance.
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CP Split Model Series -
Commercial Water Source Heat Pumps

'@ BOSCH

Temperature Pressure Operating Data - CP024-1CS + BIVB-24RCB-M20X

Heating

Enter
Fluid
Temp (°F)

Water Flow
(GPM)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water

Temp

Rise (°F)

Air
Temp

Drop (°F)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water

Temp

Drop (°F)

Air
Temp
Rise (°F)

30 Operation Not Recommended 181 249:269 8
78-88 256-276 4-5 18-22
3.0 134-151 205-223 20-23 23-27 84-94 261-281 9-10 20-24
40 6.0 132-149 173-191 10-13 23-27 92-102 270-290 5-6 22-26
3.0 135-152 233-251 20-23 22-26 97-107 275-295 11-12 23-27
%0 6.0 133-150 201-219 10-13 23-27 108-118 286-306 6-7 25-29
3.0 136-153 264-282 20-23 22-26 112-122 290-310 13-14 26-30
60 6.0 135-152 231-249 10-13 22-26 125-135 304-324 7-8 29-33
3.0 137-154 299-317 20-23 21-25 128-138 306-326 14-15 29-33
7 6.0 136-153 264-282 9-12 22-26 144-154 323-343 8-9 33-37
3.0 139-156 337-355 19-22 21-25 145-155 324-344 17-18 33-37
80 6.0 137-154 302-320 9-12 21-25 166-176 344-364 9-10 37-41
3.0 140-157 379-397 19-22 20-24 164-174 343-363 19-20 36-40
% 6.0 139-156 343-361 9-12 21-25 189-199 367-387 10-11 41-45
100 30 142:159 424-442 1821 20-24 Operation Not Recommended
6.0 140-157 388-406 9-12 20-24

Temperature Pressure Operating Data - CP036-1CS + BIVB-36RCB-M20X

Enter
Fluid
Temp (°F)

Water Flow
(GPM)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Rise (°F)

Air
Temp

Drop (°F)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Drop (°F)

Air
Temp
Rise (°F)

72-82 264-284 8-9 19-23
30 Operation Not Recommended
79-89 272-292 4-5 20-24

10 4.5 127-143 195-219 21-24 20-24 85-95 278-298 10-11 22-26

9.0 128-144 171-195 10-13 23-27 94-104 288-308 5-6 24-28
50 4.5 129-145 224-248 21-24 21-25 99-109 294-314 12-13 25-29

9.0 128-144 198-222 10-13 21-25 110-120 307-327 6-7 27-31
60 4.5 130-146 254-278 21-24 20-24 114-124 312-332 13-14 28-32

9.0 128-144 228-252 10-13 20-24 128-138 328-348 7-8 31-35
. 4.5 130-146 289-313 20-23 19-23 131-141 331-351 15-16 32-36

9.0 129-145 262-286 10-13 19-23 148-158 351-371 8-9 35-39
80 4.5 131-147 327-351 20-23 18-22 149-159 352-372 17-18 35-39

9.0 129-145 300-324 9-12 18-22 170-180 375-395 10-11 39-43
- 4.5 131-147 369-393 19-22 17-21 170-180 375-395 19-20 39-43

9.0 130-146 342-366 9-12 17-21 195-205 403-423 11-12 44-48

4.5 132-148 414-438 19-22 16-20
100 Operation Not Recommended

9.0 131-147 388-412 9-12 16-20
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CP Split Model Series -
Commercial Water Source Heat Pumps

'@ BOSCH

Temperature Pressure Operating Data - CP048-1CS + BIVB-48RCB-M20X

Enter
Fluid
Temp (°F)

Water Flow
(GPM)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Rise (°F)

Air
Temp

Drop (°F)

Suction

Pressure

(PSIG)

Heating

Discharge
Pressure
(PSIG)

Water
Temp
Drop (°F)

Air
Temp
Rise (°F)

30 Operation Not Recommended 65:85 231271 89
72-92 257-277 4-5 17-21
6.0 114-130 203-223 20-23 21-25 77-97 261-281 10-11 18-22
40 12.0 113-129 178-198 10-13 21-25 85-105 269-289 5-6 20-24
6.0 116-132 231-251 19-22 20-24 90-110 274-294 11-12 21-25
%0 12.0 114-130 206-226 9-12 20-24 101-121 283-303 6-7 23-27
6.0 116-132 262-282 19-22 20-24 105-125 287-307 13-14 24-28
60 12.0 115-131 236-256 9-12 20-24 119-139 300-320 7-8 26-30
6.0 117-133 297-317 19-22 19-23 122-142 302-322 15-16 27-31
7 12.0 116-132 270-290 9-12 19-23 138-158 318-338 8-9 30-34
6.0 119-135 335-355 19-22 18-22 140-160 319-339 16-17 30-34
80 12.0 117-133 307-327 9-12 19-23 160-180 338-358 9-10 34-38
6.0 120-136 377-397 18-21 18-22 160-180 338-358 18-19 34-38
% 12.0 119-135 349-369 9-12 18-22 184-204 360-380 10-11 38-42
100 60 121187 423-443 1821 17:21 Operation Not Recommended
12.0 120-136 395-415 9-12 18-22

Temperature Pressure Operating Data - CP060-1CS + BIVB-60RCB-M20X

Enter
Fluid
Temp (°F)

Water Flow
(GPM)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Rise (°F)

Air
Temp

Drop (°F)

Suction

Pressure

(PSIG)

Discharge
Pressure
(PSIG)

Water
Temp
Drop (°F)

Air
Temp
Rise (°F)

X 63-79 256-313 8-10 22-26
30 Operation Not Recommended
70-86 262-320 5-6 24-29
10 7.5 107-132 183-222 19-25 24-28 73-91 265-327 10-11 26-30
15.0 106-130 167-203 9-12 24-28 82-101 275-338 6-7 28-33
50 7.5 106-132 206-252 18-24 23-27 84-105 278-344 12-13 29-34
15.0 102-127 189-232 9-12 22-27 95-117 291-359 7-8 32-38
60 7.5 106-133 232-285 18-24 22-27 97-120 293-364 13-15 32-38
15.0 107-132 217-267 9-13 23-27 109-134 310-383 8-9 36-42
20 7.5 107-134 262-323 18-24 22-26 110-137 310-386 15-17 37-43
15.0 107-133 248-305 8-13 22-26 126-154 331-409 9-10 41-48
80 7.5 108-136 297-365 17-23 22-26 126-155 330-410 17-20 41-48
15.0 109-135 283-346 9-12 22-26 145-176 355-438 9-11 46-53
90 7.5 109-137 335-411 17-23 21-25 142-174 350-436 18-21 45-53
15.0 110-137 323-393 9-12 21-25 166-200 381-468 10-12 51-59
7.5 111-140 377-460 17-22 21-25
100 Operation Not Recommended
15.0 111-138 367-444 8-11 21-25
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CP Split Model Series -
Commercial Water Source Heat Pumps

'@ BOSCH

Temperature Pressure Operating Data - CP024-1CS + BMAC2430BBTA

Enter
Fluid
Temp (°F)

Water Flow
(GPM)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Rise (°F)

Air
Temp

Drop (°F)

Suction

Pressure

(PSIG)

Discharge
Pressure

(PSIG)

Water
Temp

Drop (°F)

Air
Temp
Rise (°F)

30 Operation Not Recommended 65:75 244:264 910
73-83 251-271 5-6 19-23
3.0 133-150 201-219 21-24 23-27 76-86 254-274 10-11 20-24
40 6.0 132-149 176-194 10-13 24-28 85-95 263-283 6-7 22-26
3.0 135-152 230-248 21-24 23-27 88-98 265-285 12-13 23-27
%0 6.0 134-151 205-223 10-13 23-27 99-109 276-296 7-8 26-30
3.0 136-153 262-280 20-23 22-26 101-111 278-298 14-15 26-30
60 6.0 135-152 236-254 10-13 23-27 115-125 291-311 8-9 30-34
3.0 137-154 298-316 20-23 22-26 115-125 292-312 16-17 30-34
7 6.0 136-153 272-290 10-13 22-26 133-143 308-328 9-10 34-38
3.0 139-156 337-355 20-23 22-26 131-141 307-327 17-18 34-38
80 6.0 138-155 312-330 9-12 22-26 152-162 327-347 10-11 38-42
3.0 140-157 380-398 20-23 21-25 149-159 324-344 19-20 38-42
% 6.0 139-156 356-374 9-12 21-25 174-184 348-368 11-12 43-47
100 30 142:159 427445 19:22 2125 Operation Not Recommended
6.0 141-158 404-422 9-12 21-25

Temperature Pressure Operating Data - CP036-1CS + BMAC3036BBTA

Enter
Fluid
Temp (°F)

Water Flow Suction Discharge Water Air Suction Discharge Water Air
(GPM) Pressure Pressure Temp Temp Pressure Pressure Temp Temp
(PSIG) (PSIG) Rise (°F) Drop (°F) (PSIG) (PSIG) Drop (°F) Rise (°F)

69-79 252-272 9-10 17-21
30 Operation Not Recommended
76-86 258-278 5-6 19-23

10 4.5 126-142 200-224 21-24 23-27 81-91 262-282 11-12 20-24

9.0 125-141 176-200 10-13 23-27 90-100 271-291 6-7 22-26
50 4.5 128-144 229-253 20-23 23-27 93-103 274-294 12-13 23-27

9.0 127-143 205-229 10-13 23-27 105-115 285-305 7-8 26-30
60 4.5 129-145 261-285 20-23 22-26 108-118 288-308 14-15 26-30

9.0 128-144 237-261 10-13 23-27 122-132 301-321 8-9 30-34
20 4.5 130-146 297-321 20-23 22-26 123-133 302-322 16-17 30-34

9.0 129-145 273-297 10-13 22-26 141-151 319-339 9-10 34-38
80 4.5 132-148 336-360 20-23 21-25 141-151 319-339 18-19 34-38

9.0 131-147 313-337 9-12 22-26 161-171 339-359 10-11 38-42
90 4.5 133-149 380-404 19-22 21-25 159-169 337-357 20-21 38-42

9.0 132-148 357-381 9-12 21-25 185-195 362-382 11-12 43-47

4.5 135-151 427-451 19-22 20-24
100 Operation Not Recommended

9.0 134-150 406-430 9-12 21-25
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CP Split Model Series -
Commercial Water Source Heat Pumps

'@ BOSCH

Temperature Pressure Operating Data - CP048-1CS + BMAC4248CBTA

Heating
Enter

Fluid
Temp (°F)

Water Flow Suction Discharge Water Air Suction Discharge Water Air
(GPM) Pressure Pressure Temp Temp Pressure Pressure Temp Temp
(PSIG) (PSIG) Rise (°F) Drop (°F) (PSIG) (PSIG) Drop (°F) Rise (°F)

30 Operation Not Recommended 62:82 252:2712 89
69-89 258-278 4-5 17-21
6.0 118-134 205-225 20-23 22-26 73-93 262-282 10-11 18-22
40 12.0 116-132 180-200 10-13 22-26 81-101 270-290 5-6 20-24
6.0 119-135 233-253 20-23 21-25 86-106 274-294 11-12 21-25
%0 12.0 118-134 207-227 10-13 22-26 96-116 284-304 6-7 23-27
6.0 120-136 265-285 20-23 21-25 100-120 288-308 13-14 24-28
60 12.0 119-135 237-257 9-12 21-25 112-132 300-320 7-8 26-30
6.0 121-137 299-319 19-22 20-24 115-135 303-323 14-15 27-31
7 12.0 120-136 271-291 9-12 21-25 131-151 318-338 8-9 30-34
6.0 123-139 338-358 19-22 20-24 132-152 319-339 16-17 30-34
80 12.0 122-138 309-329 9-12 20-24 151-171 338-358 9-10 34-38
6.0 124-140 380-400 19-22 20-24 151-171 338-358 18-19 34-38
% 12.0 123-139 351-371 9-12 20-24 174-194 360-380 10-11 38-42
100 60 125:141 426-446 19:22 19:23 Operation Not Recommended
12.0 124-140 397-417 9-12 19-23

Temperature Pressure Operating Data - CP060-1CS + BMAC4860CBTA

Enter
Fluid
Temp (°F)

Water Flow Suction

Discharge Water Air Suction
(GPM) Pressure

Pressure Temp Temp Pressure

Discharge Water Air
Pressure Temp Temp

(PSIG)

(PSIG) Rise (°F) Drop (°F)

(PSIG)

(PSIG)

Drop (°F)

Rise (°F)

X 63-79 243-300 8-10 20-24
30 Operation Not Recommended
69-85 250-308 4-5 21-26
10 7.5 88-113 179-218 18-24 25-29 73-91 253-315 10-11 23-27
15.0 95-119 162-198 10-13 27-31 80-99 262-325 5-6 25-30
50 7.5 89-115 203-249 18-24 25-29 84-105 265-331 11-12 26-31
15.0 89-114 180-223 9-12 25-30 93-115 276-344 6-7 28-34
60 7.5 90-117 228-281 18-24 24-29 96-119 279-350 13-15 29-35
15.0 90-115 205-255 9-13 25-29 107-132 293-366 7-8 32-38
. 7.5 91-118 257-318 18-24 24-28 109-136 295-371 14-16 33-39
15.0 91-117 233-290 8-13 24-28 124-152 312-390 8-9 36-43
80 7.5 92-120 289-357 17-23 23-27 125-154 313-393 16-19 37-44
15.0 92-118 266-329 9-12 24-28 142-173 333-416 9-11 41-48
90 7.5 93-121 325-401 17-23 23-27 142-174 332-418 17-20 41-49
15.0 92-119 302-372 9-12 23-27 163-197 357-444 10-12 46-54
7.5 94-123 366-449 17-22 22-26 A
100 Operation Not Recommended
15.0 94-121 343-420 8-11 22-26
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